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Highlights
• 12 GbE PHYs in a single package

• Four dual media copper/fi ber ports

• Lowest BOM solution requires only two 

voltage planes

Applications
• Ethernet switches and routers

• Edge and Access platforms

• Blade servers

Microsemi’s next-generation triple-speed PHY delivers the industry’s 

lowest power Gigabit Ethernet physical media solution.

The VSC8512 is the industry’s fi rst 12-port Gigabit Ethernet copper 

PHY solution in a single package. The VSC8512 leverages Microsemi’s 

new 65 nm SimpliPHY™ technology, resulting in the one of the most 

cost-effective and lowest power consumption devices in the industry. 

The single chip solution includes the most advanced Ethernet energy 

effi ciency features for bringing green technology solutions to market.

The VSC8512 employs the latest QSGMII MAC interface to reduce 

PCB routing to a MAC, switch, or ASIC chip. The VSC8512 is ideal for 

high-density switch and router applications, enabling Ethernet multiport 

systems to achieve very low system Bill of Material (BOM) costs, 

reducing overall production costs for more cost-effective deployments.

SimpliPHY devices use fi eld-proven, fully adaptive equalization and 

innovative timing recovery algorithms for unparalleled noise tolerance 

performance. SimpliPHY devices are based on patented, fully balanced 

voltage-mode line driver technology, which allows lower cost magnetics 

to be used.
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Best-in-Class Power Consumption
• Lowest power GbE PHY in the industry, using Microsemi’s 

65 nm SimpliPHY™ technology 

• Green energy effi ciency modes including ActiPHY™, Perfect-

Reach™, and Draft IEEE 802.3az

• Programmable direct drive LEDs with adjustable brightness 

levels

• Optimal power consumption for all link speeds

Features
• 12 integrated 10/100/1000BASE-T full and half duplex     

Ethernet transceivers with VeriPHY™ cable diagnostics

• SGMII and QSGMII SerDes MAC interfaces

• Four dual media copper/fi ber ports with unidirectional 

IEEE 802.3ah support

• Patented line driver with low EMI voltage mode and integrated 

line side termination resistors

• Integrated quad I2C mux to control SFP and PoE modules

• Recovered clock outputs with programmable clock squelch 

control and fast link failure indication (<1 ms) for G.8261 SyncE 

applications

• Jumbo frame support up to 16 kB with programmable        

synchronization FIFOs

• Integrated AC-coupling capacitors on the MAC interface

• Extensive test features including loopbacks, packet generators, 

and CRC counters

• HP auto-MDIX support

Key Specifi cations
• 1.0 V core power supply

• 2.5 V I/O power supplies

• 3.3 V-tolerant 2.5 V inputs

• 27 mm × 27 mm ball grid array package

• Supports SGMII v1.9 and QSGMII v1.3, 1000BASE-X MACs, 

IEEE 1149.1 JTAG boundary scan, and IEEE 1149.6 AC-JTAG 

• Compliant with IEEE 802.3 (10BASE-T, 10BASE-Te, 100BASE-

TX, 1000BASE-T, 100BASE-FX, and 1000BASE-X) 

Related Products
Visit www.microsemi.com for information about these related 

products:

• Ethernet switches and MACs

• 10G PHY solutions

• Electronic Dispersion Compensation CDRs
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Мы молодая и активно развивающаяся компания в области  поставок 

электронных компонентов. Мы поставляем  электронные  компоненты  

отечественного и импортного производства напрямую от производителей и с 

крупнейших складов мира. 

Благодаря сотрудничеству с мировыми поставщиками мы осуществляем 

комплексные и плановые поставки   широчайшего   спектра электронных 

компонентов. 

Собственная  эффективная  логистика и склад в обеспечивает надежную 

поставку продукции в точно указанные сроки по всей России. 

Мы осуществляем  техническую поддержку нашим клиентам и 

предпродажную проверку качества продукции. На  все поставляемые продукты 

мы предоставляем  гарантию . 

Осуществляем поставки продукции под контролем ВП МО РФ на 

предприятия военно-промышленного комплекса  России , а также работаем в 

рамках 275 ФЗ с открытием отдельных счетов в уполномоченном банке. Система 

менеджмента качества компании соответствует требованиям ГОСТ ISO 9001.  

Минимальные сроки поставки, гибкие цены, неограниченный 

ассортимент  и индивидуальный подход к клиентам являются основой для 

выстраивания долгосрочного и эффективного сотрудничества с предприятиями 

радиоэлектронной промышленности, предприятиями  ВПК и научно-

исследовательскими  институтами России. 

С нами вы становитесь  еще успешнее! 

 

 

 

 

 

Наши контакты: 

Телефон: +7 812 627 14 35 

Электронная почта: sales@st-electron.ru 

Адрес: 198099, Санкт-Петербург,  

Промышленная ул, дом № 19, литера Н,  

помещение 100-Н Офис 331 
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