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Dimensions Inches Millimeters

J 0.99 2.54

K 0.10 2.6

L 0.051 1.3

M 0.051 1.3

N 0.039 1.0

P 0.031 0.8

Q 0.020 0.5

Dimensions Inches Millimeters

A 0.63 Max. 16.0 Max.

B 0.49 Max. 12.5 Max.

C 0.41 Max. 10.5 Max.

D 0.28 7.0

E 0.18 4.5

F 0.15 Max. 3.8 Max.

G 0.142 ± 0.008 Dia. 3.6 ± 0.2 Dia.

H 0.125 ± 0.008 3.2 ± 0.2

Description:
A triac is a solid state silicon 
AC switch which may be gate 
triggered from an off-state to an
on-state for either polarity of
applied voltage.

Features:
□ Glass Passivation

□ Excellent Surge Capability

□ Selected for Inductive Loads

Applications:
□ AC Switch

□ Heating

□ Motor Controls

□ Lighting

□ Solid State Relay

Ordering Information:
Example: Select the complete
eight, nine or ten digit part number
you desire from the table - i.e.
BCR10CM-8 is a 400 Volt, 
10 Ampere Triac

VDRM Inductive
Type Volts Code Load*

BCR10CM 400 -8 L
600 -12

*For inductive load, add L.

Outline Drawing (Conforms to TO-220)
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Absolute Maxim um Ratings, Ta = 25 °C unless otherwise specified
Ratings Symbol BCR10CM-8 BCR10CM-12 Units

Repetitive Peak Off-state Voltage VDRM 400 600 Volts

Non-repetitive Peak Off-state Voltage VDSM 500 720 Volts

On-state Current, Tc = 103°C, Tc = 93°C IT(RMS) 10 10 Amperes

Non-repetitive Peak Surge, One Cycle (60 Hz) ITSM 100 100 Amperes

I2t for Fusing, t = 8.3 msec I2t 41.6 41.6 A2sec

Peak Gate Power Dissipation, 20 msec PGM 5 5 Watts

Average Gate Power Dissipation PG(avg) 0.5 0.5 Watts

Peak Gate Current IGM 2 2 Amperes

Peak Gate Voltage VGM 10 10 Volts

Storage Temperature Tstg -40 to 125 -40 to 125 °C

Operating Temperature Tj -40 to 125 -40 to 125 °C

Weight – 2.3 2.3 Grams
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Electrical and Thermal Characteristics, Tj = 25 °C unless otherwise specified
Test Conditions (Trigger Mode) BCR10CM

Characteristics Symbol VD RL RG Tj Min. Typ. Max. Units

Gate Parameters
DC Gate Trigger Current

MT2+ Gate+ 6V 6V 330V 25°C – – 30 mA

MT2+ Gate– IGT 6V 6V 330V 25°C – – 30 mA

MT2–  Gate– 6V 6V 330V 25°C – – 30 mA

DC Gate Trigger Voltage

MT2+ Gate+ 6V 6V 330V 25°C – – 1.5 Volts

MT2+ Gate– VGT 6V 6V 330V 25°C – – 1.5 Volts

MT2–  Gate– 6V 6V 330V 25°C – – 1.5 Volts

DC Gate Non-trigger Voltage

All VGD 1/2 VDRM – – 125°C 0.2 – – Volts
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Electrical and Thermal Characteristics, Tj = 25 °C unless otherwise specified
Characteristics Symbol Test Conditions Min. Typ. Max. Units

Thermal Resistance, Junction-to-case Rth(j-c) – – – 1.8 °C/W

Voltage – Blocking State Maximums  IDRM VDRM = Maximum Allowable – – 2 mA
Repetitive Off-state Current Repetitive Off-state Voltage Rating,

Gate Open Circuited, 
Tj = 125°C

Current – Conducting State Maximums VTM Tc = 25°C, – – 1.5 Volts
Peak On-state Voltage ITM = 15A

Critical Rate-of-rise of Commutating (dv/dt)c – – – – V/ms
Off-state Voltage (Commutating dv/dt) 
▲ for inductive load (L)

Commutating
dv/dt, (dv/dt)c Commutating Voltage &

D Part VDRM (V/msec) Current Waveform
Number (Volts) Minimum Test Condition (Inductive Load)

BCR10CM-8L 400 10 Tj = 125°C,

BCR10CM-12L 600 10 Rate of Decay
On-state 

Commutating Current
(di/dt)c = -5A/msec:

Peak Off-state
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Мы молодая и активно развивающаяся компания в области  поставок 

электронных компонентов. Мы поставляем  электронные  компоненты  

отечественного и импортного производства напрямую от производителей и с 

крупнейших складов мира. 

Благодаря сотрудничеству с мировыми поставщиками мы осуществляем 

комплексные и плановые поставки   широчайшего   спектра электронных 

компонентов. 

Собственная  эффективная  логистика и склад в обеспечивает надежную 

поставку продукции в точно указанные сроки по всей России. 

Мы осуществляем  техническую поддержку нашим клиентам и 

предпродажную проверку качества продукции. На  все поставляемые продукты 

мы предоставляем  гарантию . 

Осуществляем поставки продукции под контролем ВП МО РФ на 

предприятия военно-промышленного комплекса  России , а также работаем в 

рамках 275 ФЗ с открытием отдельных счетов в уполномоченном банке. Система 

менеджмента качества компании соответствует требованиям ГОСТ ISO 9001.  

Минимальные сроки поставки, гибкие цены, неограниченный 

ассортимент  и индивидуальный подход к клиентам являются основой для 

выстраивания долгосрочного и эффективного сотрудничества с предприятиями 

радиоэлектронной промышленности, предприятиями  ВПК и научно-

исследовательскими  институтами России. 

С нами вы становитесь  еще успешнее! 

 

 

 

 

 

Наши контакты: 

Телефон: +7 812 627 14 35 

Электронная почта: sales@st-electron.ru 

Адрес: 198099, Санкт-Петербург,  

Промышленная ул, дом № 19, литера Н,  

помещение 100-Н Офис 331 

mailto:sales@st-electron.ru

