
Automotive Twin PCB Power Relay

FEATURES
20 Amp continuous current capacity
Up to 60 amp switching capacity

Four different contact materials available

Six different contact forms
Designed for high inrush applications

UL Class F insulation available

PC617

Dust cover or sealed version available

Form

Max Switching Current

Minimum Load

1 Form A

60 Amps

20 Amps

1 Form B

12 Amps

10 Amps

10 Amps

1 Form C (DPDT)
NO NC

CONTACT RATINGS

CONTACT DATA
Material

Initial Contact Resistance

Service Life
Mechanical

Electrical

AgNiO 15 (Silver Nickel Oxide 15%),  AgSnOInO (Silver Tin Oxide Indium Oxide)

100 milliohms max @ 0.1A, 6VDC

1 X 107

1 X 105

20 Amps

Operations

Operations
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(SPST NO)

Make

Motor

60 Amps

20 Amps

20 Amps

12 Amps

10 Amps

10 Amps

.05 Amps @ 5 VDC

1 Form U 1 Form V 1 Form W (SPDT-DB-DM)

2 X 40 Amps

2 X 20 Amps

2 X 10 Amps

2 X 8 Amps

2 X 7 Amps

2 X 7 Amps

NO NC
2 X 30 Amps

2 X 15 Amps

2 X 7 Amps

2 X 5 Amps

2 X 5 Amps

2 X 5 Amps

(SPST-NO-DM) (SPST-NC-DB)

Max. Continuous Current

See curve page 2, current dependantMax. Switching Voltage

CHARACTERISTICS
Operate Time 10 ms. typical

Release Time

Insulation Resistance

5 ms. typical

100 megohms min, at 500VDC, 50%RH

Dielectric Strength 1500 Vrms, 1 min. between coil and contacts

Shock Resistance 10 g, 11ms, functional; 100 g, destructive

Vibration Resistance DA 1.5 mm, 20 - 200 Hz functional

Power Consumption 2 x 1.1 W approx.

Ambient Temperature Range -40 to 85 degrees C operating,  -40 to 125 storage

Weight 20 grams approx.

Drop Resistance 1 Meter height drop on concrete in final enclosure

COIL DATA

Coil Voltage

6
12

Resistance

ohms

Must Operate Voltage Max.
(VDC)

Must Release Voltage Min.
(VDC)

36 X 2
145 X 2
576 X 2

0.35

1.40

0.7

2.824

+ 10%

Allowable
Voltage Max

(VDC)A, B, C, U, V W B, V A, C, U, W

1.40.70
8

31

16
4.5

18.0

9.0
3.75

15.0

7.50
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Tolerances + .010 unless otherwise noted

Notes:

Dimensions in Inches (millimeters) drawings are 2 X scale

REFERENCE CURVES

(2.1)
.083

(8.89)
.350

(5.08)
.200

(5.08)
.200

(4.0)
.157

(5.08)
.200

(5.08)
.200

2 Form A 2 Form B

2 Form C 2 Form U

2 Form V 2 Form W

(29.6)
1.165

(18)
.709

(20)
.787

(2.4)
.094

ORDERING INFORMATION
Example: PC617

Model
-2C

Contact Form

Contact Material

-12

Nil:  AgSnO;  C: AgCdO;  T: AgSnOInO

Coil Voltage

S

Nil:  Open Frame;  S:  Sealed;  C:  Dust Cover
Enclosure

T

2A, 2B, 2C, 2U, 2V or 2W



 

 

 

Мы молодая и активно развивающаяся компания в области  поставок 

электронных компонентов. Мы поставляем  электронные  компоненты  

отечественного и импортного производства напрямую от производителей и с 

крупнейших складов мира. 

Благодаря сотрудничеству с мировыми поставщиками мы осуществляем 

комплексные и плановые поставки   широчайшего   спектра электронных 

компонентов. 

Собственная  эффективная  логистика и склад в обеспечивает надежную 

поставку продукции в точно указанные сроки по всей России. 

Мы осуществляем  техническую поддержку нашим клиентам и 

предпродажную проверку качества продукции. На  все поставляемые продукты 

мы предоставляем  гарантию . 

Осуществляем поставки продукции под контролем ВП МО РФ на 

предприятия военно-промышленного комплекса  России , а также работаем в 

рамках 275 ФЗ с открытием отдельных счетов в уполномоченном банке. Система 

менеджмента качества компании соответствует требованиям ГОСТ ISO 9001.  

Минимальные сроки поставки, гибкие цены, неограниченный 

ассортимент  и индивидуальный подход к клиентам являются основой для 

выстраивания долгосрочного и эффективного сотрудничества с предприятиями 

радиоэлектронной промышленности, предприятиями  ВПК и научно-

исследовательскими  институтами России. 

С нами вы становитесь  еще успешнее! 

 

 

 

 

 

Наши контакты: 

Телефон: +7 812 627 14 35 

Электронная почта: sales@st-electron.ru 

Адрес: 198099, Санкт-Петербург,  

Промышленная ул, дом № 19, литера Н,  

помещение 100-Н Офис 331 

mailto:sales@st-electron.ru

