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Features

ROM-3420 Freescale ARM Cortex-A9 
i.MX6 RTX2.0 Module

 � Freescale ARM Cortex-A9 i.MX6 Dual 1 GHz high performance processor

 � Onboard DDR3 1 GB memory / 4 GB Flash

 � Supports wide range power input 5V~24V

 � Supports OpenGL ES 2.0 and OpenVG 1.1 hardware accelerators

 � Supports full HD 1080p video decode and HD 1080p video encode hardware 
engine

 � Supports 1 PCIe, 1 GbE, 1 USB 2.0, 1 USB OTG2.0,  1 SATAII, 4 I2C, 1 I2S,  
1 Camera in, 2 CANbus, 10 GPIO, System bus

 � Optional thermal solution

Introduction
ROM-3420 RTX2.0 module integrates an ARM Cortex A9 Dual 1 GHz Freescale i.MX6 series ultra low power SoC and I/O solution chips to be Linux solution-ready! Freescale i.MX6 
supports 2D, 3D graphics acceleration, full HD 1080P video decoding encoding hardware engine. ROM-3420 supports 5V~24V wide range power input and wide temperature design 
for industrial applications.

ROM-3420 RTX2.0 module has an Advantech ROM-DB3900 evaluation carrier board for easy integration and hardware design reference, and also provides Linux BSP utility and 
reference codes for application development and device integration.

Specifications
Form Factor RTX2.0
Processor System CPU Freescale ARM Cortex-A9 i.MX6 Dual/Quad 1 GHz

Memory
Technology DDR3 1066 MHz 
Capacity On-board DDR3 1 GB
Flash 4 GB eMMC NAND Flash for O.S. and 4 MB SPI NOR Flash for Advantech boot loader   

Graphics

LVDS 1 Single 18/24-bit LVDS, 1366 x768
HDMI 1 HDMI, 1920 x1080
Parallel RGB 1 24-bit TTL, 2048 x 1536
VGA -
Graphics Engine 2 IPUs. OpenGL ES 2.0 for 3D, BitBlt for 2D and OpenVG 1.1

H/W Video Codec Decoder: MPEG-4 ASP, H.264 HP, H.263, MPEG-2 MP, MJPEG BP 
Encoder: MPEG-4 SP, H.264 BP, H.263, MJPEG BP

Ethernet
Chipset Freescale i.MX6 integrated RGMII
Speed 1 x 10/100/1000 Mbps 

RTC RTC Yes
WatchDog Timer S/W WDT, 256-level timer interval from 0 ~ 128 sec

I/O

PCIe 1 PCIe, 1 x Lane
SATA 1 SATA II

USB 1 USB 2.0,  
1 USB 2.0 OTG 

Audio I2S
SPDIF -
SDIO 1
Serial Port 3 UART (3 x 4 wire w / 3.3V)
SPI 2
CAN 2  CAN bus 2.0B
GPIO 10
I2C 4
Camera Input 1 MIPI V1.0 (x 4 Lane)
System Bus Address: 26 bits, Data: 16 bits
Touch -
Keypad -

Power

Power Supply Voltage 5 ~ 24 V

Power Consumption
1.7W (Kernel idle mode)
3.3W (CPU max-loading)
6.1w (Max mode, OpenGL open)

Environment
Operational Temperature 0 ~ 60° C/ -40 ~ 85° C
Operating Humidity 0% ~ 90% relative humidity, non-condensing

Mechanical Dimensions (W x D) 68 x 68 mm
Operating System Ltib Linux Kernel v3.0.35/Android v4.3
Certifications CE/FCC Class B

RoHS
COMPLIANT
2002/95/EC

All product specifications are subject to change without notice Last updated : 3-Feb-2015
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Ordering Information
Part No. CPU Memory Flash 

Memory UART LAN USB 
Host

USB 
OTG Display SATA PCIe HDMI SD CANbus I2C SPI Size Power 

input
Operating 
Temperature

ROM-3420CD-MDA1E
i.MX6 
Dual 
1GHz

1 GB 4 GB 3 1 1 1
1 x 24bit LVDS
1 x 24bit TTL
1 x HDMI

1 1 1 1 2 4 2 68 x 68 x 7 mm 5 V ~ 24 V 0 ~ 60° C

ROM-3420WD-MDA1E
i.MX6 
Dual 
1GHz

1 GB 4 GB 3 1 1 1
1 x 24bit LVDS
1 x 24bit TTL
1 x HDMI

1 1 1 1 2 4 2 68 x 68 x 7 mm 5 V ~ 24 V -40 ~ 85° C   

Dimensions Unit: mm

Development Board 

Part No. Description
ROM-DB3900-SWA1E Development board for RTX2.0 module
ROM-DK3420-F0A1E RTX v2.0 EVK kit

Optional Accessories
Part No. Description
1700022373-01 Debug port cable for ROM-3420/5420
9696ED2000E Debug Adapter Board
1960065189N001 Semi-Heatsink for ROM-3420
1930004835 Screw for Heatsink
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Мы молодая и активно развивающаяся компания в области  поставок 

электронных компонентов. Мы поставляем  электронные  компоненты  

отечественного и импортного производства напрямую от производителей и с 

крупнейших складов мира. 

Благодаря сотрудничеству с мировыми поставщиками мы осуществляем 

комплексные и плановые поставки   широчайшего   спектра электронных 

компонентов. 

Собственная  эффективная  логистика и склад в обеспечивает надежную 

поставку продукции в точно указанные сроки по всей России. 

Мы осуществляем  техническую поддержку нашим клиентам и 

предпродажную проверку качества продукции. На  все поставляемые продукты 

мы предоставляем  гарантию . 

Осуществляем поставки продукции под контролем ВП МО РФ на 

предприятия военно-промышленного комплекса  России , а также работаем в 

рамках 275 ФЗ с открытием отдельных счетов в уполномоченном банке. Система 

менеджмента качества компании соответствует требованиям ГОСТ ISO 9001.  

Минимальные сроки поставки, гибкие цены, неограниченный 

ассортимент  и индивидуальный подход к клиентам являются основой для 

выстраивания долгосрочного и эффективного сотрудничества с предприятиями 

радиоэлектронной промышленности, предприятиями  ВПК и научно-

исследовательскими  институтами России. 

С нами вы становитесь  еще успешнее! 

 

 

 

 

 

Наши контакты: 

Телефон: +7 812 627 14 35 

Электронная почта: sales@st-electron.ru 

Адрес: 198099, Санкт-Петербург,  

Промышленная ул, дом № 19, литера Н,  

помещение 100-Н Офис 331 
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