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2SA1943/FJL4215
PNP Epitaxial Silicon Transistor
Applications
• High-Fidelity Audio Output Amplifier
• General Purpose Power Amplifier 

Features
• High Current Capability: IC = -17A.
• High Power Dissipation : 150watts.
• High Frequency : 30MHz.
• High Voltage : VCEO= -250V
• Wide S.O.A for reliable operation.
• Excellent Gain Linearity for low THD.
• Complement to 2SC5200/FJL4315.
• Full thermal and electrical Spice models are available.
• Same transistor is also available in: 

 -- TO3P package, 2SA1962/FJA4213 : 130 watts 
 -- TO220 package, FJP1943 : 80 watts 
 -- TO220F package,  FJPF1943  :  50 watts

Absolute Maximum Ratings*  Ta = 25°C unless otherwise noted

* These ratings are limiting values above which the serviceability of any semiconductor device may be impaired.

Thermal Characteristics*  Ta=25°C unless otherwise noted

* Device mounted on minimum pad size

hFE Classification

Symbol Parameter Ratings Units
BVCBO Collector-Base Voltage -250 V

BVCEO Collector-Emitter Voltage -250 V

BVEBO Emitter-Base Voltage -5 V

IC Collector Current -17 A

IB Base Current -1.5 A

PD Total Device Dissipation(TC=25°C)
Derate above 25°C

150
1.04

W
W/°C

TJ, TSTG Junction and Storage Temperature - 50 ~ +150 °C

Symbol Parameter Max. Units
RθJC Thermal Resistance, Junction to Case 0.83 °C/W

Classification R O

hFE1 55 ~ 110 80 ~ 160

1.Base   2.Collector   3.Emitter
1 TO-264



2SA
1943/FJL4215 —

 PN
P Epitaxial Silicon Transistor

© 2009 Fairchild Semiconductor Corporation   www.fairchildsemi.com
2SA1943/FJL4215 Rev. C 2 

Electrical Characteristics* Ta=25°C unless otherwise noted 

* Pulse Test: Pulse Width=20µs, Duty Cycle≤2%

Ordering Information

Symbol Parameter Test Condition Min. Typ. Max. Units
BVCBO Collector-Base Breakdown Voltage IC=-5mA, IE=0 -250 V

BVCEO Collector-Emitter Breakdown Voltage IC=-10mA, RBE=∞ -250 V

BVEBO Emitter-Base Breakdown Voltage IE=-5mA, IC=0 -5 V

ICBO Collector Cut-off Current VCB=-230V, IE=0 -5.0 µA

IEBO Emitter Cut-off Current VEB=-5V, IC=0 -5.0 µA

hFE1 DC Current Gain VCE=-5V, IC=-1A 55 160

hFE2 DC Current Gain VCE=-5V, IC=-7A 35 60

VCE(sat) Collector-Emitter Saturation Voltage IC=-8A, IB=-0.8A -0.4 -3.0 V

VBE(on) Base-Emitter On Voltage VCE=-5V, IC=-7A -1.0 -1.5 V

fT Current Gain Bandwidth Product VCE=-5V, IC=-1A 30 MHz

Cob Output Capacitance VCB=-10V, f=1MHz 360 pF

Part Number Marking Package Packing Method Remarks
2SA1943RTU A1943R TO-264 TUBE hFE1 R grade

2SA1943OTU A1943O TO-264 TUBE hFE1 O grade

FJL4215RTU J4215R TO-264 TUBE hFE1 R grade

FJL4215OTU J4215O TO-264 TUBE hFE1 O grade
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Typical Characteristics

Figure 1. Static Characteristic Figure 2. DC current Gain ( R Grade )

Figure 3. DC current Gain  ( O Grade ) Figure 4. Collector-Emitter Saturation Voltage

Figure 5. Base-Emitter Saturation Voltage Figure 6. Base-Emitter On Voltage
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Typical Characteristics

Figure 7. Thermal Resistance Figure 8. Safe Operating Area

Figure 9. Power Derating
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Package Dimensions
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Мы молодая и активно развивающаяся компания в области  поставок 

электронных компонентов. Мы поставляем  электронные  компоненты  

отечественного и импортного производства напрямую от производителей и с 

крупнейших складов мира. 

Благодаря сотрудничеству с мировыми поставщиками мы осуществляем 

комплексные и плановые поставки   широчайшего   спектра электронных 

компонентов. 

Собственная  эффективная  логистика и склад в обеспечивает надежную 

поставку продукции в точно указанные сроки по всей России. 

Мы осуществляем  техническую поддержку нашим клиентам и 

предпродажную проверку качества продукции. На  все поставляемые продукты 

мы предоставляем  гарантию . 

Осуществляем поставки продукции под контролем ВП МО РФ на 

предприятия военно-промышленного комплекса  России , а также работаем в 

рамках 275 ФЗ с открытием отдельных счетов в уполномоченном банке. Система 

менеджмента качества компании соответствует требованиям ГОСТ ISO 9001.  

Минимальные сроки поставки, гибкие цены, неограниченный 

ассортимент  и индивидуальный подход к клиентам являются основой для 

выстраивания долгосрочного и эффективного сотрудничества с предприятиями 

радиоэлектронной промышленности, предприятиями  ВПК и научно-

исследовательскими  институтами России. 

С нами вы становитесь  еще успешнее! 

 

 

 

 

 

Наши контакты: 

Телефон: +7 812 627 14 35 

Электронная почта: sales@st-electron.ru 

Адрес: 198099, Санкт-Петербург,  

Промышленная ул, дом № 19, литера Н,  

помещение 100-Н Офис 331 

mailto:sales@st-electron.ru

