
Type LT73 Series

This tiny thin film chip is manufac-

tured by sputtering pure metals

onto a high purity alumina base.

This process ensures the element

remains stable in performance over

a long life. The LT73 is equally

suited to temperature compensa-

tion or thermal protection when

incorporated within the

appropriate electronics. This range

of sensors are finished in a tough

epoxy seal and are available

on tape for high speed auto

placement.

Key Features

■ Stable Alumina Substrate

■ Solvent Resistant 
Coating

■ Wide Value Range

■ Excellent Linearity

■ 08 05 Small Size

■ Stocked in 3900ppm/°C

■ Other TCR's Available
to Order

■ Supplied on Tape
and Reel

■ Custom Design
Enquiries Welcome

Characteristics - 
Electrical

Characteristics - 
Mechanical

0805 Size (2A) 1206 Size (2B)

Resistance Range: 510R - 3K0 510R - 6K2

Resistance Tolerance: ±5% ±5%

Rated Power at 70°C: 0.1 watt 0.125 watt

Max. Working Voltage @ TA 70°C: 50 volts 75 volts

Max. Overload Voltage @ TA 70°C: 100 volts 150 volts

Operating Temperature Range: -40°C ~ +125°C -40°C ~ +125°C

TCR Measuring Temperature: +25°C ~ +75°C (See Graph) +25°C ~ +75°C (See Graph)

TCR Tolerance: ± 10% ± 10%

Insulation Resistance: More than 10 Meg More than 10 Meg

Seal Cover: Orange

Marking Ink Colour: Black

Characteristics - 
Cleaning

The washing process is very important to ensure long term reliability because ionic impurity from flux may
cause electrolytic corrosion of the metal film.

Short time Overload: Rated Voltage x 2.5 maximum Overload Voltage for 5 seconds, 
whichever is less

Resistance to Soldering Heat: 260°C ± 5°C, 10 seconds ± 1 second

Solderabililty: 235°C ± 5°C, 3 seconds ± 0.5 second
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LT73 3900 2A 1R0 J TE

Common Part

3000ppm/°C

3900ppm/°C

T.C.R Size

LT73 - Standard
2A - 0.1W

2B - 0.125W

Resistance Value

J ±5%

Tolerance Pack Style
0.1 ohm 

(100 milli ohms)
R10

1 ohm
(1000 milli ohms)

1R0

1K ohm
(1000 ohms)

1K0

2A (0805) - TE -
Taped 4000 per

Reel

2B (1206) - TD -
Taped 5000 per

Reel

How to Order

Dimensions

Chip L W H D d Weight
Size /1000

2A-08.05 2.0±0.20 1.25±0.2 0.5±0.1 0.4±0.2 0.35±0.15 4.54g

2B-12.06 3.2±0.20 1.60±0.2 0.6±0.1 0.5±0.3 0.45±0.15 9.14g

Ld

W

H

D

Temperature Sensing Chip Resistor
(P.T.C. Thermistor)

Type LT73 Series

Literature No. 1773244
Issued: 07-08

Dimensions are shown for
reference purposes only.

Dimensions are in
millimetres unless
otherwise specified. 

Specifications subject to
change.

tycoelectronics.com
passives.tycoelectronics.com
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 TE Connectivity:   

  LT7339002A2K0JTE

http://www.mouser.com/TE-Connectivity
http://www.mouser.com/access/?pn=LT7339002A2K0JTE


 

 

 

Мы молодая и активно развивающаяся компания в области  поставок 

электронных компонентов. Мы поставляем  электронные  компоненты  

отечественного и импортного производства напрямую от производителей и с 

крупнейших складов мира. 

Благодаря сотрудничеству с мировыми поставщиками мы осуществляем 

комплексные и плановые поставки   широчайшего   спектра электронных 

компонентов. 

Собственная  эффективная  логистика и склад в обеспечивает надежную 

поставку продукции в точно указанные сроки по всей России. 

Мы осуществляем  техническую поддержку нашим клиентам и 

предпродажную проверку качества продукции. На  все поставляемые продукты 

мы предоставляем  гарантию . 

Осуществляем поставки продукции под контролем ВП МО РФ на 

предприятия военно-промышленного комплекса  России , а также работаем в 

рамках 275 ФЗ с открытием отдельных счетов в уполномоченном банке. Система 

менеджмента качества компании соответствует требованиям ГОСТ ISO 9001.  

Минимальные сроки поставки, гибкие цены, неограниченный 

ассортимент  и индивидуальный подход к клиентам являются основой для 

выстраивания долгосрочного и эффективного сотрудничества с предприятиями 

радиоэлектронной промышленности, предприятиями  ВПК и научно-

исследовательскими  институтами России. 

С нами вы становитесь  еще успешнее! 

 

 

 

 

 

Наши контакты: 

Телефон: +7 812 627 14 35 

Электронная почта: sales@st-electron.ru 

Адрес: 198099, Санкт-Петербург,  

Промышленная ул, дом № 19, литера Н,  

помещение 100-Н Офис 331 

mailto:sales@st-electron.ru

