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THREE-TERMINAL LOW CURRENT POSITIVE VOLTAGE REGULATORS 
 
The IL79LXX, A Series negative voltage regulators are inexpensive, 

easy-to-use devices suitable for numerous applications requiring up to 
100 mA. This series features thermal shutdown and current limiting, 
making them remarkably rugged. In most applications, no external 
components are required for operation. 

The IL79LXX devices are useful for on-card regulation or any other 
application where a regulated negative voltage at a modest current 
level is needed. These regulators offer substantial advantage over the 
common resistor/zener diode approach. 

 

TO-226AA /
TO-92

Pin 1. Output
      2.Ground

  3.Input

 

 
FEATURES 

  No External Components Required 
• Internal Short Circuit Current Limiting 
• Internal Thermal Overload Protection 
• Low Cost 
• Complementary Positive Regulators 
Offered (IL78LXX Series) 
• Available in Either ±5% (AC) or±10% (C) Selections 

 

 

Ño**

0.1µF
Ñin*

0.33µF

VoutVin IL79LXX

Standard   application

 
 

A common ground is required between the input 
and the output voltages. The input voltage must 

remaintypically 2.0 V above the output voltage even 
during the low point on the input ripple voltage. 

*C in is required if regulator is located an 
*appreciable distance from power supply filter. 

**C O is not needed for stability; however, it does 
*improve transient response. 

 
 
 

 
ABSOLUTE MAXIMUM RATINGS 

Rating Symbol Value Unit 
Input Voltage (-5.0 V)   
                   (-12, -15, -18V) 
                   (-24V) 

Vl -30  
-35  
-40 

Vdc 

Storage Temperature Range Tstg -65 to +150 °C 
Operating Junction Temperature Range TJ +150 °C 
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IL79L05 ELECTRICAL CHARACTERISTICS  
(Vl=-10 V, Io= 40 mA, Cl = 0.33 µF, Co = 0.1 µF, -40°C < TJ < +125°C unless otherwise noted.) 

Characteristics Symbol Min Typ Max Unit 
Output Voltage (TJ=+25°C) VO -4.8 -5.0 -5.2 Vdc 
Line Regulation  
(TJ = +25°C)  
-7.0 Vdc ≥ Vi ≥ 20 Vdc  
     -8.0 Vdc ≥ Vi  ≥20 Vdc 

Regline  
 
- 
- 

 
 
- 
- 

 
 
150  
100 

mV 

Load Regulation  
TJ = +25°C, 1.0 mA ≤ IO ≤ 100 mA) 1.0 mA £≤ Io 
≤ 40 mA) 

Pegload  
- 
- 

 
- 
- 

 
60  
30 

mV 

Output Voltage  
-7.0 Vdc ≥Vi≥ -20Vdc,  
(Vi=-10 V, 1.0 mA≤Io≤70 mA) 

VO  
-4.75  
-4.75 

 
- 
- 

 
-5.25  
-5.25 

Vdc 

Input Bias Current  
(TJ = +25°C)  
(TJ =+125°C) 

IIB  
- 
- 

 
 
- 

 
6.0  
5.5 

mA 

Input Bias Current Change  
-8.8 Vdc ≥Vi ≥-£20 Vdc)  
1.0 mA ≤Io≤ 40 mA 

∆IIB  
- 
- 

 
- 
- 

 
1.5  
0.1 

mA 

Output Noise Voltage  
(TA=+25°C, 10 Hz≤f≤100 kHz) 

Vn - 40 - µV 

Ripple Rejection  
(-8.0 Vdc ≥Vi ≥ -18 V, 
 f= 120 Hz, TJ= +25°C) 

RR 41 49 - dB 

Dropout Voltage (IO=40 mA, TJ = +25°C) Vi-Vo - 1.7 - Vdc 

 
IL79L12 ELECTRICAL CHARACTERISTICS 
(Vi =-19 V, Io =40 mA, Ci = 0.33 µF, Co = 0.1 µF, -40°C < TJ < +125°C, unless otherwise noted.) 

Characteristics Symbol Min Typ Max Unit 
Output Voltage (TJ = +25°C) Vo -11.1 -12 -12.9 Vdc 
Line Regulation  
(TJ = +25°C)  
-14.5Vdc ≥Vi ≥ 27Vdc  
-16 Vdc ≥Vi ≥ 27 Vdc 

Regline  
 
- 
- 

 
 
- 
- 

 
 
250  
200 

mV 

Load Regulation  
TJ = +25°C, 1.0 mA ≤ Io ≤ 100 mA  
1.0 mA ≤ Io ≤ 40 mA 

Pegload  
- 
- 

 
- 
- 

 
100  
50 

mV 

Output Voltage  
-14.5Vdc ≥Vi ≥-27Vdc, 1.0mA≤Io≤ 40mA) Vi = -
19V, 1.0mA ≤Io ≤ 70mA) 

Vo  
-10.8 --
10.8 

 
- 
- 

 
-13.2 
-13.2 

Vdc 

Input Bias Current  
(TJ = +25°C)  
(TJ = +125°C) 

IIB  
- 
- 

 
- 
- 

 
6.5  
6.0 

mA 

Input Bias Current Change  
-16Vdc ≥ Vi ≥ -27Vdc  
1.0 mA ≤ Io ≤ 40 mA 

∆IIB  
- 
- 

 
- 
- 

 
1.5  
0.2 

mA 

Output Noise Voltage  
(TA = +25°C, 10Hz ≤ f ≤ 100 kHz) 

Vn - 80 - µV 

Ripple Rejection  
-15V ≥ Vi ≥ -25V, f= 120 Hz, TJ=+25°C) 

RR 36 42 - dB 

Dropout Voltage  
(IO= 40 mA, TJ = +25°C) 

Vi-Vo " 1.7 - Vdc 
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 IL79L15 ELECTRICAL CHARACTERISTICS 
(Vi = -23 V, Io = 40 mA, Ci = 0.33 µF, Co= 0.1 µF, -40°C < TJ < +125°C), unless otherwise noted.) 

Characteristics Symbol Min Typ Max Unit 
Output Voltage (TJ = +25°C) Vo -13.8 -15 -16.2 Vdc 
Line Regulation  
(TJ = +25°C, Io = 40mA)  
-30Vdc ≤Vi ≤ -17.5Vdc 
-30Vdc ≤ Vi ≤ -20Vdc 

Regline  
 
- 
- 

 
 
- 
- 

 
 
300  
250 

mV 

Load Regulation  
(TJ = +25°C, 1.0 mA ≤ Io ≤ 100 mA)  
(TJ = +25°C, 1.0 mA ≤£ Io < 40 mA) 

Pegload  
- 
- 

 
- 
- 

 
150  
75 

mV 

Output Voltage  
(17.5Vdc≤Vi≤ 30Vdc, 1.0 mA≤Io≤ 40 mA) (Vi = 
23V, 1.0mA ≤£Io≤ 70 mA) 

Vo  
-13.5  
-13.5 

 
- 
- 

 
-16.5  
-16.5 

Vdc 

Input Bias Current  
(TJ = +25°C)  
(TJ = +125°C) 

IIB  
- 
- 

 
- 
- 

 
6.5  
6.0 

mA 

Input Bias Current Change  
(20Vdc ≤ Vi ≤ 30Vdc)  
(1.0mA ≤ Io ≤ 40 mA) 

∆IIB  
- 
- 

 
- 
- 

 
1.5  
0.2 

mA 

Output Noise Voltage  
(TA = +25°C, 10Hz ≤ f ≤ 100 kHz) 

Vn - 90 - nV 

Ripple Rejection (IO = 40 mA, f =120 Hz, 18.5V ≤ 
Vi ≤ 28.5V, TJ = +25°C) 

RR 33 39 - dB 

Dropout Voltage (TJ = +25°C) Vi-Vo - 1.7 - Vdc 
 
IL79L18 ELECTRICAL CHARACTERISTICS 
(Vi = 27 V, Io = 40 mA, Ci = 0.33 µF, Co = 0.1 µF, 40°C < TJ < +125°C, unless otherwise noted.) 
Characteristics Symbol Min Typ Max Unit 
Output Voltage (TJ = +25°C) VO -16.6 -18 -19.4 Vdc 
Line Regulation  
(TJ = +25°C, Io= 40 mA)  
-33 Vdc ≤ Vi ≤ -20.7Vdc 
-33 Vdc ≤ Vi ≤ -22 Vdc  

 
Regline 

 
 
- 
- 

 
 
- 
- 

 
 
325  
275 

mV 

Load Regulation  
(TJ = +25°C, 1.0 mA ≤ Io ≤ 100 mA)  
(TJ = +25°C, 1.0 mA ≤ Io ≤ 40 mA) 

Pegload  
- 
- 

 
- 
- 

 
170  
85 

mV 

Output Voltage  
 (-33Vdc ≤Vi≤-21.4Vdc, 1.0 mA ≤Io≤ 40 mA) 
(Vi = -27 V, 1.0mA ≤Io≤ 70 mA)  

Vo  
-16.2  
-16.2 

 
- 
- 

 
-19.8  
-19.8 

Vdc 

Input Bias Current  
(TJ = +25°C)  
(TJ = +125°C) 

IIB  
- 
- 

 
- 
- 

 
6.5  
6.0 

mA 

Input Bias Current Change  
(-33Vdc ≤ Vi ≤ -22Vdc)  
(1.0mA ≤ Io ≤ 40 mA) 

∆IIB  
- 
- 

 
- 
- 

 
1.5  
0.2 

mA 

Output Noise Voltage  
(TΑ=+25°C,10Hz ≤ Io ≤ 100kHz) 

Vn - 150 - nV 

Ripple Rejection  
(f = 120 Hz, -33 V ≤ Vi ≤ -23 V, TJ = +25°C) 

RR 32 46 - dB 

Dropout Voltage (TJ = +25°C) Vi-Vo - 1.7 - Vdc 
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IL79L24 ELECTRICAL CHARACTERISTICS 
(Vi = 33 V, Io = 40 mA, Ci = 0.33 µF. Co = 0.1 µF, 
 0°C < TJ < +125°C, unless otherwise noted.) 

Characteristics Symbol Min Typ Max Unit 
Output Voltage (TJ = +25°C) VO -22.1 -24 -25.9 Vdc 
Line Regulation  
(TJ = +25°C, Io = 40 mA)  
38 Vdc ≤Vi ≤ 27.5 Vdc  
38 Vdc ≤ Vi ≤ 28 Vdc  

Regline  
 
- 
- 

 
 
35  
30 

 
 
350  
300 

mV 

Load Regulation  
(TJ = +25°C, 1.0 mA ≤ Io £≤ 100 mA)  
(TJ = +25°C, 1.0 mA ≤ Io ≤ 40 mA) 

Regload  
- 
- 

 
40  
20 

 
200  
100 

mV 

Output Voltage  
-38Vdc≤Vi≤£ -28Vdc, 1.0 mA ≤ Io ≤40 mA 
Vi= -33Vdc, 1.0 mA ≤ Io ≤70 mA 

VO  
-21.6  
-21.6 

 
- 
- 

 
-26.4  
-26.4 

Vdc 

Input Bias Current  
(TJ = +25°C)  
(TJ = +125°C) 

IIB  
- 
- 

 
- 
- 

 
6.5  
6.0 

mA 

Input Bias Current Change 
(-38 Vdc ≤ Vi ≤£ -28 Vdc)  
(1.0 mA ≤ Io ≤ 40 mA) 

∆IIB  
- 
- 

 
- 
- 

 
1.5  
0.2 

rnA 

Output Noise Voltage  
(TА = +25°C, 10Hz ≤ f ≤ 100 kHz) 

Vn - 200 - nV 

Ripple Rejection (IO = 40 mA, f= 120 Hz, -
35V ≤ Vi ≤ -29V, TJ = +25°C) 

RR 30 43 - dB 

Dropout Voltage (TJ = +25°C) Vi-Vo - 1.7 - Vdc 
 



 

 

 

Мы молодая и активно развивающаяся компания в области  поставок 

электронных компонентов. Мы поставляем  электронные  компоненты  

отечественного и импортного производства напрямую от производителей и с 

крупнейших складов мира. 

Благодаря сотрудничеству с мировыми поставщиками мы осуществляем 

комплексные и плановые поставки   широчайшего   спектра электронных 

компонентов. 

Собственная  эффективная  логистика и склад в обеспечивает надежную 

поставку продукции в точно указанные сроки по всей России. 

Мы осуществляем  техническую поддержку нашим клиентам и 

предпродажную проверку качества продукции. На  все поставляемые продукты 

мы предоставляем  гарантию . 

Осуществляем поставки продукции под контролем ВП МО РФ на 

предприятия военно-промышленного комплекса  России , а также работаем в 

рамках 275 ФЗ с открытием отдельных счетов в уполномоченном банке. Система 

менеджмента качества компании соответствует требованиям ГОСТ ISO 9001.  

Минимальные сроки поставки, гибкие цены, неограниченный 

ассортимент  и индивидуальный подход к клиентам являются основой для 

выстраивания долгосрочного и эффективного сотрудничества с предприятиями 

радиоэлектронной промышленности, предприятиями  ВПК и научно-

исследовательскими  институтами России. 

С нами вы становитесь  еще успешнее! 

 

 

 

 

 

Наши контакты: 

Телефон: +7 812 627 14 35 

Электронная почта: sales@st-electron.ru 

Адрес: 198099, Санкт-Петербург,  

Промышленная ул, дом № 19, литера Н,  

помещение 100-Н Офис 331 

mailto:sales@st-electron.ru

