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    SEE NOTES

A ARUN PRABU 01-Oct-12   7/16 MALE TO MALE 
  ADAPTER,LOW PIMA ARUN PRABU 01-Oct-12

D

A UPDATE PLATING TO SILVER 29-Dec-00 --

B UPDATE DRAWING FORMAT,CHANGE PLATING TO NEXCOTE 21-Mar-06 --

C UPDATED DRAWING 08-Mar-10 2030

D
LOW PIM ADDED IN DESCRIPTION

ISOMETRIC VIEW ADDED
01-Oct-12 2385 AAP

4 NUT BRASS NICKEL 2

3 INNER CONDUCTOR BRASS SILVER 1

2 INSULATOR PTFE NATURAL 1

1 OUTER CONDUCTOR BRASS WHITE BRONZE 1

NO DESCRIPTION MATERIAL FINISH QTY

NOTE:
 
REFERENCE STANDARD IEC60169-4
 
  1.  ELECTRIC PERFORMANCE
       NOMINAL IMPEDANCE ( )      : 50
       FREQUENCY RANGE            : DC-3 GHz
       VSWR                      : < 1.08
       PIM (dBc):                   : <-160
       INSERTION LOSS             : < 0.05
       INSULATION RESISTANCE (M ) : >5000
       PROOF VOLTAGE (V)           : 2500
       CONDUCTOR RESISTANCE (m ) : OUTER CONDUCTOR <0.2
                                   INNER CONDUCTOR <0.8
 
  II. MECHANICAL PERFORMANCE
       NUT TORQUE: 25N.m
       MECHANICAL WEAR : 500
  
  III. ENVIRONMENT
       TEMP RANGE        : -55°C TO +155°C
       WEATHER STANDARD : IEC 60068 55/155/56
       THERMAL SHOCK     : US MIL-STD 202,Meth.107,COND.B
       VIBRATION         : US MIL-STD 202,Meth.204,COND.B
       SHOCK             : US MIL-STD 202,Meth.213,COND.I
       ROHS COMPLIANT

272134

272134I.ELECTRIC PERFORMANCE:
 IMPEDANCE( )                  : 50
 FREQUENCY RANGE               : DC-6GHZ
 VSWR	                         : <1.065 (0-3GHz)
                                <1.1 (3-6GHz)
 INSERT LOSS (dB)	               : <0.1
 PIM(dBc)                       : <-160 (2X43dBm)
 INSULATION RESISTANCE (M )    : >10000
 PROOF VOLTAGE (V)              :3000
 CONDUCTOR RESISTANCE (m )    : OUTER CONDUCTOR<0.2
	                                INNER CONDUCTOR<0.8
  
II.MECHANICAL PERFORMANCE:
 NUT TORQUE               : 25Nm
 MECHANICAL WEAR          : 500
 
III.MATERIAL AND PLATING:
 INNER CONDUCTOR          : BRASS   PLATING Ag5µm
 OUTER CONDUCTOR          : BRASS   PLATING COPPER-TIN-ZINC2µm
 COUPLING NUT               BRASS   PLATING Ni5µm
 INSULATOR                : PTFE
 
IV.ENVIRONMENT:
 TEMP.RANGE              : -55�$C TO +155�$C
 WATERPROOFING STANDARD :IP67
 ROHS COMPLIANT

I.ELECTRIC PERFORMANCE:
IMPEDANCE( )                  : 50
FREQUENCY RANGE               : DC-6GHZ
VSWR	                         : <1.065 (0-3GHz)
                               <1.2(3-6GHz)
INSERT LOSS (dB)	               : <0.1
PIM(dBc)                       : <-160 (2X43dBm)
INSULATION RESISTANCE (M )    : 5000
PROOF VOLTAGE (V)              :2500
CONDUCTOR RESISTANCE (m )    : OUTER CONDUCTOR<0.2
	                               INNER CONDUCTOR<0.8
 
II.MECHANICAL PERFORMANCE:
NUT TORQUE            N  : 5Nm
MECHANICAL WEAR          : 500
 
III.MATERIAL AND PLATING:
OUTER CONDUCTOR          : BRASS   PLATING COPPER-TIN-ZINC 2>µm
INNER CONDUCTOR          : SPRING COPPER   PLATING Ag>5µm
INSULATOR                : PTFE
COUPLING NUT               BRASS   PLATING NICKEL 5µm
 
IV.ENVIRONMENT:
TEMP.RANGE              : -55�$C TO +155�$C
WATERPROOFING STANDARD :IP67
ROHS COMPLIANT

1.260 ON HEX
[32.00]
TYP(2)

0.867 ON ACROSS FLAT
[22.00]

SCALE  1.100



 

 

 

Мы молодая и активно развивающаяся компания в области  поставок 

электронных компонентов. Мы поставляем  электронные  компоненты  

отечественного и импортного производства напрямую от производителей и с 

крупнейших складов мира. 

Благодаря сотрудничеству с мировыми поставщиками мы осуществляем 

комплексные и плановые поставки   широчайшего   спектра электронных 

компонентов. 

Собственная  эффективная  логистика и склад в обеспечивает надежную 

поставку продукции в точно указанные сроки по всей России. 

Мы осуществляем  техническую поддержку нашим клиентам и 

предпродажную проверку качества продукции. На  все поставляемые продукты 

мы предоставляем  гарантию . 

Осуществляем поставки продукции под контролем ВП МО РФ на 

предприятия военно-промышленного комплекса  России , а также работаем в 

рамках 275 ФЗ с открытием отдельных счетов в уполномоченном банке. Система 

менеджмента качества компании соответствует требованиям ГОСТ ISO 9001.  

Минимальные сроки поставки, гибкие цены, неограниченный 

ассортимент  и индивидуальный подход к клиентам являются основой для 

выстраивания долгосрочного и эффективного сотрудничества с предприятиями 

радиоэлектронной промышленности, предприятиями  ВПК и научно-

исследовательскими  институтами России. 

С нами вы становитесь  еще успешнее! 

 

 

 

 

 

Наши контакты: 

Телефон: +7 812 627 14 35 

Электронная почта: sales@st-electron.ru 

Адрес: 198099, Санкт-Петербург,  

Промышленная ул, дом № 19, литера Н,  

помещение 100-Н Офис 331 

mailto:sales@st-electron.ru

