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~ Single winding for use where equipment is already isolated
   and only voltage change is required
~ Does not provide isolationDoes not provide isolationDoes not provide isolationDoes not provide isolationDoes not provide isolation
~ Input is circuit breaker protected
~ Hi-pot tested to 2 KV RMS
~ Standard 3-wire, grounded plug (can also be used with
    adaptors for proper grounding)
~ Input connected to a 5 foot cord & grounded North American
   230V plug
~ Output connected to a standard N. American 115V - 3 wire
    grounded receptacle (NEMA 5-15R)
~~~~~ North American Mark of Safety: cUL & UL listed

230V230V230V230V230VAAAAAC to 115VC to 115VC to 115VC to 115VC to 115VAAAAACCCCC
Step DoStep DoStep DoStep DoStep Down (Norwn (Norwn (Norwn (Norwn (North Amerth Amerth Amerth Amerth American 230V Plug & 115V Receptacle)ican 230V Plug & 115V Receptacle)ican 230V Plug & 115V Receptacle)ican 230V Plug & 115V Receptacle)ican 230V Plug & 115V Receptacle)

230V230V230V230V230VAAAAAC to 115VC to 115VC to 115VC to 115VC to 115VAAAAACCCCC
Step DoStep DoStep DoStep DoStep Down (European Plug & Norwn (European Plug & Norwn (European Plug & Norwn (European Plug & Norwn (European Plug & North Amerth Amerth Amerth Amerth American Receptacle)ican Receptacle)ican Receptacle)ican Receptacle)ican Receptacle)

~ Single winding for use where equipment is already isolated
   and only voltage change is required
~ Does not provide isolationDoes not provide isolationDoes not provide isolationDoes not provide isolationDoes not provide isolation
~ Input is circuit breaker protected
~ Hi-pot tested to 2 KV RMS
~ Standard 3-wire, grounded plug (can also be used with
   adaptors for proper grounding)
~ Input connected to a 5 foot cord & standard grounded
    European (Schuko) plug
~ Output connected to a standard N. American 115V - 3 wire
    grounded receptacle (NEMA 5-15R)
~~~~~ North American Mark of Safety: cUL & UL listed
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AN-A571 AN-A571 AN-A571 AN-A571 AN-A571 001 61.3 52.4 18.3 05.2 49.2 5.3
AN-B571 AN-B571 AN-B571 AN-B571 AN-B571 002 61.3 05.4 18.3 05.2 91.3 5.4
AN-C571 AN-C571 AN-C571 AN-C571 AN-C571 003 61.3 00.5 18.3 05.2 96.3 0.6
AN-D571 AN-D571 AN-D571 AN-D571 AN-D571 005 08.3 00.6 86.4 00.3 83.4 0.01
AN-E571 AN-E571 AN-E571 AN-E571 AN-E571 057 08.3 60.7 86.4 00.3 83.5 0.41
AN-F571 AN-F571 AN-F571 AN-F571 AN-F571 0001 08.3 60.7 86.4 00.3 835 5.41
AN-G571 AN-G571 AN-G571 AN-G571 AN-G571 0051 04.4 36.6 93.5 05.3 90.6 0.22
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UE-A571 UE-A571 UE-A571 UE-A571 UE-A571 001 61.3 52.4 18.3 05.2 49.2 5.3
UE-B571 UE-B571 UE-B571 UE-B571 UE-B571 002 61.3 05.4 18.3 05.2 91.3 5.4
UE-C571 UE-C571 UE-C571 UE-C571 UE-C571 003 61.3 00.5 18.3 05.2 96.3 0.6
UE-D571 UE-D571 UE-D571 UE-D571 UE-D571 005 08.3 00.6 86.4 00.3 83.4 0.01
UE-E571 UE-E571 UE-E571 UE-E571 UE-E571 057 08.3 60.7 86.4 00.3 83.5 0.41
UE-F571 UE-F571 UE-F571 UE-F571 UE-F571 0001 08.3 60.7 86.4 00.3 835 5.41
UE-G571 UE-G571 UE-G571 UE-G571 UE-G571 0051 04.4 36.6 93.5 05.3 90.6 0.22
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115V115V115V115V115VAAAAAC to 230VC to 230VC to 230VC to 230VC to 230VAAAAAC Step Up C Step Up C Step Up C Step Up C Step Up TTTTTrrrrransfansfansfansfansfororororormermermermermer

~ Single winding for use where equipment is already isolated
   and only voltage change is required
~ Does not provide isolationDoes not provide isolationDoes not provide isolationDoes not provide isolationDoes not provide isolation
~ Input is circuit breaker protected
~ Hi-pot tested to 2 KV RMS
~ Standard 3-wire, grounded plug (can also be used with
    adaptors for proper grounding)
~ Input is connected to a 5 foot cord & standard grounded North
    American plug (NEMA 5-15P)
~ Output is connected to a grounded European (Schuko)
   receptacle
~~~~~ North American Mark of Safety: cUL & UL listed
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A671 A671 A671 A671 A671 021 61.3 52.4 18.3 05.2 49.2 5.3
B671 B671 B671 B671 B671 002 61.3 05.4 18.3 05.2 91.3 5.4
C671 C671 C671 C671 C671 003 61.3 00.5 18.3 05.2 96.3 0.6
D671 D671 D671 D671 D671 005 08.3 00.6 86.4 00.3 83.4 0.01
E671 E671 E671 E671 E671 057 08.3 60.7 86.4 00.3 83.5 0.41
F671 F671 F671 F671 F671 0001 08.3 60.7 86.4 00.3 835 5.41
G671 G671 G671 G671 G671 0051 04.4 36.6 93.5 05.3 90.6 0.22
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InterInterInterInterInternational - Grounded Adaptor Plugsnational - Grounded Adaptor Plugsnational - Grounded Adaptor Plugsnational - Grounded Adaptor Plugsnational - Grounded Adaptor Plugs

Rear View of allRear View of allRear View of allRear View of allRear View of all
adaptorsadaptorsadaptorsadaptorsadaptors
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~ For use with our 171, 172, 175 & 176 series transformers.
~ Heavy duty design with plastic shell and double wipe contacts.
~ Allows for ground connection between equipment and international power sources.
~ With a set of all 4 adaptors, they will accept equipment with plugs from virtually every country except
   South Africa
~ Adaptors do not affect voltagesAdaptors do not affect voltagesAdaptors do not affect voltagesAdaptors do not affect voltagesAdaptors do not affect voltages, they are a mechanical device only to match foreign “pinouts” of
   receptacles and/or plugs.



 

 

 

Мы молодая и активно развивающаяся компания в области  поставок 

электронных компонентов. Мы поставляем  электронные  компоненты  

отечественного и импортного производства напрямую от производителей и с 

крупнейших складов мира. 

Благодаря сотрудничеству с мировыми поставщиками мы осуществляем 

комплексные и плановые поставки   широчайшего   спектра электронных 

компонентов. 

Собственная  эффективная  логистика и склад в обеспечивает надежную 

поставку продукции в точно указанные сроки по всей России. 

Мы осуществляем  техническую поддержку нашим клиентам и 

предпродажную проверку качества продукции. На  все поставляемые продукты 

мы предоставляем  гарантию . 

Осуществляем поставки продукции под контролем ВП МО РФ на 

предприятия военно-промышленного комплекса  России , а также работаем в 

рамках 275 ФЗ с открытием отдельных счетов в уполномоченном банке. Система 

менеджмента качества компании соответствует требованиям ГОСТ ISO 9001.  

Минимальные сроки поставки, гибкие цены, неограниченный 

ассортимент  и индивидуальный подход к клиентам являются основой для 

выстраивания долгосрочного и эффективного сотрудничества с предприятиями 

радиоэлектронной промышленности, предприятиями  ВПК и научно-

исследовательскими  институтами России. 

С нами вы становитесь  еще успешнее! 

 

 

 

 

 

Наши контакты: 

Телефон: +7 812 627 14 35 

Электронная почта: sales@st-electron.ru 

Адрес: 198099, Санкт-Петербург,  

Промышленная ул, дом № 19, литера Н,  

помещение 100-Н Офис 331 

mailto:sales@st-electron.ru

