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PRINTED CIRCUIT PINS

3975
3975-0-00-XX-00-00-03-0
Solderless press-fit pin for plated through-hole
Recommended drilled hole size:  .070 (1,78mm)

SPECIFICATIONS:

Pin Material:  Brass Alloy 360, 1/2 Hard
( Except where noted )

Dimensions:  Inches

Tolerances On:   Lengths:       ± .005
Diameters:   ± .002
Angles:          ± 2 °

RoHS - 2
2011/65/EU

ORDER CODE:  XXXX - 0 - 0X - XX - 00 - 00 - XX - 0

BASIC PART # SPECIFY PIN FINISH:
01  200 μ” TIN/LEAD OVER NICKEL
80  200 μ” TIN OVER NICKEL (RoHS)
15  10 μ” GOLD OVER NICKEL (RoHS)
21  20 μ” GOLD OVER NICKEL (RoHS)
34  50 μ” GOLD OVER NICKEL (RoHS)
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7504
7504-0-00-XX-00-00-03-0
Solderless press-fit pin for plated through-hole
Recommended drilled hole size:  .068 (1,73mm)
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3977
3977-0-00-XX-00-00-03-0
Solderless press-fit pin for plated through-hole
Recommended drilled hole size:  .070 (1,78mm)
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9003
9003-0-00-XX-00-00-03-0
Solderless press-fit pin for plated through-hole
Recommended drilled hole size:  .047 (1,19mm)
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4427
4427-0-00-XX-00-00-03-0
Solderless press-fit pin for plated through-hole
Recommended drilled hole size:  .068 (1,73mm)
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6955
6955-0-05-XX-00-00-03-0
Solderless press-fit pin for plated through-hole
Recommended drilled hole size:  .091 (2,31mm)
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Recommended drilled hole sizes are prior to plating of the PCB and based on typical copper deposition of .5 - 1 oz. This results in 
a reduction of hole size by approximately .0015” - .003”. Depending on surface plating, typical finished hole sizes are .003” - .005” 
smaller than drilled hole sizes. The finished hole size tolerance for press-fit applications should be specified as +/- .002”



 

 

 

Мы молодая и активно развивающаяся компания в области  поставок 

электронных компонентов. Мы поставляем  электронные  компоненты  

отечественного и импортного производства напрямую от производителей и с 

крупнейших складов мира. 

Благодаря сотрудничеству с мировыми поставщиками мы осуществляем 

комплексные и плановые поставки   широчайшего   спектра электронных 

компонентов. 

Собственная  эффективная  логистика и склад в обеспечивает надежную 

поставку продукции в точно указанные сроки по всей России. 

Мы осуществляем  техническую поддержку нашим клиентам и 

предпродажную проверку качества продукции. На  все поставляемые продукты 

мы предоставляем  гарантию . 

Осуществляем поставки продукции под контролем ВП МО РФ на 

предприятия военно-промышленного комплекса  России , а также работаем в 

рамках 275 ФЗ с открытием отдельных счетов в уполномоченном банке. Система 

менеджмента качества компании соответствует требованиям ГОСТ ISO 9001.  

Минимальные сроки поставки, гибкие цены, неограниченный 

ассортимент  и индивидуальный подход к клиентам являются основой для 

выстраивания долгосрочного и эффективного сотрудничества с предприятиями 

радиоэлектронной промышленности, предприятиями  ВПК и научно-

исследовательскими  институтами России. 

С нами вы становитесь  еще успешнее! 

 

 

 

 

 

Наши контакты: 

Телефон: +7 812 627 14 35 

Электронная почта: sales@st-electron.ru 

Адрес: 198099, Санкт-Петербург,  

Промышленная ул, дом № 19, литера Н,  

помещение 100-Н Офис 331 

mailto:sales@st-electron.ru

