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MATERIALS 
1. INSULATION SLEEVE: Heat-shrinkable, transparent blue, radiation cross-linked polyvinylidene fluoride. 
2. SOLDER PREFORM WITH FLUX: 

SOLDER:     TYPE  Sn63 per ANSI-J-STD-006. 
FLUX:          TYPE  ROL1 per ANSI-J-STD-004. 

3. TERMINATION SOCKET: Base Metal: Beryllium Copper, Alloy 172 per QQ-C-533. 
          Plating: Gold plated per MIL-DTL-45204D, TYPE II over Nickel plated  
          per SAE-AMS-QQ-N-290. 

APPLICATION 
1. Solder joint shall withstand 15 lbs. axial tensile pull or wire shall break outside of soldered area. 
2. Socket bore to provide firm grip on a 0.516/0.494 (0.02034/0.01946) dia. gold plated connector pin. Maximum 

engagement force onto a 0.516 +0.000/-0.005 (0.0203 +0.0000/-0.0002) dia. polished steel pin with a spherical 
tip shall be 8 lbs. Minimum separation force from a 0.495 +0.005/-0.000 (0.0195 +0.0002/-0.0000) dia. 
polished steel test pin shall be 4 ozs. Engagement and separation force tests shall be run on separate test 
samples. 

3. If tab is to be bent following termination, terminated assembly must be fully inserted into AD-1446 holding 
fixture while bend is being made. 

4. Rear entry to accommodate one 20 AWG or one 22 AWG tin or silver plated stranded conductor. Two 22 AWG conductors 
may be terminated to the socket provided both conductors are pre-tinned. Other wire combinations, gauge sizes, and 
conductor platings should be submitted to Raychem for evaluation. 

5. Electrical characteristics: 
a) Contact resistance between points A and B shall be 8 milliohms maximum when tested at 1 amp. D.C. with a single 22 
AWG wire terminated to the socket per Fig. 1.  

  
TERMINATION PROCEDURE 
1. Strip end of wire to length shown. 

      

 6.350.51 
(0.2500.020) 

 
 

2. Insert termination socket into holding fixture (AD-1446). 

       
 

3. Insert wire(s) into termination socket until conductor bottoms 
4. Heat with Raychem IR-500 infra-red heating device until solder ring flows.  

See application note 1. 
5. Remove from heating device and allow to cool for approximately 5 to 10 seconds  

prior to removing from holding fixture. 
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Мы молодая и активно развивающаяся компания в области  поставок 

электронных компонентов. Мы поставляем  электронные  компоненты  

отечественного и импортного производства напрямую от производителей и с 

крупнейших складов мира. 

Благодаря сотрудничеству с мировыми поставщиками мы осуществляем 

комплексные и плановые поставки   широчайшего   спектра электронных 

компонентов. 

Собственная  эффективная  логистика и склад в обеспечивает надежную 

поставку продукции в точно указанные сроки по всей России. 

Мы осуществляем  техническую поддержку нашим клиентам и 

предпродажную проверку качества продукции. На  все поставляемые продукты 

мы предоставляем  гарантию . 

Осуществляем поставки продукции под контролем ВП МО РФ на 

предприятия военно-промышленного комплекса  России , а также работаем в 

рамках 275 ФЗ с открытием отдельных счетов в уполномоченном банке. Система 

менеджмента качества компании соответствует требованиям ГОСТ ISO 9001.  

Минимальные сроки поставки, гибкие цены, неограниченный 

ассортимент  и индивидуальный подход к клиентам являются основой для 

выстраивания долгосрочного и эффективного сотрудничества с предприятиями 

радиоэлектронной промышленности, предприятиями  ВПК и научно-

исследовательскими  институтами России. 

С нами вы становитесь  еще успешнее! 

 

 

 

 

 

Наши контакты: 

Телефон: +7 812 627 14 35 

Электронная почта: sales@st-electron.ru 

Адрес: 198099, Санкт-Петербург,  

Промышленная ул, дом № 19, литера Н,  

помещение 100-Н Офис 331 
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