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Interfaces, Relay Modules and Carriers
Bussed SPDT, 35 or 32 DIN Rail

DATA SUBJECT TO CHANGE WITHOUT NOTICE      

SPDT Screw terminal Spring terminal
Carrier Only Module Carrier Only Module Module Length (L)

with Relays with Relays in mm (in)
Number of Channels Coil Voltage Part Number Part Number Part Number Part Number

8 Channel, Bussed DC+ 12V DC ( E) 8912.5 8912.2 8912.5/S 8912.2/S 125 (4.92) 

24V DC (G) 5494.5 5494.2 5494.5/S 5494.2/S 125 (4.92) 

8 Channel, Bussed DC- 12V DC ( E) 8912.6 8912.3 8912.6/S 8912.3/S 125 (4.92) 

24V DC (G) 5492.5 5492.2 5492.5/S 5492.2/S 125 (4.92) 

8 Channel, Bussed AC (N) 110V AC (U) 5502.5 5502.2 5502.5/S 5502.2/S 125 (4.92) 

220V AC (X) 8913.6 8913.3 8913.6/S 8913.3/S 125 (4.92) 

16 Channel, Bussed DC+ 12V DC ( E) 8914.5 8914.2 8914.5/S 8914.2/S 248 (9.76)

24V DC (G) 5508.5 5508.2 5508.5/S 5508.2/S 248 (9.76)

16 Channel, Bussed DC- 12V DC ( E) 8921.5 8921.2 8921.5/S 8921.2/S 248 (9.76)

24V DC (G) 5506.5 5506.2 5506.5/S 5506.2/S 248 (9.76)

16 Channel, Bussed AC(N) 110V AC (U) 5514.5 5514.2 5514.5/S 5514.2/S 248 (9.76)

220V AC (X) 5514.6 5514.3 5514.6/S 5514.3/S 248 (9.76)

L

87 m
m

 

(3.43 in.)

TS35x7.5  71 mm (2.80 in.)
TS32x15  76 mm (2.50 in.)

RC1 / RM1 (Single Pole Double Throw)

Altech Bussed Relay Modules provide high density packaging of miniature general purpose relays with
minimal hook-up wiring. Select from bussed DC Positive (DC Negative switching), bussed DC Negative (DC
Positive switch ing), or bussed AC neutral. 

Ideal for tra di tion al me chan i cal relay input/output array between a single logic system and peripheral
devices, or between logic systems in a network as well as their peripheral and field devices. 

Load your own relays in our RCB Relay Carrier, or order the RMB Relay Module complete with 8 or 16 relays.

Call us with your custom module re quire ments!

• Screw-Cage Clamp Connections
• Spring Clamp Terminals
• LED Coil Voltage Indicator
• Reverse DC Polarity LED Protection
• Surge Suppression With DC Coil
• DIN Rail Mount, Panel Mount Available

Technical Information

Current ..................12 A

Voltage (max) ........250V AC / 24V DC

Wire Range ...........0.5-4 mm2 / 30-14 AWG

Torque ...................0.5-4 Nm / 4 lbs-in.

Stripping Length ...8 mm



 

 

 

Мы молодая и активно развивающаяся компания в области  поставок 

электронных компонентов. Мы поставляем  электронные  компоненты  

отечественного и импортного производства напрямую от производителей и с 

крупнейших складов мира. 

Благодаря сотрудничеству с мировыми поставщиками мы осуществляем 

комплексные и плановые поставки   широчайшего   спектра электронных 

компонентов. 

Собственная  эффективная  логистика и склад в обеспечивает надежную 

поставку продукции в точно указанные сроки по всей России. 

Мы осуществляем  техническую поддержку нашим клиентам и 

предпродажную проверку качества продукции. На  все поставляемые продукты 

мы предоставляем  гарантию . 

Осуществляем поставки продукции под контролем ВП МО РФ на 

предприятия военно-промышленного комплекса  России , а также работаем в 

рамках 275 ФЗ с открытием отдельных счетов в уполномоченном банке. Система 

менеджмента качества компании соответствует требованиям ГОСТ ISO 9001.  

Минимальные сроки поставки, гибкие цены, неограниченный 

ассортимент  и индивидуальный подход к клиентам являются основой для 

выстраивания долгосрочного и эффективного сотрудничества с предприятиями 

радиоэлектронной промышленности, предприятиями  ВПК и научно-

исследовательскими  институтами России. 

С нами вы становитесь  еще успешнее! 

 

 

 

 

 

Наши контакты: 

Телефон: +7 812 627 14 35 

Электронная почта: sales@st-electron.ru 

Адрес: 198099, Санкт-Петербург,  

Промышленная ул, дом № 19, литера Н,  

помещение 100-Н Офис 331 

mailto:sales@st-electron.ru

