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Description
Pericom’s PI2EQX862 is a low power, cost effective 8.0/6.0Gbps 
ReDriver designed as a cost effective PCIe 3.0 and/or SATA 3.0 
1-Lane solution. The device provides programmable equaliza-
tion and De-Emphasis to optimize performance over a variety of 
physical mediums by reducing Inter-Symbol Interference.  

PI2EQX862 supports two 100Ω Differential CML data I/O’s be-
tween the Protocol ASIC to a switch fabric, over cable, or to ex-
tend the signals across other distant data pathways on the user’s 
platform.  

The integrated equalization circuitry provides flexibility with sig-
nal integrity of the signal before the ReDriver.  A low-level input 
signal detection and output squelch function is provided for each 
channel. Each channel operates fully independently. The chan-
nels’ input signal level (on xI+/-) determines whether the output 
is active. If the input signal level of the channel falls below the 
active threshold level (Vth-) then the outputs are driven to the 
common mode voltage. 

The PI2EQX862 also includes an automatic receiver detect func-
tion.  The receiver detection loop will be active again if the corre-
sponding channel’s signal detector is idle for longer than 7.3mS. 
The channel will then move to Unplug Mode if load not detected, or 
it will return to Low Power Mode (Slumber Mode) due to inactivity. 
 

PI2EQX862
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Features

ÎÎ PCIe 3.0 and SATA 3.0 compatible

ÎÎ Two 8.0/6.0Gbps differential signal pairs

ÎÎ Adjustable Receiver Equalization

ÎÎ 100Ω Differential CML I/O’s

ÎÎ Pin Configured Output Emphasis Control

ÎÎ Input signal level detect and squelch for 

each channel

ÎÎ Automatic Receiver Detect 

ÎÎ Low Power : ~7mW Unplug Mode

ÎÎ Auto "Slumber" mode for adaptive power 

management

ÎÎ Single Supply Voltage: 1.2V

ÎÎ Packaging: 18-Pin TQFN 2 x 2 mm
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Мы молодая и активно развивающаяся компания в области  поставок 

электронных компонентов. Мы поставляем  электронные  компоненты  

отечественного и импортного производства напрямую от производителей и с 

крупнейших складов мира. 

Благодаря сотрудничеству с мировыми поставщиками мы осуществляем 

комплексные и плановые поставки   широчайшего   спектра электронных 

компонентов. 

Собственная  эффективная  логистика и склад в обеспечивает надежную 

поставку продукции в точно указанные сроки по всей России. 

Мы осуществляем  техническую поддержку нашим клиентам и 

предпродажную проверку качества продукции. На  все поставляемые продукты 

мы предоставляем  гарантию . 

Осуществляем поставки продукции под контролем ВП МО РФ на 

предприятия военно-промышленного комплекса  России , а также работаем в 

рамках 275 ФЗ с открытием отдельных счетов в уполномоченном банке. Система 

менеджмента качества компании соответствует требованиям ГОСТ ISO 9001.  

Минимальные сроки поставки, гибкие цены, неограниченный 

ассортимент  и индивидуальный подход к клиентам являются основой для 

выстраивания долгосрочного и эффективного сотрудничества с предприятиями 

радиоэлектронной промышленности, предприятиями  ВПК и научно-

исследовательскими  институтами России. 

С нами вы становитесь  еще успешнее! 

 

 

 

 

 

Наши контакты: 

Телефон: +7 812 627 14 35 

Электронная почта: sales@st-electron.ru 

Адрес: 198099, Санкт-Петербург,  
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