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INCANDESCENT PANEL MOUNT INDICATORS

* See Page 14 for Oiltight information
Neon and incandescent lamp information on Pages 35 and 36.
Based LED lamp information on Pages 37 through 40.

Dimensions in mm [inches]
Dialight

** Dialight recommends: transparent lens caps for Based LED; Clear lens caps for green Based LEDs

125 SERIES FOR 11/16" MOUNTING HOLE • OILTIGHT*
BASE PART NO. VOLTAGE FIG
125-0410-11-103 2–120 11
125-1310-11-103 2–120 12

Material & Finish: Base - Nickel Plated Brass
Cap - Polycarbonate with Chrome Plated Brass Bezel
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CAP PART NO. COLOR FIG
125-1131-403 RED 13
125-1132-403 GREEN 13
125-1133-403 AMBER 13
125-1135-403 WHITE 13
125-1137-403 CLEAR 13

CAP PART NO. COLOR FIG
125-1191-403 RED 14
125-1192-403 GREEN 14
125-1193-403 AMBER 14
125-1195-403 WHITE 14
125-1197-403 CLEAR 14

+ CENTER CONTACT

+ CENTER CONTACT
Uses:

T-3 1/4 MINIATURE
BAYONET BASE

INCANDESCENT LAMP,
CLUSTER BASED LED**,

OR MULTI-CHIP LED**

052, 081, 095, 135 SERIES FOR 11/16" MOUNTING HOLE • WATERTIGHT

† Part No. 081-1059-01-303 uses T2 Telephone Slide Base Lamp (PSB Type); CSA certified Uses:
T-3 1/4 MINIATURE BAYONET BASE

INCANDESCENT LAMP,
CLUSTER BASED LED** OR

MULTI-CHIP LED**
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*PART NUMBER ORDERING CODE

  081-0xxx-303
Series Lens Finish:

1 = Back Frosted
      (Not available in white)
3 = Transparent**

*PART NUMBER ORDERING CODE

  095 – 31xx – 003
  135 – 32xx – 003

Series Lens Finish:
3 = Transparent**
7 = Translucent
      (Not available in clear)

Material & Finish: Base - Chrome Plated Brass,
Cap - Polycarbonate  with Chrome Plated Bezel on
the 081 Series Fig. 7 and Fig. 8.

CAP PART NO. * COLOR FIG
081-0433-303 AMBER 8
081-0435-303 WHITE 8
081-0437-303 CLEAR 8
095-3137-003 CLEAR 9
095-3171-003 RED 9
095-3172-003 GREEN 9
095-3173-003 AMBER 9
095-3175-003 WHITE 9
135-3237-003 CLEAR 10
135-3271-003 RED 10
135-3272-003 GREEN 10
135-3273-003 AMBER 10
135-3275-003 WHITE 10

CAP PART NO. * COLOR FIG
052-3191-003 RED 6
052-3192-003 GREEN 6
052-3193-003 AMBER 6
052-3195-003 WHITE 6
052-3197-003 CLEAR 6
081-0111-303 RED 7
081-0112-303 GREEN 7
081-0113-303 AMBER 7
081-0117-303 CLEAR 7
081-0135-303 WHITE 7
081-0137-303 CLEAR 7
081-0431-303 RED 8
081-0432-303 GREEN 8

BASE PART NO. VOLTAGE FIG
081-0410-01-303 2–120 3
081-1059-01-303† 2–120 4
081-1310-01-303 2–120 5

Material & Finish: Chrome Plated Brass

BASE PART NO. VOLTAGE FIG
021-0410-29-301 2–120 1

CAP PART NO. COLOR FIG
021-2900-300 NO LENS 2

Fig. 1 Fig. 2
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Uses:
T-3 1/4 MINIATURE

BAYONET BASE
INCANDESCENT LAMP

021 SERIES FOR 11/16" MOUNTING HOLE • LIGHT SHIELD

** Dialight recommends: transparent lens caps for Based LED;
     Clear lens caps for green Based LEDs

** Dialight recommends: transparent lens caps for
     Based LED; Clear lens caps for green Based LEDs

FACETED
TRANSPARENT

FLUTED
TRANSPARENT

FLUTED
TRANSPARENT

*PART NUMBER ORDERING CODE

  125 – 11xx – 403
Series Lens Finish:

1 = Back Frosted
      (Not available in white)
3 = Transparent**
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Мы молодая и активно развивающаяся компания в области  поставок 

электронных компонентов. Мы поставляем  электронные  компоненты  

отечественного и импортного производства напрямую от производителей и с 

крупнейших складов мира. 

Благодаря сотрудничеству с мировыми поставщиками мы осуществляем 

комплексные и плановые поставки   широчайшего   спектра электронных 

компонентов. 

Собственная  эффективная  логистика и склад в обеспечивает надежную 

поставку продукции в точно указанные сроки по всей России. 

Мы осуществляем  техническую поддержку нашим клиентам и 

предпродажную проверку качества продукции. На  все поставляемые продукты 

мы предоставляем  гарантию . 

Осуществляем поставки продукции под контролем ВП МО РФ на 

предприятия военно-промышленного комплекса  России , а также работаем в 

рамках 275 ФЗ с открытием отдельных счетов в уполномоченном банке. Система 

менеджмента качества компании соответствует требованиям ГОСТ ISO 9001.  

Минимальные сроки поставки, гибкие цены, неограниченный 

ассортимент  и индивидуальный подход к клиентам являются основой для 

выстраивания долгосрочного и эффективного сотрудничества с предприятиями 

радиоэлектронной промышленности, предприятиями  ВПК и научно-

исследовательскими  институтами России. 

С нами вы становитесь  еще успешнее! 

 

 

 

 

 

Наши контакты: 

Телефон: +7 812 627 14 35 

Электронная почта: sales@st-electron.ru 

Адрес: 198099, Санкт-Петербург,  

Промышленная ул, дом № 19, литера Н,  

помещение 100-Н Офис 331 

mailto:sales@st-electron.ru

