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FACTORY PROGRAMMED OSCILLATORS

Package Type: SMD, ceramic, seam-welded lid
Frequency Range
 5.0 Volt Supply: 1.0MHz to 160.0MHz
 3.3 Volt Supply: 1.0MHz to 160.0MHz
 2.7 Volt Supply: 1.0MHz to 160.0MHz
Frequency Stability*: ±25ppm to ±100ppm
  (over operating temperature range)
Operating Temperature Range
 Choice of three ranges:    0° ~ +70°C Part code: ‘C’
  -20° ~ +70°C Part code: ‘D’
  -40° ~ +85°C Part code: ‘I’
Storage Temperature Range: -55° to +125°C
Ageing:  ±5ppm/year maximum
  (Ta=25°C, Vdd=2.7V, 3.3V or 5.0V)
Packaging: Bulk pack or tubed
Output Levels: TTL or CMOS
Maximum Output Loads
 <40MHz: 30pF (See note opposite)
 >40MHz: 15pF (See note opposite)
Duty Cycle
 CMOS <40MHz: 45/55% maximum
 CMOS >40MHz: 40/60% maximum
Output Clock Rise/Fall Times: 4ns maximum
Power Supply Current: 25mA (unloaded)
Standby Current: 10mA typical 50mA maximum
Start-up Time: 10ms maximum (from power-on)
Power Down Delay Time
 Synchronous: T/2ns typical, T+10ns maximum
 Asynchronous: 10ns typical, 15ns maximum
Output Disable Time
 Synchronous: T/2ns typical, T+10ns maximum
 Asynchronous: 10ns typical, 15ns maximum
  (T = frequency period)
Output Enable Time: 100ns maximum

Period Jitter S, 1MHz~133MHz: 8ps typical, 99ps maximum
Period Jitter Peak to Peak
 <33.0MHz: 65ps typical, 99ps maximum
 33MHz~133MHz: 65ps typical, 80ps maximum

· Very quick delivery available
· Micro-miniature 5mm x 3.2mm SMD package
· Frequency range 1MHz to 160MHz
· Ultra low jitter @ 1 million samples
· Supply Voltages 2.7 Volts, 3.3 Volts or 5.0 Volts
· Enable/Disable or Power Down options

XOPL53 SERIES
Low Jitter 5mm x 3.5mm SMD
Programmable Oscillators 

OPERATING LOAD CONDITIONS
Maximum Capacitive Load TTL
 5.0 Volt Supply
 1.0MHz ~ 40MHz:    50pF
 40.1MHz ~ 133MHz:    25pF

Maximum Capacitive Load CMOS
 5.0 Volt Supply
 1.0MHz ~ 66MHz:    50pF
 66.1MHz ~ 133MHz:    25pF
 3.3 Volt/2.7 Volt Supply
  1.0MHz ~ 40MHz:    30pF
 40.1MHz  ~ 100MHz:    15pF

FEATURES

GENERAL SPECIFICATION

DESCRIPTION
The Euroquartz range of factory programmable oscillators provide custom 
frequency and specification oscillators within very short lead times. The 
parts are very reliable in use and have stabilities from ±25ppm over -40° 
to 85°C. In addition to the stability over operating temperature range 
customers may also choose from supply voltages of 2.7, 3.3 and 5.0 
Volts, Enable/Disable or Power Down functions and output synchronous 
or asynchronous .

OUTLINE & DIMENSIONS

PRODUCT SELECTION

* The frequency stability parameter is an inclusive figure and includes 
adjustment tolerance at 25°C, stability over operating temperature 
range, variations due to load change ±10%, supply voltage change 
±10%, first year ageing, shock and vibration.

XOPL53100UC ±100 0°~+70°
XOPL53050UC ±50 0°~+70°
XOPL53025UC ±25 0°~+70°
XOPL53100UD ±100 -20°~+70°
XOPL53050UD ±50 -20°~+70°
XOPL53025UD ±25 -20°~+70°
XOPL53100UI ±100 -40°~+85°
XOPL53050UI ±50 -40°~+85°
XOPL53025UI ±25 -40°~+85°

Model Number
Frequency
Stability
(ppm)

Operating
Temperature

Range

PART NUMBER GENERATION

Frequency Model No. Supply
Voltage

Output
Option

Nominal
Frequency

(MHz)

See table
above

Blank =
A = 
B = 

T = Tristate
(Enable/Disable)
P = Power Down

5.0 Volts
3.3 Volts
2.7 Volts

EXAMPLE:      24.8920MHz XOPL53050UDTA

Frequency = 24.8920MHz, XOPL53 package, ±50ppm -20°~+70°C, 
Tristate, supply voltage 3.3 Volts

SYNCHRONOUS/ASYNCHRONOUS
By default oscillators with Enable/Disable or Power Down functions are
supplied ASYNCHRONOUS. If SYNCHRONOUS operation is required
append ‘SYNC’ to the part number



 

 

 

Мы молодая и активно развивающаяся компания в области  поставок 

электронных компонентов. Мы поставляем  электронные  компоненты  

отечественного и импортного производства напрямую от производителей и с 

крупнейших складов мира. 

Благодаря сотрудничеству с мировыми поставщиками мы осуществляем 

комплексные и плановые поставки   широчайшего   спектра электронных 

компонентов. 

Собственная  эффективная  логистика и склад в обеспечивает надежную 

поставку продукции в точно указанные сроки по всей России. 

Мы осуществляем  техническую поддержку нашим клиентам и 

предпродажную проверку качества продукции. На  все поставляемые продукты 

мы предоставляем  гарантию . 

Осуществляем поставки продукции под контролем ВП МО РФ на 

предприятия военно-промышленного комплекса  России , а также работаем в 

рамках 275 ФЗ с открытием отдельных счетов в уполномоченном банке. Система 

менеджмента качества компании соответствует требованиям ГОСТ ISO 9001.  

Минимальные сроки поставки, гибкие цены, неограниченный 

ассортимент  и индивидуальный подход к клиентам являются основой для 

выстраивания долгосрочного и эффективного сотрудничества с предприятиями 

радиоэлектронной промышленности, предприятиями  ВПК и научно-

исследовательскими  институтами России. 

С нами вы становитесь  еще успешнее! 

 

 

 

 

 

Наши контакты: 

Телефон: +7 812 627 14 35 

Электронная почта: sales@st-electron.ru 

Адрес: 198099, Санкт-Петербург,  

Промышленная ул, дом № 19, литера Н,  

помещение 100-Н Офис 331 

mailto:sales@st-electron.ru

