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BIVAIR

PM5-M124 SERIES

Smart Sensor Metal

Panel Mount Indicators
IP67 Rated

FEATURES AND BENEFITS
* IP67 rated and RoHS compliant.

* Smart sensor technology automatically senses and adjusts for appropriate intensity. Panel mount
indicators are sunlight readable in bright lighting and auto dim in dark lighting.

- Wide viewing angle capabilities with a water clear Fresnel lens (7mm).
* Solid color indication in green, blue, red, and yellow.
- Black metal housing for ruggedized applications (shock and vibration resistant).

* Fast and easy installation with a panel thickness ranging from 0.040" - 0.250" and a standard mounting
hole size of 0.315".

+ Features non-polarized quick disconnect terminal blades which also work as soldering lugs for wire
connection.

- Wide input range (12-24V) suitable for both AC and DC operation.

APPLICATIONS

+ Servers and server appliances

+ Test and measurement equipment

* Electrical and control instrument panels

= Military and utility vehicle dashboards

* Commercial and communication control boxes
* Wireless and power line infrastructure

* Water and waste treatment equipment

DG L Emitted Lens Typical I-'ED Viewin
Part Number | Wave Length | ~ | A Voltage Intensity Anal 9
(nm) olor ppearance Iv(mcd) @ OLx ngie
PM5-M124-BLU 465 Blue Water Clear | 12-24 VAC/VDC 20 100°
PM5-M124-GRN 530 Green Water Clear | 12-24 VAC/VDC 20 100°
PM5-M124-RED 625 Red Water Clear | 12-24 VAC/VDC 20 100°
PM5-M124-YLW 590 Yellow Water Clear | 12-24 VAC/VDC 20 100°
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BIVAIR

SPECIFICATIONS

M8 Spring Lock Washer

M8X.75 Nut

MOUNTING TORQUE 4in-Ibs (0.45N-m)

|=—1.35 [34.3mm]

— |~ 1.10 [27.9mm]

M8X.75 Thread

0.110 [2.8mm]
Quick Disconnect Terminal

M8X 75 Nut

M8 Spring Lock Washer
Sealing Ring

MOUNTING TORQUE din-bs (0.45N-m)

+.005
2.315_ 500

RECOMMENDED MOUNTING HOLE
1.0 - 10.0mm PANEL THICKNESS

Mounting Hardware included, Packed separately

|~ 0.61 [15.4mm]

0.10 [2.5mm]

Sealing Ring

©0.400 [@10.2mm]

CLEAR FRESNEL LENS
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MAXIMUM PULSE DURATION
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MINIMUM RECOMMENDED PULSE DURATION

0.02s

Automatic Intensity Adjustment
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CraHpapT
INeKTpPOoH
ﬂ CBAA3b

Mbl MOf04aA M aKTUBHO Pa3BMBAIOLLAACA KOMMAHWA B 061acTM  MOCTaBOK
3NEKTPOHHbIX KOMMOHEHTOB. Mbl NOCTAaBASEM  3/IEKTPOHHbIE  KOMMOHEHTbI
OTEYEeCTBEHHOIrO U MMMOPTHOIO NMPOWU3BOACTBA HAMPAMYIO OT NPOU3BOAMUTENEN U C
KpYMHEMLWKNX CKNaZ0B MUpa.

Enaro,a,apﬂ coTpygHn4ecTtesy C MMpPOBbIMU NOCTaBWMKaMWN Mbl OCYLLECTBIAEM
KOMMNNEKCHbIE N NN1aHOBblE MNMOCTABKU LumpoqaﬁLuero CNEeKTpa 3/1EKTPOHHbIX
KOMMOHEHTOB.

CobcTtBeHHan 3¢p@eKTUBHAA NOrMCTUKA M CKNag B obecneunBaeT HageKHYHo
MOCTaBKy MNPOAYKLMM B TOYHO YKa3aHHble CPOKM Mo Bcel Poccum.

Mbl ocyuiecTBisem TEXHUYECKYI0 MNOALEPKKY HAWWM  K/IMEHTaMm U
npeanpoaaxkHyto NPOBEPKY KayecTsa NpoayKumu. Ha Bce noctaBnsiemble NpoAyKTbl
Mbl MPEAOCTaBASEM TFAPaAHTUIO .

OcyuwiectBndem nNOCTaBKM NpoOAYKUMM nog, KoHTponem Bl MO PO Ha
npeanpuATUA BOEHHO-NPOMbIWIEHHOTO KoMnaekca Poccuun , a TakKe paboTtaem B
pamkax 275 ®3 c OTKpbITUEM OTAE/bHbIX CHETOB B YNONHOMOYEHHOM BaHKe. Cuctema
MeHeXMeHTa KayecTBa KomnaHum cooTBeTcTByeT TpeboBaHuam FOCT ISO 9001.

MWHUMaNbHbIE  CPOKM  MNOCTAaBKW, TMOKME  UeHbl, HeorpaHWYeHHbIN
aCCOPTUMEHT UM WHAMBMAYANbHbLIN MNOAXOA K KAMEHTaM ABAAIOTCA OCHOBOW ANA
BbICTPAMBaHMA A0FOCPOYHOIO M 3GPEKTUBHOIO COTPYAHMYECTBA C NPEeANPUATUAMM
PaANO3NEKTPOHHOMW NPOMBIWAEHHOCTU, NPEeanPUATUAMM BMNK u HayuHo-
nccnenoBaTeNbCKUMKU MHCTUTYTaMm Poccun.

C Hamu Bbl CTAaHOBMUTECH elle ycnewHee!

[HaLLIM KOHTAKTbI: \

TenedoH: +7 812 627 14 35

dNeKTpPOHHaA nouTa: sales@st-electron.ru

Appec: 198099, CaHkT-MNeTepbypr,
MpomblwneHHasa yn, gom Ne 19, nutepa H,
nometleHune 100-H Oduc 331
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