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Data Sheet

Models 1651A & 1652
Triple Output DC Power Supplies

Model 1651A & 1652
The models 1651A & 1652 are Triple Output DC Power Supplies have two 0 to 24VDC outputs capable of
supplying 0 to 500mA, and one fixed 5VDC output capable of supplying up to 4A.  Connect outputs in series
for higher voltage or connect in parallel for higher current output (switch selectable).  Voltage and current
metering is provided by two, three digit LED displays(model 1652) & analog displays(model1651A).  These
units are fully short circuit, overload, and reverse polarity protected.

Features
• Two 0 to 24VDC, 0 to 500mA outputs
• One fixed 5VDC, 4A output
• Independent or tracking operation
• Adjustable current limiting
• Designed to operate continuously at rated output
• Short circuit, over voltage, and reverse polarity protection.

Output Voltage (2) 0 to 24VDC
(1) 5VDC fixed

Output Current (2) 0 to 500mA
(1) 4A

Constant Voltage Operation
Line Regulation < 0.01% + 3mV main

< 5mV for line fixed supply
Load Regulation < 0.01% + 3mV main

< 10mV fixed
Recovery time 100uS
Ripple & Noise (5Hz to 1MHz) <1 mVrms (≤ 5mVrms for fixed output)
Temperature Coefficient < 300 ppm°C

Constant Current Operation
Adjustable Current Range 5% to 100%
Line Regulation < 0.2% + 6mA
Load Regulation <0.2% + 3uA
Current Ripple < 3mA rms

Metering
Display 2 digital LED 2 analog
Voltage range 00.0 - 99.9 (main output) 0 to 25V
Voltage Accuracy +(0.5% rdg + 2 digits) 2.5% to full scale
Ampmeter Range .000 - .999 (main output) 0 to 600mA
Ampmeter Accuracy +(0.5% rdg + 2 digits) 2.5% to full scale
Overload Protection Short circuit, over voltage, and reverse polarity protection
Power Requirements 108-132VAC 60Hz, (120/220, +10%, 50/60Hz versions available)
Power Consumption 165W
Operating Temperature 0° to 40°C < 85% R.H.
Storage Temperature 15° to 70°C < 85% R.H.
Dimension (H x W x D) 5.5 x 11.75 x 10.975" (140 x 298 x 264 mm)
Weight 10.5 lbs. (4.8 kg)

Specifications models
1652 1651A

Model  1651A

Model  1652



 

 

 

Мы молодая и активно развивающаяся компания в области  поставок 

электронных компонентов. Мы поставляем  электронные  компоненты  

отечественного и импортного производства напрямую от производителей и с 

крупнейших складов мира. 

Благодаря сотрудничеству с мировыми поставщиками мы осуществляем 

комплексные и плановые поставки   широчайшего   спектра электронных 

компонентов. 

Собственная  эффективная  логистика и склад в обеспечивает надежную 

поставку продукции в точно указанные сроки по всей России. 

Мы осуществляем  техническую поддержку нашим клиентам и 

предпродажную проверку качества продукции. На  все поставляемые продукты 

мы предоставляем  гарантию . 

Осуществляем поставки продукции под контролем ВП МО РФ на 

предприятия военно-промышленного комплекса  России , а также работаем в 

рамках 275 ФЗ с открытием отдельных счетов в уполномоченном банке. Система 

менеджмента качества компании соответствует требованиям ГОСТ ISO 9001.  

Минимальные сроки поставки, гибкие цены, неограниченный 

ассортимент  и индивидуальный подход к клиентам являются основой для 

выстраивания долгосрочного и эффективного сотрудничества с предприятиями 

радиоэлектронной промышленности, предприятиями  ВПК и научно-

исследовательскими  институтами России. 

С нами вы становитесь  еще успешнее! 

 

 

 

 

 

Наши контакты: 

Телефон: +7 812 627 14 35 

Электронная почта: sales@st-electron.ru 

Адрес: 198099, Санкт-Петербург,  

Промышленная ул, дом № 19, литера Н,  

помещение 100-Н Офис 331 

mailto:sales@st-electron.ru

