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Product data sheet
Characteristics

XZCR1512064D1
jumper cable XZ - male straight M12 5-pin -
female elbowed M12 5-pin - PUR 1m
Product availability:  Non-Stock - Not normally stocked in distribution facility

Main
Commercial Status Commercialised
Accessory / separate
part category

Cabling accessories

Accessory / separate
part type

Jumper cable

Jumper cable end 1 M12 male 5 pins straight connector with screw-on
Jumper cable end 2 M12 female 5 pins elbowed connector with screw-on

Complementary
Cable composition 4 x 0.34 mm² + 1 x 0.5 mm²
Cable length 3.28 ft (1 m)
Wire insulation material PUR
Cable outer diameter 0.23 in (5.9 mm)
[Ue] rated operational voltage 36 V DC

30 V AC
[In] rated current 4 A
Insulation resistance >= 1000 MOhm
Resistance across terminals <= 5000 mOhm
Product weight 0.18 lb(US) (0.08 kg)

Environment
IP degree of protection IP67
Ambient air temperature for operation 23...194 °F (-5...90 °C) (flexing)

-31...194 °F (-35...90 °C) (static)
Ambient air temperature for storage -31...212 °F (-35...100 °C)

Ordering and shipping details
Category 22483 - MACHINE CABLES
Discount Schedule DS3
GTIN 003389110762471
Nbr. of units in pkg. 1
Package weight(Lbs) 0.60
Product availability Non-Stock - Not normally stocked in distribution facility
Returnability N
Country of origin PL

Offer Sustainability
Sustainable offer status Not Green Premium product
RoHS Compliant - since 0649 - Schneider Electric declaration of conformity

Contractual warranty
Period 18 months

http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=878124&lang=en-us


 

 

 

Мы молодая и активно развивающаяся компания в области  поставок 

электронных компонентов. Мы поставляем  электронные  компоненты  

отечественного и импортного производства напрямую от производителей и с 

крупнейших складов мира. 

Благодаря сотрудничеству с мировыми поставщиками мы осуществляем 

комплексные и плановые поставки   широчайшего   спектра электронных 

компонентов. 

Собственная  эффективная  логистика и склад в обеспечивает надежную 

поставку продукции в точно указанные сроки по всей России. 

Мы осуществляем  техническую поддержку нашим клиентам и 

предпродажную проверку качества продукции. На  все поставляемые продукты 

мы предоставляем  гарантию . 

Осуществляем поставки продукции под контролем ВП МО РФ на 

предприятия военно-промышленного комплекса  России , а также работаем в 

рамках 275 ФЗ с открытием отдельных счетов в уполномоченном банке. Система 

менеджмента качества компании соответствует требованиям ГОСТ ISO 9001.  

Минимальные сроки поставки, гибкие цены, неограниченный 

ассортимент  и индивидуальный подход к клиентам являются основой для 

выстраивания долгосрочного и эффективного сотрудничества с предприятиями 

радиоэлектронной промышленности, предприятиями  ВПК и научно-

исследовательскими  институтами России. 

С нами вы становитесь  еще успешнее! 

 

 

 

 

 

Наши контакты: 

Телефон: +7 812 627 14 35 

Электронная почта: sales@st-electron.ru 

Адрес: 198099, Санкт-Петербург,  

Промышленная ул, дом № 19, литера Н,  

помещение 100-Н Офис 331 

mailto:sales@st-electron.ru

