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ASGCONNECTOR Sealed connectors/Board-to-wireSealed connectors/Board-to-wire

47 Circuits 0.64/6.3 Hybrid Sealed Connector compliant 
with the USCAR footprints and performance standard. 
Designed for ABS application. 

●47 circuits: 0.64/6.3 Hybrid Sealed Connector 

●Compliant with the Standard USCAR Footprints 

●Ergonomic, dual action lever mechanism design for 
low Mating Force 

●Alternative Cable routing design 

●Flash-Over options are available for blocking 
unused circuits

●Cable protector (optional) for additional cable 
protection 

¡Current rating: 0.64 Terminal/ 5A  DC max.
                           6.3 Terminal/ 40A  DC max.
¡Voltage rating: 14V  DC 
¡Temperature range: -40°C to +125°C 

(including temperature rise in applying
 electrical current)

¡Contact resistance: 
            0.64 Terminal; Initial value/20mΩ max.
                                   After environmental testing/20mΩ max.
            6.3 Terminal; Initial value/1.5mΩ max.
                                 After environmental testing/1.5mΩ max.
¡Insulation resistance: 20MΩ min.
¡Applicable wire:   
            0.64 Terminal; SAE/ AVSS/ CAVS 0.3mm2 to 0.8mm2 
            6.3 Terminal; 2.5mm2 (AWG#12) 

 Features

 ∗ Compliant with ELV/RoHS.
 ∗ Contact JST for details.

 Specifications
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ASG CONNECTOR

 Female terminal

 Female connector

¡ASGPB-1547L2A-K/ASGPB-2547L2A-K
    (Flash-over option)  

3,500

3,500

Q’ty/reel
Applicable wire range

Insulation O.D.
(mm)

Model No.

qSAITS-A03T-M064 

qSAITS-A02T-M064

wGT630 or equivalent Terminal (Customer specified terminal.)    

Conductor
(mm2)

0.3 to 0.5

0.75 to 0.8

1.9

1.9

Material and Finish

qCopper alloy, tin-plated (reflow treatment)  
wCopper alloy (refer to Delphi for detail)   

70

70

70

70

70

ASGPB-2547L2A-K 

ASGPB-1547R2A-K 

ASGPB-1547L2A-K 

ASGPB-47R1A-K 

ASGPB-47L1A-K 

Q’ty/boxModel No.
Circuits

11

43

22

0.64

3

4

6.3

¡ASGPB-47R1A-K ¡ASGPB-47L1A-K 

¡ASGPB-1547R2A-K (Flash-over option) 

Material

Housing: Glass-filled PBT, black  
Lever: Glass-filled PBT, black  
Slide: Glass-filled PA, black  
Ring seal: Silicone, green  
TPA: Glass-filled PBT, natural (white)  
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 Crimping machine, Applicator

Note: When crimping operation is conducted using an applicator and die set other than the above, JST cannot guarantee the performance of the terminal.

Crimp applicator MKS-L
Strip terminal

SAITS-A03T-M064 

SAITS-A02T-M064 

Dies Crimp applicator with dies

APLMK SAITS-A03-064 

APLMK SAITS-A02-064 

MK/SAITS-A03-064

MK/SAITS-A02-064

Crimping
machine

AP-K2N

10,000

Q’ty/boxModel No.

064PLG-AIT-R 

Silicone, red

Material

500

Q’ty/boxModel No.

ASGC-1547-2A-K 

PBT, black

Material

 Plug

 Cable protector

 Wire seal

Green

Brown

Color

50,000

50,000

Q’ty/box
Applicable wire range

Insulation O.D.
(mm)

Model No.

A03CS-AIT-M 

A04CS-AIT-N 

Conductor
(mm2)

0.3 to 0.5

0.75 to 0.8

1.6 to 1.9

1.2 to 1.6

Silicone

Material

ASG CONNECTOR

 Female connector

¡ASGPB-F1947R-3AK

70ASGPB-F1947R-3AK

Q’ty/boxModel No.
Circuits

16

0.64

3

6.3

Material

Housing: Glass-filled PBT, black
Slide: Glass-filled PA, black  
Matte seal: Silicone, rust red
Back cover:  Glass-filled PBT, black
Ring seal: Silicone, green  
TPA: Glass-filled PBT, natural (white)  



Mouser Electronics
  

Authorized Distributor
 
  

Click to View Pricing, Inventory, Delivery & Lifecycle Information:
 
 
 
 JST:   

  A03CS-AIT-M  A04CS-AIT-N  SAITS-A03T-M064  SAITS-A02T-M064  ASGPB-1547R2A-K  ASGPB-47R1A-K 

ASGPB-47L1A-K

http://www.mouser.com/jst-connectors
http://www.mouser.com/access/?pn=A03CS-AIT-M
http://www.mouser.com/access/?pn=A04CS-AIT-N
http://www.mouser.com/access/?pn=SAITS-A03T-M064
http://www.mouser.com/access/?pn=SAITS-A02T-M064
http://www.mouser.com/access/?pn=ASGPB-1547R2A-K
http://www.mouser.com/access/?pn=ASGPB-47R1A-K
http://www.mouser.com/access/?pn=ASGPB-47L1A-K


 

 

 

Мы молодая и активно развивающаяся компания в области  поставок 

электронных компонентов. Мы поставляем  электронные  компоненты  

отечественного и импортного производства напрямую от производителей и с 

крупнейших складов мира. 

Благодаря сотрудничеству с мировыми поставщиками мы осуществляем 

комплексные и плановые поставки   широчайшего   спектра электронных 

компонентов. 

Собственная  эффективная  логистика и склад в обеспечивает надежную 

поставку продукции в точно указанные сроки по всей России. 

Мы осуществляем  техническую поддержку нашим клиентам и 

предпродажную проверку качества продукции. На  все поставляемые продукты 

мы предоставляем  гарантию . 

Осуществляем поставки продукции под контролем ВП МО РФ на 

предприятия военно-промышленного комплекса  России , а также работаем в 

рамках 275 ФЗ с открытием отдельных счетов в уполномоченном банке. Система 

менеджмента качества компании соответствует требованиям ГОСТ ISO 9001.  

Минимальные сроки поставки, гибкие цены, неограниченный 

ассортимент  и индивидуальный подход к клиентам являются основой для 

выстраивания долгосрочного и эффективного сотрудничества с предприятиями 

радиоэлектронной промышленности, предприятиями  ВПК и научно-

исследовательскими  институтами России. 

С нами вы становитесь  еще успешнее! 

 

 

 

 

 

Наши контакты: 

Телефон: +7 812 627 14 35 

Электронная почта: sales@st-electron.ru 

Адрес: 198099, Санкт-Петербург,  

Промышленная ул, дом № 19, литера Н,  

помещение 100-Н Офис 331 

mailto:sales@st-electron.ru

