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1924940-2AGRAYSEE TABLE, SH 2

1924940-3AGRAYSEE TABLE, SH 2

1924940-4AGRAYSEE TABLE, SH 2

1924940-5AGRAYSEE TABLE, SH 2
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1924940-9AGRAYSEE TABLE, SH 2

1-1924940-0AGRAYSEE TABLE, SH 2

1-1924940-1AGRAYSEE TABLE, SH 2

1-1924940-2AGRAYSEE TABLE, SH 2

1-1924940-3AGRAYSEE TABLE, SH 2

1-1924940-4AGRAYSEE TABLE, SH 2

1-1924940-5AGRAYSEE TABLE, SH 2

1-1924940-6AGRAYSEE TABLE, SH 2

1-1924940-7AGRAYSEE TABLE, SH 2

1-1924940-8AGRAYSEE TABLE, SH 2
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 PLUG HOUSING AND SEAL COVER: NYLON 6/6, BLACK.
                       TPA: NYLON 6/6, COLOR - SEE TABLE.
           MATTE WIRE SEAL: SILICONE, LIGHT BLUE.
           PERIPHERAL SEAL: SILICONE, GREEN.
               ALPHA SLIDE: NYLON 6/6, BLUE.
                BETA SLIDE: NYLON 6/6, GREEN.

 TPA SHOWN IN PRE-LATCHED, AS SHIPPED, POSITION.

 TPA SHOWN IN CLOSED POSITION.

 SEE TABLE ON SHEET 2 FOR SEAL COVER PIN OUT CONFIGURATION.

 5. PLUG ASSEMBLY MATES WITH TE CONNECTIVITY INTERFACE DRAWING
    1924771_INT, POLARIZATION A.

 6. PLUG ASSEMBLY WILL ACCEPT THE FOLLOWING GET TERMINAL
    PART NUMBERS:

                  1393364-1 (GOLD 22AWG; 0.35mm
2
)

                  1393365-1 (GOLD 18-20AWG; 0.75mm
2
-0.5mm

2
)

                  1924878-1 (TIN/SILVER 22AWG; 0.35mm
2
)

                  1924879-1 (TIN/SILVER 18-20AWG; 0.75mm
2
-0.5mm

2
)

                  1924782-1 (TIN/SILVER 1.0mm
2
)

                  1924880-1 (TIN/SILVER 16AWG; 1.5mm
2
)

 WIRE DRESS ASSEMBLY MUST BE INSTALLED ONTO PLUG ASSEMBLY WITH
     LEVER IN LOCKED POSITION.

 APPLICATION SPEC'S: 408-10229, 408-10230 

  9. NOTE DELETED.

 10. FORCE TO SEAT TPA COMPONENT FROM PRE-SET TO LOCKED 
     (FULLY LOADED W/ TERMINALS) TO BE 83N MAX.

 11. FORCE TO MOVE TPA FROM FULLY LOCKED TO PRE-SET TO BE 115N MAX. 
     FLAT BLADE SCREWDRIVER SUGGESTED FOR REMOVAL OF TPA.

(METHOD FOR IDENTIFYING EXIT ORIENTATION)

COMPANY LOGO

BETA SLIDE (GREEN)
C SIDE OF PLUG HOUSING

ALPHA SLIDE (BLUE)
D SIDE OF PLUG HOUSING

ASSEMBLY PART NUMBER
AND DATE CODE MARKING

ISOMETRIC VIEW
SCALE  1:1

LEFT EXIT PLUG ASSEMBLY SHOWN
WITH OPTIONAL

WIRE COVER ASSEMBLY
(MUST BE PURCHASED SEPARATELY)

SCALE  1:1

WIRE COVER ASSEMBLY
PART NUMBER 1924779-1

MUST BE PURCHASED
SEPARATELY

LEVER IN LOCKED POSITION

POSITION 1
REF

POSITION 73
REF

POSITION 96
REF

POSITION 24
REF

ACCEPTS 20-16 AWG; 0.5mm
2
-1.5mm

2

TERMINALS
(USE A WIRE INSULATION O.D.
RANGE OF 1.40 TO 2.40mm)

ACCEPTS 22-18AWG; 0.35mm
2
-0.75mm

2

TERMINALS
(USE A WIRE INSULATION O.D.

RANGE OF 1.20 TO 2.06mm)

ACCEPTS 20-16AWG; 0.5mm
2
-1.5mm

2

TERMINALS
(USE A WIRE INSULATION O.D.
RANGE OF 1.40 TO 2.40mm)

COMPANY LOGO

BETA SLIDE

ALPHA SLIDE

PERIPHERAL SEAL

MATTE WIRE SEAL

TPA

PLUG HOUSING

SEAL COVER
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PIN OUT CONFIGURATION TABLE 

PART
NUMBERCAVITIES WITH A NUMERIC SYMBOL INDICATE CLOSED TERMINAL HOLE POSITIONS

BLANK CAVITIES INDICATE OPEN TERMINAL HOLE POSITIONS

969594939291908988878685848382818079787776757473727170696867666564636261605958575655545352515049484746454443424140393837363534333231302928272625242322212019181716151413121110987654321VEHICLE PLATFORM/APPLICATION

1924940-1

1924940-29590898886858382797877737166646362616059565551504948474645444240393837363534323130292827262524212016151413121110987654321PM/MK - GPEC 2 ENG COMPART
CONN WITH FOGS & NO ABS

1924940-395908988868583827978777371666463626160595856555451504948474645444240393837363534323130292827262524212016151413121110987654321PM/MK - GPEC 2 ENG COMPART
CONN WITH FOGS & NO ABS

1924940-4959089888685838278777371666463626160595856555049474645444240393837363534323130292827262522212016151413121110987543212012 JK

1924940-595908988878685838278777371666463626160595856555049474645444240393837363534323130292827262522212016151413121110987543212012 JK

1924940-69590898886858382787773716664636261605958565550494746454442393837363534323130292827262522212016151413121110987543212012 JK

1924940-795908988868583827978777371666463626160595856555150494746454442403938373635343231302928272625212016151413121110987654321PM/MK MY 2012 125K

1924940-89590898887868583827773716664636261605958565551504947464544434241403938373635343231292827262521201817161514131211109876543212012 LX

1924940-9959089888786858382777371666463626160595856555150494746454443424140393837363534323129282726252120181716151413121110987543212012 LX

1-1924940-09590898885838281777371666564636261605958565551504947464544434241393837363534323129282726252120181615141312109876543212012 CHRYSLER PF

1-1924940-195908988858382817773716665646362616059585655515049474645444241393837363534323129282726252120181615141312109876543212013 CHRYSLER PF

1-1924940-289888582817978777370656259585755454341393837363533312925241916151413129876543212013 CHRYSLER PF

1-1924940-3898886858281797877737065636260595857554645434241403938373635333129282726252421191615141312987654321CHRYSLER FIAT

1-1924940-49594939291848378717064636261595857565554524746393534333231302928272623211572013 LX

1-1924940-596959493929190878684838076757472716968676664636160565453525150494847464442403432302827262322212018171110FIAT 500 BEV

1-1924940-6959493929184837871706463626159585756555452474639363534333231302928272623211572013 LX

1-1924940-795908987868584837166656463626160595856555150494746434140393837363534323130292827262524222120191817161514131211109876543212017 L-SERIES

1-1924940-89590898786858483777166656463626160595856515049474645434140393837363534323130292827262524222120191817161514131211109876543212017 L-SERIES

9-1924940-9969594939291908988878685848382818079787776757473727170696867666564636261605958575655545352515049484746454443424140393837363534333231302928272625242322212019181716151413121110987654321
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Мы молодая и активно развивающаяся компания в области  поставок 

электронных компонентов. Мы поставляем  электронные  компоненты  

отечественного и импортного производства напрямую от производителей и с 

крупнейших складов мира. 

Благодаря сотрудничеству с мировыми поставщиками мы осуществляем 

комплексные и плановые поставки   широчайшего   спектра электронных 

компонентов. 

Собственная  эффективная  логистика и склад в обеспечивает надежную 

поставку продукции в точно указанные сроки по всей России. 

Мы осуществляем  техническую поддержку нашим клиентам и 

предпродажную проверку качества продукции. На  все поставляемые продукты 

мы предоставляем  гарантию . 

Осуществляем поставки продукции под контролем ВП МО РФ на 

предприятия военно-промышленного комплекса  России , а также работаем в 

рамках 275 ФЗ с открытием отдельных счетов в уполномоченном банке. Система 

менеджмента качества компании соответствует требованиям ГОСТ ISO 9001.  

Минимальные сроки поставки, гибкие цены, неограниченный 

ассортимент  и индивидуальный подход к клиентам являются основой для 

выстраивания долгосрочного и эффективного сотрудничества с предприятиями 

радиоэлектронной промышленности, предприятиями  ВПК и научно-

исследовательскими  институтами России. 

С нами вы становитесь  еще успешнее! 

 

 

 

 

 

Наши контакты: 

Телефон: +7 812 627 14 35 

Электронная почта: sales@st-electron.ru 

Адрес: 198099, Санкт-Петербург,  

Промышленная ул, дом № 19, литера Н,  

помещение 100-Н Офис 331 

mailto:sales@st-electron.ru

