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Datasheet for 76650-0190

1.5 Amps

Receptacle and Plug 

Vertical (plugs) / Right Angle (receptacle)

Circuit Sizes:

Features and Benefits                                  Applications

The new USB 2.0 compatible, 0.8mm (.031") pitch HandyLink™ product family of 
connectors, cable assemblies and accessories from Molex offers a perfect solution 
to any handheld device design or application. Whether you are looking for a wire-to-
board solution or a board-to-board docking solution for your hand held device the 
HandyLink connector interface is the perfect choice. The innovative compression-
style contact design provides long-term performance and reliability. The patented 
integrated-latch design provides ESD protection and mechanical integrity.

General Information

Molex / Waldom

(Wire-to-Board) and (Board-to-Board)

0.80mm (.031")

Kit assembled in U.S.A.

Description:

Product Family:

(Molex Parts within this kit) - EU RoHS Compliant, UL, CSA and TUV

Design 
Configuration:

Part Number: 76650-0190

Manufacturer:

Country of Origin:

HandyLink™

Certificates:

Craddle Connector, SMT Right Angle Receptacle, Wire and PCB Termination Plug, 
IP-54 Rating 

Title: HandyLink Connector Kit

Specifications

Product Highlights

Pitch:

Mounting 
Orientation:

16

30 Volts 

Connector Type:

Voltage:

Current Rating:

For additional Molex / Waldom Design and Solution Kits please go to www.molexkits.com
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Molex Part No.
Quantity in 

Kit

44828-1162 3

45339-1600 1

45593-1600 2

45560-0160 1

45560-0161 1

No Recommended Molex Tool for Part No. 76650-0190

USA

Description

0.80mm (.031") Pitch HandyLink™ Cradle Connector Parallel 
SMT PlugUSA

Mexico

Country 
of Origin

0.80mm (.031") Pitch HandyLink™ Plug for Wire 
Termination, 16 Circuit

• 20,000 Mating Cycles Durability
• Polarization feature and passive latching 
  mechanism ensure proper mating 
• Insert Molded Design, supports IP-54 
• Data rates compatible with USB 2.0 and 
  IEEE 1394-1995 speeds, rated 622 Mbs
• First-mate/last-break 1 and 16 provide 
  grounding protection during hot plugging
• Robust design offered in both perpen
  -dicular and parallel mounting to the PCB 
  for design flexibility in docking applications
• Lead-Free

• All Mobile or Hand Held Devices: Hand Held 
  Consumer Devices, Hand Held Retail Scanners 
  and Bar Code Readers, Portable Music 
  Equipment, Mobile Computing, Navigation and 
  GPS Equipment, Hand Held Printers, Hand Held 
  Medical Equipment and Self-Diagnostic 
  Equipment, Consumer Payment and transaction 
  Terminals, Automotive Diagnostic Equipment, 
  Rugged Hand Held Computers, PDA's and 
  Accessories, Cellular Telephones, Security/Law 
  Enforcement Equipment 

USA

Bill of Materials for Part No. 76650-0190

0.80mm (.031") Pitch HandyLink™ Cradle Connector 
Perpendicular SMT Plug

0.80mm (.031") Pitch HandyLink™ Right Angle SMT 
Receptacle

USA
0.80mm (.031") Pitch HandyLink™ Plug for PCB 
Termination, 16 Circuit

For additional Molex / Waldom Design and Solution Kits please go to www.molexkits.com
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Мы молодая и активно развивающаяся компания в области  поставок 

электронных компонентов. Мы поставляем  электронные  компоненты  

отечественного и импортного производства напрямую от производителей и с 

крупнейших складов мира. 

Благодаря сотрудничеству с мировыми поставщиками мы осуществляем 

комплексные и плановые поставки   широчайшего   спектра электронных 

компонентов. 

Собственная  эффективная  логистика и склад в обеспечивает надежную 

поставку продукции в точно указанные сроки по всей России. 

Мы осуществляем  техническую поддержку нашим клиентам и 

предпродажную проверку качества продукции. На  все поставляемые продукты 

мы предоставляем  гарантию . 

Осуществляем поставки продукции под контролем ВП МО РФ на 

предприятия военно-промышленного комплекса  России , а также работаем в 

рамках 275 ФЗ с открытием отдельных счетов в уполномоченном банке. Система 

менеджмента качества компании соответствует требованиям ГОСТ ISO 9001.  

Минимальные сроки поставки, гибкие цены, неограниченный 

ассортимент  и индивидуальный подход к клиентам являются основой для 

выстраивания долгосрочного и эффективного сотрудничества с предприятиями 

радиоэлектронной промышленности, предприятиями  ВПК и научно-

исследовательскими  институтами России. 

С нами вы становитесь  еще успешнее! 

 

 

 

 

 

Наши контакты: 

Телефон: +7 812 627 14 35 

Электронная почта: sales@st-electron.ru 

Адрес: 198099, Санкт-Петербург,  

Промышленная ул, дом № 19, литера Н,  

помещение 100-Н Офис 331 

mailto:sales@st-electron.ru

