
57 mm square and Ø 57 mm - 463 mNm continuous with Hall effect sensors 120 W nominal at 24 V and 4000 rpm Part number 
80180506

 High power motors (up to 160 W continuous at 24 VDC) 
 Suitable for voltages between 6 and 75 VDC
 Ideal for applications where the control electronics have to be remote due to the high ambient temperature 

 
 

Part numbers

  Type Type References

80180506 120 W nominal at 24 V and 4000 rpm 801805 Without option

Specifications

General characteristics
Max. speed (rpm) 10000 

Torque peak in (mNm) 763* 

Maximum continuous torque (mNm) 307** 

Motor constant (mNm/W1/2) 70 

Electrical time constant (ms) 2,1 

Mechanical time constant (ms) 2,1 

Energy losses at peak torque (W) 117 

Torque/speed factor - zero impedance (mNm/ (rad/s) ) 4,96 

Friction torque (mNm) 25 

Rotor inertia (gcm2) 105 

Thermal resistance (°C/W) 3,8 

Max. coil temperature (oC) 120 

Integrated temperature sensor Yes 

Number of phases 3 (delta config) 

Number of poles 4 

Ambient operating temperature (°C) -40 →70 

Dielectric strength at 500 V DC (MΩ) 1000 

Service life (h) 20000 

Output ball bearing Yes 

Weight (g) 1300 

Length (mm) 94 

Protection index IP54 

 

Comments

Standard winding
Phase-to-phase resistance (Ω) 0,36 ±12,5 % 

Voltage at peak torque (V) 6,5 

Current at peak torque (A) 18 

Torque constant (mNm/A) 42,4 ±10 % 

Back EMF constant (V/ (rad/s) ) 0,0424 

Back EMF constant (V/Krpm) 4,4 ±10 % 

Inductance (mH) 0,76 ±30 % 

Comments
Motor mounted on aluminium plate 254 x 254 x 10 mm thick to encourage heat flow
* 10 sec. at 25 °C ambient temperature
** 25 °C ambient temperature and 120 °C winding temperature 

Dimensions (mm)

801805

Unless otherwise specified, the characteristics given are applicable to all or part of the product range selected
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No Legend

4 holes M5 over Ø 40 mm - depth of thread : 4.5 mm - depth of hole 6.6 mm

D : Ø8 - 0.010 mm - 0.020 mm

L : 94.2 mm max.

Curves
Power/Power supply

No Legend

Nominal power

Supply voltage

Speeds (rpm) 

Connections
Forward

Unless otherwise specified, the characteristics given are applicable to all or part of the product range selected
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No Legend

Winding

Connections
Reverse

No Legend

Winding

Connections
Part number 801805

Unless otherwise specified, the characteristics given are applicable to all or part of the product range selected
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Hall effect : Voltage range : 4.5 24 VDC Max. current : 20 mA Type of output : NPN open collector Not protected against connection errors

Other information
For other standard windings visit www.crouzet.com 

Precautions for use
Not protected against connection errors 

Product adaptations
 Special shafts
 Lead length
 C12 connector built in
 200, 500, 1000 points/revolution encoder 

Unless otherwise specified, the characteristics given are applicable to all or part of the product range selected
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Мы молодая и активно развивающаяся компания в области  поставок 

электронных компонентов. Мы поставляем  электронные  компоненты  

отечественного и импортного производства напрямую от производителей и с 

крупнейших складов мира. 

Благодаря сотрудничеству с мировыми поставщиками мы осуществляем 

комплексные и плановые поставки   широчайшего   спектра электронных 

компонентов. 

Собственная  эффективная  логистика и склад в обеспечивает надежную 

поставку продукции в точно указанные сроки по всей России. 

Мы осуществляем  техническую поддержку нашим клиентам и 

предпродажную проверку качества продукции. На  все поставляемые продукты 

мы предоставляем  гарантию . 

Осуществляем поставки продукции под контролем ВП МО РФ на 

предприятия военно-промышленного комплекса  России , а также работаем в 

рамках 275 ФЗ с открытием отдельных счетов в уполномоченном банке. Система 

менеджмента качества компании соответствует требованиям ГОСТ ISO 9001.  

Минимальные сроки поставки, гибкие цены, неограниченный 

ассортимент  и индивидуальный подход к клиентам являются основой для 

выстраивания долгосрочного и эффективного сотрудничества с предприятиями 

радиоэлектронной промышленности, предприятиями  ВПК и научно-

исследовательскими  институтами России. 

С нами вы становитесь  еще успешнее! 

 

 

 

 

 

Наши контакты: 

Телефон: +7 812 627 14 35 

Электронная почта: sales@st-electron.ru 

Адрес: 198099, Санкт-Петербург,  

Промышленная ул, дом № 19, литера Н,  

помещение 100-Н Офис 331 

mailto:sales@st-electron.ru

