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Version History 
 

Version Description Release Date 

1.0 First Release 31. Dec. 2014 
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Key Information 

 

Module Part# LI-OV8865-MIPI-AF 

Module Size 27.75 mm (L) x 8.50 mm (W) x 5.60 mm(H) 

Sensor Type OV8865 

Array Size 3264 x 2448 

Power 

Supply 

core 1.2V 

analog 2.8V 

I/O 1.8V , 2.8V 

Lens Size 1/3.2"  

Focus(F.NO) 2.2 

FOV (D) 70° 

Focal Length 3.85 mm 

Focusing Range 10cm to infinity 

TV Distortion < 1.5 % 

Sensitivity 940 mV/ Lux-sec 

Pixel size 1.4 um x 1.4 um 

IR Cutter 650 nm 

Sensor  

Temperature 

Range  

Operating -30°C to +85°C 

Stable 

Image 

0°C to +60°C 

Output Formats 10-bit RAW RGB data 

Maximum 

Image 

Transfer Rate 

3264 x 2448: 30 fps;  3264 x 1836: 30 fps; 

2816 x 1584: 30 fps;  1632 x 1224: 30 fps;  

1408 x 792: 60 fps;  

Dynamic Range 68.8 dB 

Max S/N ratio 36.7 dB 

Scan mode Progressive 

Power 

Requirement 

Active 196 mW (Full resolution @ 30 fps) 

XSHUTDOWN 5 uW 

Image area 4614.4 um x 3472 um 

Dark Current 20 e
-
/sec @ 60°C junction temperature 

Die Dimensions 5850um x 5700um (COB), 5900 um x 5750um (RW) 
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Pin Assignment 

 

No. Name Pin type Description 

1 SDA I/O SCCB data 

2 SCL Input SCCB input clock 

3 DOVDD1.8V/2.8V Power Power for I/O circuit 

4 MCP Output MIPI clock positive output 

5 MCN Output MIPI clock negative output 

6 GND Ground  

7 MDP1 Output MIPI data positive output 

8 MDN1 Output MIPI data negative output 

9 GND Ground  

10 MDP2 Output MIPI data positive output 

11 MDN2 Output MIPI data negative output 

12 GND Ground  

13 MDP3 Output MIPI data positive output 

14 MDN3 Output MIPI data negative output 

15 GND Ground  

16 MDP4 Output MIPI data positive output 

17 MDN4 Output MIPI data negative output 

18 DVDD1.2V Power Power for digital core 

19 XCLK Input System input clock 

20 PWDN Input Power down (active high with internal pull- 

down resistor) 

21 RESET Input Reset (active low with internal pull-up resistor) 

22 AVDD2.8 Power Analog power 

23 AF-VCC2.8V Power Power for analog circuit 

24 AF-AGND Ground Ground for analog circuit 
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Electrical Characteristics 

 

1. Absolute Maximum Ratings 

 

 
 
a. exceeding the absolute maximum ratings shown above invalidates all AC and DC electrical 

specifications and may result in permanent damage to the device. Exposure to absolute maximum rated 

conditions for extended periods may affect device reliability. 

 

 

 

2. Functional temperature 

 

 
 
a. sensor functions but image quality may be noticeably different at temperatures outside of stable image 

range 

b. image quality remains stable throughout this temperature range 
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3. DC Characteristics (-30°C < TJ < 85°C) 
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4. Timing Characteristics 
 

 
 

 

 

 

5. SCCB timing 

 

a. SCCB interface timing 
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b. SCCB interface timing Specification
ab

 
 

 
 

6. Format and frame rate 
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7. Power Up Sequence 
 

 

 

 

 

 

 

 

 

 

 
 

a. Power Up Sequence (case 1) 

 
Figure 2-3 
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b. Power Up Sequence (case 2) 

 

 
Figure 2-4 
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c. Power Up Sequence Timing Constraints 

 

 
 

 

 

8. Power Down Sequence 
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a. Power Down Sequence (case 1) 

 

 
Figure 2-6 
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b. Power Down Sequence (case 2) 

 

 

 
Figure 2-7 
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c. Power Down Sequence Timing Constraints 
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Мы молодая и активно развивающаяся компания в области  поставок 

электронных компонентов. Мы поставляем  электронные  компоненты  

отечественного и импортного производства напрямую от производителей и с 

крупнейших складов мира. 

Благодаря сотрудничеству с мировыми поставщиками мы осуществляем 

комплексные и плановые поставки   широчайшего   спектра электронных 

компонентов. 

Собственная  эффективная  логистика и склад в обеспечивает надежную 

поставку продукции в точно указанные сроки по всей России. 

Мы осуществляем  техническую поддержку нашим клиентам и 

предпродажную проверку качества продукции. На  все поставляемые продукты 

мы предоставляем  гарантию . 

Осуществляем поставки продукции под контролем ВП МО РФ на 

предприятия военно-промышленного комплекса  России , а также работаем в 

рамках 275 ФЗ с открытием отдельных счетов в уполномоченном банке. Система 

менеджмента качества компании соответствует требованиям ГОСТ ISO 9001.  

Минимальные сроки поставки, гибкие цены, неограниченный 

ассортимент  и индивидуальный подход к клиентам являются основой для 

выстраивания долгосрочного и эффективного сотрудничества с предприятиями 

радиоэлектронной промышленности, предприятиями  ВПК и научно-

исследовательскими  институтами России. 

С нами вы становитесь  еще успешнее! 

 

 

 

 

 

Наши контакты: 

Телефон: +7 812 627 14 35 

Электронная почта: sales@st-electron.ru 

Адрес: 198099, Санкт-Петербург,  

Промышленная ул, дом № 19, литера Н,  

помещение 100-Н Офис 331 

mailto:sales@st-electron.ru

