3 X 5.5mm Rectangular
~2ED® Optopipe™
Optical Light Pipe, 3 Array 515-1000
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RECOMMENDED SOLDER PAD/HOLES LAYOUT 597_7701_2)()( Red/Green 1_23
Dimensions in mm [inches] 597-7701-5xx Red/Green 1-31
597-7721-2xx Yellow/Green 1-23

597-7721-5xx Yellow/Green 1-31

Features 597-7731-2xx  Red/Yellow 1-24
 High transmissivity polycarbonate material

» UL94V-0 compliance

» ESD protection (circuit isolation from front panel)

» Wide viewing angle

LED Data

For absolute maximum ratings and other
electrical and optical data on the recommended
LEDs, refer to LED data sheets.

 Arrays reduce insertion costs

» Designed to replace rectangular right angle
through-hole device

» Compatible with Dialight's 515-1001 single position Optopipe
Light Pipe

» Secures to PCB by press fit

Operating/Storage Temperature
-30°C to +100°C

Dialight Optopipe Light Pipe Description

This Optopipe™ is reliably held in place by 2 locating pins located between the light pipe elements. This Optopipe™
functions as a through-the-case indicator, and has a textured finish on the light emitting surface that increases its viewing
angle. The recommended light sources are Dialight's 597 Series PLCC-2 or PLCC-4 Type SMT LEDs. The SMT LEDs
are mounted in a straight line on a 0.420" pitch. The light pipe material is water clear transmissive polycarbonate rated
UL94-V0, and has a 35% oxygen index.

Dialight can provide custom Optopipe™ solutions for your applications.
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CraHpapT
INeKTpPOoH
ﬂ CBAA3b

Mbl MOf04aA M aKTUBHO Pa3BMBAIOLLAACA KOMMAHWA B 061acTM  MOCTaBOK
3NEKTPOHHbIX KOMMOHEHTOB. Mbl NOCTAaBASEM  3/IEKTPOHHbIE  KOMMOHEHTbI
OTEYEeCTBEHHOIrO U MMMOPTHOIO NMPOWU3BOACTBA HAMPAMYIO OT NPOU3BOAMUTENEN U C
KpYMHEMLWKNX CKNaZ0B MUpa.

Enaro,a,apﬂ coTpygHn4ecTtesy C MMpPOBbIMU NOCTaBWMKaMWN Mbl OCYLLECTBIAEM
KOMMNNEKCHbIE N NN1aHOBblE MNMOCTABKU LumpoqaﬁLuero CNEeKTpa 3/1EKTPOHHbIX
KOMMOHEHTOB.

CobcTtBeHHan 3¢p@eKTUBHAA NOrMCTUKA M CKNag B obecneunBaeT HageKHYHo
MOCTaBKy MNPOAYKLMM B TOYHO YKa3aHHble CPOKM Mo Bcel Poccum.

Mbl ocyuiecTBisem TEXHUYECKYI0 MNOALEPKKY HAWWM  K/IMEHTaMm U
npeanpoaaxkHyto NPOBEPKY KayecTsa NpoayKumu. Ha Bce noctaBnsiemble NpoAyKTbl
Mbl MPEAOCTaBASEM TFAPaAHTUIO .

OcyuwiectBndem nNOCTaBKM NpoOAYKUMM nog, KoHTponem Bl MO PO Ha
npeanpuATUA BOEHHO-NPOMbIWIEHHOTO KoMnaekca Poccuun , a TakKe paboTtaem B
pamkax 275 ®3 c OTKpbITUEM OTAE/bHbIX CHETOB B YNONHOMOYEHHOM BaHKe. Cuctema
MeHeXMeHTa KayecTBa KomnaHum cooTBeTcTByeT TpeboBaHuam FOCT ISO 9001.

MWHUMaNbHbIE  CPOKM  MNOCTAaBKW, TMOKME  UeHbl, HeorpaHWYeHHbIN
aCCOPTUMEHT UM WHAMBMAYANbHbLIN MNOAXOA K KAMEHTaM ABAAIOTCA OCHOBOW ANA
BbICTPAMBaHMA A0FOCPOYHOIO M 3GPEKTUBHOIO COTPYAHMYECTBA C NPEeANPUATUAMM
PaANO3NEKTPOHHOMW NPOMBIWAEHHOCTU, NPEeanPUATUAMM BMNK u HayuHo-
nccnenoBaTeNbCKUMKU MHCTUTYTaMm Poccun.

C Hamu Bbl CTAaHOBMUTECH elle ycnewHee!

[HaLLIM KOHTAKTbI: \

TenedoH: +7 812 627 14 35

dNeKTpPOHHaA nouTa: sales@st-electron.ru

Appec: 198099, CaHkT-MNeTepbypr,
MpomblwneHHasa yn, gom Ne 19, nutepa H,
nometleHune 100-H Oduc 331
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