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TE Connectivity

QTY.

1 1 SOLAR MODULE BOX COVER, ASSY 1 BLACK PPE+PS

1 2 O-RING 1 RED SILICONE

1 3 SOLAR MODULE BOX, LOWER PART - -

3 4 CONTACT RAIL 4 TIN HOT DIPPED CuZn

2 5 SPRING CLAMP WITH ANTI OVERSTRESS 4 PLAIN STAINLESS STEEL

6 6 SPRING CLAMP WITH ANTI OVERSTRESS PLAIN STAINLESS STEEL

3 7 FOIL SPRING PLAIN STAINLESS STEEL

3 8 SHROUDING COVER BLACK PET

2 9 PINCH RING SEAL INMOLDED, ASSY BLACK PA66 / LSR

2 10 CABLE SCREW JOINT BLACK PBT

2 11 BYPASS DIODE TYPE: SL1010 3 15 16
-
-

-
-

1 12 LABEL -
-

-
-

2 13 CABLE 4mm²/AWG12, ZHSCG, TE CONNECTIVITY BLACK -
-

1 14 CONNECTOR NEUTRAL, PIN -
-

-
-

1 15 CONNECTOR MINUS, SOCKET -
-

-
-
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B1 PINCHRING, SEAL AND CABLE TOL, CHANGED 25FEB2010 RPT A.W

C1 MODEL CODE+ALTERN. DIODES ADDED (PCN E-11-020468) 10OCT2011 ER AW

D1 MEMBRANE VENTS MOVED INTO BOX COVER 12MAY2012 VP MS

E ZHSCGB CABLE IS ADDED AS ALTERNATIVE CABLE 11MAR2014 KR TD
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SCALE 1:1

1 2

VIEW WITH ASSEMBLED COVER

  COVER ITEM NO. 1 AND O-RING ITEM NO. 2 NOT SHOWN.

     COVER NOT ASSEMBLED WITH LOWER PART. ENCLOSE LOOSELY ( SEE NOTE 2 ).

PACKAGING: 40 PIECES SOLAR MODULE BOX SMALL WITH CABLE, ASSY'S

               PACKAGED IN CORRUGATED SHIPPING BOX.

               2 LAYERS OF 19 PIECES AND 1 LAYER OF 2 PIECES.

               USED CORRUGATED LAYER PAD FOR INTERLAYER.

               SECOND LAYER OF 19 PIECES COVERED WITH CORRUGATED LAYER PAD.

               THERE ON THE THIRD LAYER OF 2 PIECES.

               THIRD LAYER COVERED WITH CORRUGATED LAYER PAD. 

               40 PIECES SOLAR MODULE BOX COVER ASSY'S BULK PACKAGED IN

               ESD PLASTIC BAG PUT ON THE THIRD LAYER

               CORRUGATED LAYER PAD.

               ON TOP USED AS COVER CORRUGATED LAYER PAD.

PACKAGING UNIT: 40 PIECES

STANDARD PACKAGING QUANTITY:  40 PIECES

  DIODE ACCORDING TO SPECIFICATION 108-94045-1.

  CONTACT RAIL ITEM NO. 4 CAN BE ALSO ASSEMBLED WITH

     SPRING CLAMP ITEM NO. 5. OPTIONAL.

  SHROUDING COVER ITEM NO. 8 NOT SHOWN

  FOR CABLES PER APPLICATION SPEC. 114-18488-1 

     WITH OUTER DIAMETER 5.5-7.8

  PART NUMBER WITH PREFIX AND SUFFIX NUMBER

  PRODUCTION DATE ( YYMMDD )

  MODEL CODE ACCORDING TE-SPEC. 404-74000-1

  MARK FOR DIODE TYPE: LEAVE BLANK FOR DIODE SL1010, 

                          A FOR DIODE SL1110, 

                          B FOR DIODE SL1110B.

  CONSECUTIVE SERIAL NUMBER.

  MANUFACTURING LOCATION CODE.

  TEST EQUIPMENT NUMBER

  I
SCmax

= 10.5A ACC. IEC 61215 ED. 2.0. SECTION 10.18

  DIODE SL1110 ACC. SPEC. 108-94119 OR DIODE SL1110B ACC. SPEC. 108-2444 

     CAN BE ALTERNATIVELY USED.

  ONLY DIODES OF THE SAME TYPE RESP. DESIGNATION 

     ARE PERMITTED FOR USE IN ONE AND THE SAME SOLAR MODULE BOX.

     ONLY SOLAR MODULE BOXES WITH THE SAME DIODES ARE PERMITTED

     TO PACK IN ONE AND THE SAME CORRUGATED SHIPPING BOX.

  SOLAR CABLE, ZHSCGB PN 1983530-1 CAN BE ALTERNATIVELY USED.

MOUNTING INSTRUCTION

FOR COVER, ASSY: 1. MOUNT COVER, ASSY ITEM NO. 1 AND 2 INTO THE LOWER PART ITEM NO. 3 AND CLOSE IT.

( LATCH SNAP IN ).

2. RE-OPEN: PUT IN MARKED OPENING  SCREWDRIVER 3mm AND MOVE LATCH

UNTIL LOCKING LATCH FREE THE COVER, ASSY.

                                  OPEN COVER, ASSY ITEM NO. 1 AND 2 AND PUT IN LATERAL RETAINING SLOT .

-6 AS SHOWN

SCALE 1:1

VIEW WITH ASSEMBLED COVER

16

17

1

17

18

17

18

/KUNDENZEICHNUNG

/OBERFLAECHE/FARBE

AENDERUNGEN

VONMASSSTAB BLATT

ZEICHNUNGS-NR.

MASSEINHEITEN:
ALLGEMEINTOLERANZEN

/WINKEL

PRODUKTSPEZ.

VERARBEITUNGSSPEZ.

GEWICHT

BESCHREIBUNG

FREI FUER VEROEFFENTLICHUNG

ALLE RECHTE VORBEHALTEN.

VERTRAULICHE UNVEROEFFENTLICHTE ZEICHNUNG

NUR FUER

MATED WITH:
PASSEND ZU:

PROJEKT NR.:

EGGMN09114

14-MAY-2009

1



 

 

 

Мы молодая и активно развивающаяся компания в области  поставок 

электронных компонентов. Мы поставляем  электронные  компоненты  

отечественного и импортного производства напрямую от производителей и с 

крупнейших складов мира. 

Благодаря сотрудничеству с мировыми поставщиками мы осуществляем 

комплексные и плановые поставки   широчайшего   спектра электронных 

компонентов. 

Собственная  эффективная  логистика и склад в обеспечивает надежную 

поставку продукции в точно указанные сроки по всей России. 

Мы осуществляем  техническую поддержку нашим клиентам и 

предпродажную проверку качества продукции. На  все поставляемые продукты 

мы предоставляем  гарантию . 

Осуществляем поставки продукции под контролем ВП МО РФ на 

предприятия военно-промышленного комплекса  России , а также работаем в 

рамках 275 ФЗ с открытием отдельных счетов в уполномоченном банке. Система 

менеджмента качества компании соответствует требованиям ГОСТ ISO 9001.  

Минимальные сроки поставки, гибкие цены, неограниченный 

ассортимент  и индивидуальный подход к клиентам являются основой для 

выстраивания долгосрочного и эффективного сотрудничества с предприятиями 

радиоэлектронной промышленности, предприятиями  ВПК и научно-

исследовательскими  институтами России. 

С нами вы становитесь  еще успешнее! 

 

 

 

 

 

Наши контакты: 

Телефон: +7 812 627 14 35 

Электронная почта: sales@st-electron.ru 

Адрес: 198099, Санкт-Петербург,  

Промышленная ул, дом № 19, литера Н,  

помещение 100-Н Офис 331 

mailto:sales@st-electron.ru

