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AUTOMATION

EMD-SL-PS…

Data Sheet 

1 Description

Plug-in power modules are used to adjust the supply voltage 

for monitoring and timer relays in the EMD/ETD series with 

housing widths of 22.5 mm or 45 mm.

Dimensions

Figure 1 EMD-SL-PS... dimensions (in mm) Figure 2 EMD-SL-PS45... dimensions (in mm)
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Make sure you always use the latest documentation. 

It can be downloaded at www.download.phoenixcontact.com. 

A conversion table is available on the Internet at

www.download.phoenixcontact.com/general/7000_en_00.pdf.

This data sheet is valid for all products listed on the following page:

Plug-In Power Modules for Monitoring and 

Timer Relays

http://www.download.phoenixcontact.com
http://www.download.phoenixcontact.com/general/7000_en_00.pdf
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2 Ordering Data

3 Technical Data

Plug-In Power Modules for a Housing Width of 22.5 mm
Description Type Order No. Pcs./Pck.

20 V DC ... 30 V DC supply voltage EMD-SL-PS-24DC 2885539 1

20.2 V AC ... 26.4 V AC supply voltage EMD-SL-PS-24AC 2866103 1

88 V AC ... 121 V AC supply voltage EMD-SL-PS-110AC 2866116 1

108 V AC ... 132 V AC supply voltage EMD-SL-PS-120AC 2885731 1

195 V AC ... 264 V AC supply voltage EMD-SL-PS-230AC 2866129 1

Plug-In Power Modules for a Housing Width of 45 mm
Description Type Order No. Pcs./Pck.

88 V AC ... 121 V AC supply voltage EMD-SL-PS45-110AC 2885281 1

108 V AC ... 132 V AC supply voltage EMD-SL-PS45-120AC 2885744 1

195 V AC ... 264 V AC supply voltage EMD-SL-PS45-230AC 2885294 1

340 V AC ... 440 V AC supply voltage EMD-SL-PS45-400AC 2885304 1

425 V AC ... 550 V AC supply voltage EMD-SL-PS45-500AC 2885317 1

General Data
Input voltage range See “Ordering Data”

Nominal frequency 50/60 Hz (only EMD-SL-PS...AC)

Operating time 100%

Material Plastic, self-extinguishing

Degree of protection IP40

Ambient Conditions
Ambient temperature (operation) -25°C ... +55°C

Ambient temperature (storage) -25°C ... +70°C

Permissible humidity (operation) 15% ... 85%
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4 Mounting

The power module for power supply is supplied in a 

transport casing to prevent the connection legs from being 

bent.

To install the power module in the relay housing, remove the 

transport casing and position the power module in the 

recess in the side of the housing (ensure that it is the right 

way round). The red locking latches snap in with an audible 

click when the power module is securely positioned.

To remove the power module, press the two red locking 

latches together and pull out the power module.
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Мы молодая и активно развивающаяся компания в области  поставок 

электронных компонентов. Мы поставляем  электронные  компоненты  

отечественного и импортного производства напрямую от производителей и с 

крупнейших складов мира. 

Благодаря сотрудничеству с мировыми поставщиками мы осуществляем 

комплексные и плановые поставки   широчайшего   спектра электронных 

компонентов. 

Собственная  эффективная  логистика и склад в обеспечивает надежную 

поставку продукции в точно указанные сроки по всей России. 

Мы осуществляем  техническую поддержку нашим клиентам и 

предпродажную проверку качества продукции. На  все поставляемые продукты 

мы предоставляем  гарантию . 

Осуществляем поставки продукции под контролем ВП МО РФ на 

предприятия военно-промышленного комплекса  России , а также работаем в 

рамках 275 ФЗ с открытием отдельных счетов в уполномоченном банке. Система 

менеджмента качества компании соответствует требованиям ГОСТ ISO 9001.  

Минимальные сроки поставки, гибкие цены, неограниченный 

ассортимент  и индивидуальный подход к клиентам являются основой для 

выстраивания долгосрочного и эффективного сотрудничества с предприятиями 

радиоэлектронной промышленности, предприятиями  ВПК и научно-

исследовательскими  институтами России. 

С нами вы становитесь  еще успешнее! 

 

 

 

 

 

Наши контакты: 

Телефон: +7 812 627 14 35 

Электронная почта: sales@st-electron.ru 

Адрес: 198099, Санкт-Петербург,  

Промышленная ул, дом № 19, литера Н,  

помещение 100-Н Офис 331 

mailto:sales@st-electron.ru

