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IP67  SEALED  8  SERIES  PANEL  ASSEMBLY

Mates with:
MCP(K)

• IP67 dust and water 
protected when 
submerged 1 m deep 
for 30 minutes

• Lightweight plastic shell
• Push-pull latching 

system
• 11.05 mm (.435") DIA 

panel opening
• Polarizing keys protect 

from misalignment
• Visual alignment 

indicators
• Cable-to-cable or  

cable-to-panel solutions

For complete specifications see 
www.samtec.com?MCR or  
www.samtec.com?MCP

Insulator Material: PPS
Terminal Material (MCP): 
Phosphor Bronze
Contact Material: 
Phosphor Bronze
Operating Temp Range:
-20 °C to +80 °C
Gasket Material:  
Neoprene Rubber (MCR)
Silicone (MCP)
Lock Washer (MCR):  
Phosphor Bronze, Ni plated
Hex Nut (MCR): Brass, Ni plated
Spring Material (MCP):
Stainless Steel
Coupling Ring Spacer (MCP):
PBT
Cable Clamp (MCP): 
POM
RoHS Compliant: Yes

FEATURES

SPECIFICATIONS

Note: Samtec’s MCR, MCP 
Series is dual sourced by  
Hirose Electric Co., LTD.
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Overall Length (XX.XX) ±2 %

–01 SHOWN

F-219

MCR PLATING

–02
= 12 positions, 28 AWG

–L
= 10 µ" 

(0.25 µm) 
Gold on 

contact area

8 LENGTHLEAD
STYLE

–00.25
= 0.25 meter

–00.50
= 0.50 meter 

Standard lengths

–S
= Socket –BC

= Blunt Cut
(Color wire only, 

see chart)

–01
= 2x6 SFSD

(Pin1 to Pin1)
(Black wire only)

END 1
OPTION

END 2
OPTION

–BC CABLE 
COLOR CODING

PIN COLOR
1 BROWN
2 RED
3 ORANGE
4 YELLOW
5 GREEN
6 DARK BLUE
7 VIOLET
8 GRAY
9 WHITE
10 BLACK
11 GREEN/BLACK
12 TAN

COMPONENTS
 • For body, see  

 www.samtec.com?MCRK or 
 www.samtec.com?MCPK

 • For contacts, see  
 www.samtec.com?CC393 or 
 www.samtec.com?TC114

ALSO AVAILABLE
(MOQ Required)

DUST CAPS

• Other lengths

(15.50) 
.610
DIA

(15.50) 
.610
DIA

(39.50) 1.56 (37.30) 1.47

Overall Length (XX.XX) ±2 %

–T END OPTION –S END OPTION

Mates with:
MCR(K), 
MCP(K)

MCP PLATING

–02
= 12 positions, 28 AWG

–L
= 10 µ" 

(0.25 µm) 
Gold on 

contact area

8 LENGTHLEAD
STYLE

–T
= Terminal

–S
= Socket

(Not available 
with End 2 -T)

–T
= Terminal

–S
= Socket

–BC
= Blunt 

Cut

END 1
OPTION

END 2
OPTION

–01.00
= 1 meter

–02.00
= 2 meters 

Standard lengths

• -S (Socket) = DCA-MCR-8
• -T (Terminal) = DCA-MCP-8
Visit sealedio.samtec.com for a 
complete list of sealed systems

(11.05)
.435 DIA

(5.45)
.215

(9.25)
.364

PANEL
OPENING

APPLICATION



 

 

 

Мы молодая и активно развивающаяся компания в области  поставок 

электронных компонентов. Мы поставляем  электронные  компоненты  

отечественного и импортного производства напрямую от производителей и с 

крупнейших складов мира. 

Благодаря сотрудничеству с мировыми поставщиками мы осуществляем 

комплексные и плановые поставки   широчайшего   спектра электронных 

компонентов. 

Собственная  эффективная  логистика и склад в обеспечивает надежную 

поставку продукции в точно указанные сроки по всей России. 

Мы осуществляем  техническую поддержку нашим клиентам и 

предпродажную проверку качества продукции. На  все поставляемые продукты 

мы предоставляем  гарантию . 

Осуществляем поставки продукции под контролем ВП МО РФ на 

предприятия военно-промышленного комплекса  России , а также работаем в 

рамках 275 ФЗ с открытием отдельных счетов в уполномоченном банке. Система 

менеджмента качества компании соответствует требованиям ГОСТ ISO 9001.  

Минимальные сроки поставки, гибкие цены, неограниченный 

ассортимент  и индивидуальный подход к клиентам являются основой для 

выстраивания долгосрочного и эффективного сотрудничества с предприятиями 

радиоэлектронной промышленности, предприятиями  ВПК и научно-

исследовательскими  институтами России. 

С нами вы становитесь  еще успешнее! 

 

 

 

 

 

Наши контакты: 

Телефон: +7 812 627 14 35 

Электронная почта: sales@st-electron.ru 

Адрес: 198099, Санкт-Петербург,  

Промышленная ул, дом № 19, литера Н,  

помещение 100-Н Офис 331 

mailto:sales@st-electron.ru

