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Oven Controlled Crystal Oscillators (OCXO’s)

OC-290 

Performance Characteristics

Frequency: 10, 12.8, 16.384, 19.44, 20, 24.576, 20.48, 32.768, 38.88, 40 and 77.76 MHz
Available from 2 MHz to 80 MHz

Package Size: 25.4 x 22.0 x 10.5 mm (1.0” x 0.9” x 0.42”)

Supply Voltage (Vdd): C = 5 Vdc +5%    D =  3.3 Vdc +5%
(Other supply voltages are available upon request)

Supply Current: <5W peak at turn-on, <1.25W stabilized @ 25oC (Temp Range B & D)
<5W peak at turn-on, <1.5W stabilized @ 25oC (Temp Range F)

Output Type: HCMOS, LVHCMOS
Sinewave +0 dBm / 50 ohm 
10 TTL

Standard Stability Options: B - 508 = +5x10-8 over 0oC to +50oC
B - 758 = +7.5x10-8 over 0oC to +50oC

Note: Not all stabilities are *B - ST3 = Stratum 3 over 0oC to +50oC
available with all frequency/output D - 758 = +7.5x10-8 over-20oC to +70oC 
combinations.  Please consult factory. D - 107 = +1.0x10-7 over -20oC to +70oC 

*D -ST3 = Stratum 3 over -20oC to +70oC
F -107 = +1.0x10-7 over -40oC to +85oC 

*F -ST3 = Stratum 3 over -40oC to +85oC
F -507 = +5.0x10-7 over -40oC to +85oC 

*STRATUM 3 per GR-1244-CORE Table 3-1
Total Stability: <4.6 x 10-6 for all causes and 10 years
vs. Holdover: <3.2 x 10-7 for all causes and 24 hours
vs. Temperature: <2.8 x 10-7 peak to peak

Stability vs. Supply: <5 pb for a 1% change in Supply Voltage

Aging: A: 1 x 10-8/day, 2x10-6/year C: 1 x 10-9/day, 3x10-7/year
B: 3 x 10-9/day, 1x10-6/year N: PTR Stratum 3

Electrical Frequency Adjust: 10 x 10-6 typical range (with Aging A or B)
2 x 10-6 typical range (with Aging C) (with F; no frequency adjustment)

Initial Accuracy @ +25oC: +1.5 ppm max after reflow 

CharacteristicParameter

Description:
Small SMD OCXO with tight stability.  
AT and SC-cut versions available.

Features
• 5 MHz, 10 MHz, 13 MHz standard. 

Other frequencies available from 2 to 80 MHz
• Stability as low as ±5 x 10-8 over 0°C to 50°C 
• Aging: 1 x 10-9 per day 
• Package: 25.4 x 22 x 10.5 mm
• Supply voltage: +3.3 or +5.0 V
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1   Control voltage VC

2   Reference voltage output VREF

3   Supply voltage VB

4   RF-output

5   Ground, case

Recommended Soldering Profile

Ordering Information

OC

Temperature Range
B - 508 = +5x10-8 over 0oC to +50oC
B - 758 = +7.5x10-8 over 0oC to +50oC

*B - ST3 = Stratum 3 over 0oC to +50oC
D - 758 = +7.5x10-8 over-20oC to +70oC 
D - 107 = +1.0x10-7 over -20oC to +70oC 
*D -ST3 = Stratum 3 over -20oC to +70oC
F -107 = +1.0x10-7 over -40oC to +85oC 

*F -ST3 = Stratum 3 over -40oC to +85oC
F -507 = +5.0x10-7 over -40oC to +85oC

Frequency
2 MHz to 80 MHz

290 AC C 508 C 10.0

Product Family
OC = OCXO

Package
290 = 25.4X22 mm 

SMD package 
Input
C = 5.0V +5%
D = 3.3V +5%

Output
A = HCMOS, LVHCMOS
B = 10 TTL
G = Sinewave 

MHzA

Outline Drawing

Pin Out Information

OC-290 

OCXO

Aging
A = 1 x 10-8/day, 2 x 10-6/year 
B = 3 x 10-9/day, 1 x 10-6/year  
C = 1 x 10-9/day, 3 x 10-7/year 
N = PTR Stratum 3 

Electrical Frequency Adjust
A: 10 x 10-6 typical range (with Aging A or B) or
2 x 10-6 typical range (with Aging C)
F: Fixed frequency.  See initial accuracy.
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Мы молодая и активно развивающаяся компания в области  поставок 

электронных компонентов. Мы поставляем  электронные  компоненты  

отечественного и импортного производства напрямую от производителей и с 

крупнейших складов мира. 

Благодаря сотрудничеству с мировыми поставщиками мы осуществляем 

комплексные и плановые поставки   широчайшего   спектра электронных 

компонентов. 

Собственная  эффективная  логистика и склад в обеспечивает надежную 

поставку продукции в точно указанные сроки по всей России. 

Мы осуществляем  техническую поддержку нашим клиентам и 

предпродажную проверку качества продукции. На  все поставляемые продукты 

мы предоставляем  гарантию . 

Осуществляем поставки продукции под контролем ВП МО РФ на 

предприятия военно-промышленного комплекса  России , а также работаем в 

рамках 275 ФЗ с открытием отдельных счетов в уполномоченном банке. Система 

менеджмента качества компании соответствует требованиям ГОСТ ISO 9001.  

Минимальные сроки поставки, гибкие цены, неограниченный 

ассортимент  и индивидуальный подход к клиентам являются основой для 

выстраивания долгосрочного и эффективного сотрудничества с предприятиями 

радиоэлектронной промышленности, предприятиями  ВПК и научно-

исследовательскими  институтами России. 

С нами вы становитесь  еще успешнее! 

 

 

 

 

 

Наши контакты: 

Телефон: +7 812 627 14 35 

Электронная почта: sales@st-electron.ru 

Адрес: 198099, Санкт-Петербург,  

Промышленная ул, дом № 19, литера Н,  

помещение 100-Н Офис 331 

mailto:sales@st-electron.ru

