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－ FC18 －

Plastic Film Capacitors

Stacked Metallized PPS Film Chip Capacitor

Type: ECHU(C)
Stacked metallized PPS film as dielectric with simple
mold-less construction

■Features
•Small in size 

•Low loss and excellent frequency characteristics

•For reflow soldering

•RoHS directive compliant

■Recommended Applications
•Time-constant

•Filtering

•Oscillation and resonance

•Resonance circuit for LCD backlight inverter unit

■Explanation of Numbers

1 2 3 4 5 6 7 8 9 10 11

E C H U 1

Product code Dielectric &
construction

Rated voltage Capacitance

C

Cap. Tol. Suffix Suffix

1 100 VDC

9 12 mm
V 16 mm

Tape width

■Specifications

❈ In case of applying voltage in alternating current (50 Hz or 60 Hz sine wave) to a capacitor with DC rated voltage,
please refer to the page of “Permissible voltage (R.M.S) in alternating current corresponding to DC rated voltage”.

Category temp. range
(Including temperature-rise on unit surface) －55 ℃ to ＋105 ℃

100 VDC

0.010 µF to 0.22 µF(E12)
±2 %(G),±5 %(J)

Between terminals : Rated volt. (VDC)✕150 %  60 s

tanδ≦0.6 % (20 ℃, 1 kHz)

IR≧3000 ＭΩ(20 ℃, 100 VDC, 60 s)

Reflow soldering : 260 ˚C max. and 95 s max. at more than 220 ˚C
(Temp. at cap. Surface)

Rated voltage

Capacitance range

Capacitance tolerance

Withstand voltage

Dissipation factor (tan )

Insulation resistance (IR)

Soldering conditions

G ±2 %
J ±5 %
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－ FC19 －

Plastic Film Capacitors

■ Construction ■Dimensions in mm (not to scale)

■Recommended for Land Dimensions (mm)

■Taping Specification for Automatic Mounting
Refer to the page of taping specifications.

■ Rating, Dimensions & Quantity/Reel
●Capacitance tolerance: ±2 %(G), ±5 %(J)

size
code
E1 4.8 3.3 1.4
E2 4.8 3.3 2.0
E3a 4.8 3.3 2.4
E3 4.8 3.3 2.8
D1 6.0 4.1 1.8
D2 6.0 4.1 2.0
D3 6.0 4.1 2.4
D4 6.0 4.1 2.8
D5 6.0 4.1 3.2
Z 7.1 5.0 ❈

Y 7.1 6.3 ❈

❈Refer to the column
“ Rating,Dimensions&Quantity”

L W H

0.010
0.012
0.015
0.018
0.022
0.027
0.033
0.039
0.047
0.056
0.068
0.082
0.10
0.12
0.15
0.18
0.22

ECHU1103□C9
ECHU1123□C9
ECHU1153□C9
ECHU1183□C9
ECHU1223□C9
ECHU1273□C9
ECHU1333□C9
ECHU1393□C9
ECHU1473□C9
ECHU1563□C9
ECHU1683□C9
ECHU1823□C9
ECHU1104□C9
ECHU1124□C9
ECHU1154□CV
ECHU1184□CV
ECHU1224□CV

4.8
4.8
4.8
4.8
4.8
4.8
6.0
6.0
6.0
6.0
6.0
7.1
7.1
7.1
7.1
7.1
7.1

3.3
3.3
3.3
3.3
3.3
3.3
4.1
4.1
4.1
4.1
4.1
5.0
5.0
5.0
6.3
6.3
6.3

1.4
1.4
2.0
2.0
2.4
2.8
1.8
2.0
2.4
2.8
3.2
2.8
3.0
3.4
3.4
4.0
4.8

E1
E1
E2
E2

E3a
E3
D1
D2
D3
D4
D5
Z
Z
Z
Y
Y
Y

3000

2000

3000

2000

1500

1000

Cap.(µF)
Rated volt. 100 VDC

Part No.
Dimensions (mm)
L W H

Size
Code Q'ty

↑
Cap. tol. code

Size code

Land dimensions

Reflow soldering

E1,E2,E3a,E3 2.6 6.6 3.0
D1,D2,D3,D4,D5 3.8 7.8 3.8

Z 4.5 9.0 4.6
Y 4.5 9.0 5.7

A B C

❈ It is not warrantable that you can mount the capacitor without trouble under all the mounting condition when
“Recommender for Land dimensions” is adopted.
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(Stacked Metallized Film)
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Temperature Characteristics Frequency Characteristics
Electrical Characteristics <Typical Data >
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ECHU (C) Type DC100V series
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(Stacked Metallized Film)
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ECHU (C) Type DC100V series

*Please consult Panasonic if your condition exceeds the above

*The current(0-P) value  is calculated using nominal capacitance.
*Permissible voltage graph is the case of sine waveform. When you use this product, peak voltage must not exceed DC rated voltage.
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Voltage Derating by Temperature

Surface Temperature of Capacitor(DegreeC)

Pulse Handling Capability (dv/dt)
(Max 10000cycles)

Rating
Voltage

Capacitance
Value(uF) code dV/dt

(V/us)
Current(0-P)

(A)
0.010 103 1.80
0.012 123 2.16
0.015 153 2.70
0.018 183 3.24
0.022 223 3.96
0.027 273 4.86
0.033 333 4.29
0.039 393 5.07
0.047 473 6.11
0.056 563 7.28
0.068 683 8.84
0.082 823 8.20
0.10 104 10.00
0.12 124 12.00
0.15 154 15.00
0.18 184 18.00
0.22 224 22.00
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(at sine wave)

0.01uF to 0.22uF



 

 

 

Мы молодая и активно развивающаяся компания в области  поставок 

электронных компонентов. Мы поставляем  электронные  компоненты  

отечественного и импортного производства напрямую от производителей и с 

крупнейших складов мира. 

Благодаря сотрудничеству с мировыми поставщиками мы осуществляем 

комплексные и плановые поставки   широчайшего   спектра электронных 

компонентов. 

Собственная  эффективная  логистика и склад в обеспечивает надежную 

поставку продукции в точно указанные сроки по всей России. 

Мы осуществляем  техническую поддержку нашим клиентам и 

предпродажную проверку качества продукции. На  все поставляемые продукты 

мы предоставляем  гарантию . 

Осуществляем поставки продукции под контролем ВП МО РФ на 

предприятия военно-промышленного комплекса  России , а также работаем в 

рамках 275 ФЗ с открытием отдельных счетов в уполномоченном банке. Система 

менеджмента качества компании соответствует требованиям ГОСТ ISO 9001.  

Минимальные сроки поставки, гибкие цены, неограниченный 

ассортимент  и индивидуальный подход к клиентам являются основой для 

выстраивания долгосрочного и эффективного сотрудничества с предприятиями 

радиоэлектронной промышленности, предприятиями  ВПК и научно-

исследовательскими  институтами России. 

С нами вы становитесь  еще успешнее! 

 

 

 

 

 

Наши контакты: 

Телефон: +7 812 627 14 35 

Электронная почта: sales@st-electron.ru 

Адрес: 198099, Санкт-Петербург,  

Промышленная ул, дом № 19, литера Н,  

помещение 100-Н Офис 331 

mailto:sales@st-electron.ru

