
 P774.D (01/17)1 pulseelectronics.com

High Isolation Gate Drive Transformers

Electrical Specifications @ 25°C - Operating Temperature -40°C to +125°C

Part 
Number

Turns
Ratio

ET
(V  * µsec MAX)

Core
Loss

Factor
K1

Primary
Inductance

(1-4)
(mH +/-35%)

Leakage
Inductance

Drive to Gate
(µH MAX)

Parasitic
Capacitance

Drive to Gate
(pF MAX)

DCR Drive
(1-4)

(Ω MAX)

DCR Gates
(5-6)
(7-8)

(Ω MAX)

Hi-Pot

Drive-Gate
(Vrms)

Gate-Gate
(Vrms)

PH9400.XXXNL

PH9400.111NL 1:1:1 315 0.67 4.5 5.0 60 1.8 2.5 4000 1500

PH9400.566NL 5:6:6 315 0.67 4.5 3.5 60 1.8 3.0 4000 1500

PH9400.122NL 1:2:2 250 0.84 2.88 3.5 60 1.5 4.2 4000 1500

PH9400.655NL 6:5:5 375 0.56 6.48 5.3 60 2.2 2.5 4000 1500

PH9400.211NL 2:1:1 375 0.56 6.48 8.0 60 2.2 1.6 4000 1500

PH9400.XXXANL

PH9400.111ANL 1:1:1 160 1.32 1.21 2.5 45 0.9 0.9 5000 2000

PH9400.566ANL 5:6:6 155 1.36 1.12 3.0 45 0.9 1.0 5000 2000

PH9400.233ANL 2:3:3 125 1.68 0.72 2.0 45 0.7 1.0 5000 2000

PH9400.655ANL 6:5:5 185 1.14 1.62 3.0 45 1.0 0.9 5000 2000

PH9400.211ANL 2:1:1 185 1.14 1.62 3.5 45 1.0 0.55 5000 2000

Notes:
1. The max ET is calculated to limit the core loss and temperature rise at 100KHz based 
   on a bipolar flux swing of 2100Ga Peak. This value needs to be derated for higher
   frequencies using the temperature rise calculation.
2. The temperature rise of the component is calculated based on the total core loss and
    copper loss:
          A. To calculate total copper loss (W), use the following formula:
               Copper Loss (W) = Irms  * (DCR_Drive + (# of Gates) * DCR_Gates)
          B. To calculate total core loss (W), use the following formula:
              Copper Loss (W) = 5.1E-10 * (Frequency in kHz)      * (K1 * ET)
                       Where ET = (V * Duty Cycle) / Frequency
          

Basic and Reinforced Insulation
Patent Pending Sidecar package with 12mm creepage
Up to 5000Vrms gate to drive isolation
600Vrms continuous isolation between windings

               
      4. ANL versions, which use triple insulated wire on both the drive and gate windings, are
          compliant with IEC 60950, IEC 61558, IEC 61010 & IEC 60601 for reinforced insulation. 
          NL versions, which use triple insulated wire on just the drive winding, comply with basic
          insulation requirements.
     5. 12mm package creepage distance satisfies IEC60950-1 & IEC61558-1/-2-16 reinforced 
          insulation requirements for working voltage to 600Vrms max, OVC II, Pollution Degree 2    
          and altitude up to 2000m.
      6. Unless otherwise specified, all testing is made at 100kHz, 0.1VAC.
      7. Optional Tape & Reel packaging can be ordered by adding a “T” suffix to the part number  
          (i.e. PH9400.111NL becomes PH9400.111NLT). Pulse complies to industry standard tape and 
          reel specification EIA481.
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PH9400.XXXNL and PH9400.XXXANL - SMT 

- Basic Insulation

     - Reinforced Insulation

C. To calculate temperature rise, use the following formula:
              Temperature Rise (C) = 71 * (Core Loss(W) + Copper Loss (W))  

      3. Continuous isolation voltage confirmed by 125°C/1000hrs accelerated aging with
          the bias voltage applied between gate and drive windings. 
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Mechanicals Schematics

PH9400.XXXNL and PH9400.XXXANL - SMT 
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Performance warranty of products offered on this data sheet is limited to the parameters specified. Data is subject to change without notice. Other brand and product names mentioned herein may be 
trademarks or registered trademarks of their respective owners. © Copyright, 2016. Pulse Electronics, Inc. All rights reserved.

Weight ............................2.5 grams
Tape & Reel .....................150/Reel
Tray .....................................80/tray 

Dimension: Inches
mm .010

0,25Unless otherwise specified, all tolerances are ±

.024
 [0.60]

.161
[4.10]

3X .161[4.10](=.484[12.3])

(.500)
[(12.70)]

.650 MAX
[16.50 MAX]

.004 MIN
[0.10 MIN]

(.557)
[(14.15)]

SUGGESTED PAD LAYOUT

.005[0.127]

8X

.559 MAX
[14.20 MAX]

.657 MAX
[16.70 MAX]

.502
[12.75]

.659
[16.75]

.161
[4.10]

3X .161[4.10](=.484[12.3])

.079
[ 2.00]



 

 

 

Мы молодая и активно развивающаяся компания в области  поставок 

электронных компонентов. Мы поставляем  электронные  компоненты  

отечественного и импортного производства напрямую от производителей и с 

крупнейших складов мира. 

Благодаря сотрудничеству с мировыми поставщиками мы осуществляем 

комплексные и плановые поставки   широчайшего   спектра электронных 

компонентов. 

Собственная  эффективная  логистика и склад в обеспечивает надежную 

поставку продукции в точно указанные сроки по всей России. 

Мы осуществляем  техническую поддержку нашим клиентам и 

предпродажную проверку качества продукции. На  все поставляемые продукты 

мы предоставляем  гарантию . 

Осуществляем поставки продукции под контролем ВП МО РФ на 

предприятия военно-промышленного комплекса  России , а также работаем в 

рамках 275 ФЗ с открытием отдельных счетов в уполномоченном банке. Система 

менеджмента качества компании соответствует требованиям ГОСТ ISO 9001.  

Минимальные сроки поставки, гибкие цены, неограниченный 

ассортимент  и индивидуальный подход к клиентам являются основой для 

выстраивания долгосрочного и эффективного сотрудничества с предприятиями 

радиоэлектронной промышленности, предприятиями  ВПК и научно-

исследовательскими  институтами России. 

С нами вы становитесь  еще успешнее! 

 

 

 

 

 

Наши контакты: 

Телефон: +7 812 627 14 35 

Электронная почта: sales@st-electron.ru 

Адрес: 198099, Санкт-Петербург,  

Промышленная ул, дом № 19, литера Н,  

помещение 100-Н Офис 331 

mailto:sales@st-electron.ru

