
746-796 MHz 3 dBd
Omnidirectional Antenna

FG7463

FIBERGLASS BASE STATION ANTENNAS FEATURE INDUSTRY LEADING DESIGN
COMPONENTS THAT PERFORM IN EXTREME CONDITIONS
The Laird FG7463 omnidirectional base station antenna incorporates a collinear design that is enclosed in
high density fiberglass, which is covered with a protective ultraviolet inhibiting coating. The radiating
elements are carefully phased to provide maximum gain in the horizontal plane. The mounting sleeves are
tuned to eliminate RF currents from the transmission line, resulting in a “cold” sleeve that allows for
greater freedom in mounting. The antenna’s high quality and well-focused beam provides the best
efficiency with highest gain.

FEATURES
• High gain 3 dBd (5dBi)
• Every FG fiberglass base antenna is tested on a

network analyzer before shipping to assure the
best performance

• Custom UV protection coating
• Durable gold anodized sleeve and cap

with N-female connector
• FedEx/UPS Shippable

Frequency Range 746-796 MHz

VSWR <2.0:1 Max

Nominal Gain 3 dBd

Maximum Power 100 W

Nominal Impedance 50Ω

Polarization Vertical

Pattern Omnidirectional

Half-Power Beamwidth
(Elevation° x Azimuth°) 60° x 360°

Coaxial Cable Length & Type None

Termination N-Female connector

Lightning Protection Lightning Arrestor
LABH350NN

(Sold Separately)

Americas: +1.847 839.6925
IAS-AmericasSales@lairdtech.com

Europe: +44.1628.858941
IAS-EUSales@lairdtech.com

Asia: IAS-AsiaSales@lairdtech.com

Middle East & Affrica: +44.1628.858941
IAS-MEASales@lairdtech.com

www.lairdtech.com

• Omnidirectional outdoor antennas used in
commercial, public safety, and government
applications around the globe.

• Typical applications include land based and
marine radio and voice and data transmission

MARKETS

ELECTRICAL SPECIFICATIONS
Height 23 - 1/2”

Diameter 1.310”

Weight <1 lbs

Rated Wind Velocity
(with 0.5” radial ice) 125 mph (210 kph)

Lateral Thrust @ 1.25
mph wind velocity 85 mph (137 kph)

Equivelent Flat Plane
Area (sq. ft.) 57 lbs (26 kg)

Mounting Information 0.2138 sq. ft.

Operating Temperature FM2 Mounting Kit
(Sold separately)

MECHANICAL SPECIFICATIONS

ELEVATION PATTERN (Y, Z OR H-PLANE)
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Мы молодая и активно развивающаяся компания в области  поставок 

электронных компонентов. Мы поставляем  электронные  компоненты  

отечественного и импортного производства напрямую от производителей и с 

крупнейших складов мира. 

Благодаря сотрудничеству с мировыми поставщиками мы осуществляем 

комплексные и плановые поставки   широчайшего   спектра электронных 

компонентов. 

Собственная  эффективная  логистика и склад в обеспечивает надежную 

поставку продукции в точно указанные сроки по всей России. 

Мы осуществляем  техническую поддержку нашим клиентам и 

предпродажную проверку качества продукции. На  все поставляемые продукты 

мы предоставляем  гарантию . 

Осуществляем поставки продукции под контролем ВП МО РФ на 

предприятия военно-промышленного комплекса  России , а также работаем в 

рамках 275 ФЗ с открытием отдельных счетов в уполномоченном банке. Система 

менеджмента качества компании соответствует требованиям ГОСТ ISO 9001.  

Минимальные сроки поставки, гибкие цены, неограниченный 

ассортимент  и индивидуальный подход к клиентам являются основой для 

выстраивания долгосрочного и эффективного сотрудничества с предприятиями 

радиоэлектронной промышленности, предприятиями  ВПК и научно-

исследовательскими  институтами России. 

С нами вы становитесь  еще успешнее! 

 

 

 

 

 

Наши контакты: 

Телефон: +7 812 627 14 35 

Электронная почта: sales@st-electron.ru 

Адрес: 198099, Санкт-Петербург,  

Промышленная ул, дом № 19, литера Н,  

помещение 100-Н Офис 331 

mailto:sales@st-electron.ru

