
Fea tures

•Choice of mounting configuration
•Choice of aperture
•Choice of output configuration
•Choice of opaque or IR transmissive

shell material
•Data rates to 250 kBaud
•24” min 26AWG wire leads

De scrip tion

The OPB980 and OPB990 series of
Photologic  Photo Integrated Circuit
Switches provide optimum flexibility for
the design engineer.  Building from a
standard housing with a .125” wide slot,
the user can specify (1) type and polarity
of TTL output, (2) discrete shell material,
(3) aperture width, and (4) choice of
mounting configuration.

The electrical output can be satisfied as
either TTL totem pole or TTL open
collector.  Either may be supplied with
inverter or buffer output polarity.  All have 
added stability of a built-in hysteresis
amplifier.

Ab so lute Maxi mum Rat ings (TA = 25oC un less oth er wise noted)

Sup ply Volt age, VCC (Not to ex ceed 3 sec.) . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 10V
Stor age Tem pera ture Range . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  -40o C to +80o C
Op er at ing Tem pera ture Range . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  -40o C to +70o C
In put Di ode Power Dis si pa tion . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  100mW(1)

Out put Pho tologic  Power Dis si pa tion. . . . . . . . . . . . . . . . . . . . . . . . . . . . .  200mW(2)

To tal De vice Power Dis si pa tion . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  300mW(3)

Volt age at Out put Lead (Open Col lec tor Out put) . . . . . . . . . . . . . . . . . . . . . . . . . .  35V
Di ode For ward D.C. Cur rent . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  40mA
Di ode Re verse D.C. Volt age . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  2V

Notes:
(1)  Derate linearly 2.22mW/o C above 25o C.
(2)  Derate linearly 4.44mW/o C above 25o C.
(3)  Derate linearly 6.66mW/o C above 25o C.
(4)  The OPB980/OPB990 series of switches are terminated with 24 inches of 7 strand 26 AWG,

UL 1429 insulated wire on each terminal.  Insulation colors and functions are:

RED - IRED An ode WHITE - VCC
BLACK - IRED Cath ode BLUE - Ou put

GREEN - Ground

Other wire lenghts and/or colors in ad di tion to cus tomer se lected con nec tors are avail able. 
Con tact your lo cal rep re sen ta tive or call the fac tory.

(5)  Normal application would be with light source blocked, simulated by IF = 0mA..
(6)  All parameters tested using pulse techniques.

Hous ing

All housings are an opaque grade of injection-molded plastic to minimize the
assembly’s sensitivity to ambient radiation, both visible and near-infrared.  Discrete
shells (exposed on the parallel faces inside the device throat) are either IR
transmissive plastic for applications where aperture contamination may occur or
opaque plastic for maximum protection against ambient light.
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Pho tologic  Slot ted Op ti cal Switches
Types OPB980, OPB990 Se ries

Op tek re serves the right to make changes at any time in or der to im prove de sign and to sup ply the best prod uct pos si ble.
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Types OPB980, OPB990 Series 
Elec tri cal Char ac ter is tics (TA = -40o C to +70o C un less oth er wise noted).

SYM BOL PA RAME TER MIN TYP MAX UNITS TEST CON DI TIONS

In put Di ode

VF For ward Volt age 1.7 V IF = 20 mA, TA = 25o C

IR Re verse Cur rent 100 µA VR = 2.0 V, TA = 25o C

Out put Pho tologic® Sen sor

VCC Op er at ing D.C. Sup ply Volt age 4.75 5.25 V

ICCL Low Level Sup ply Cur rent:

  Buff ered Totem- Pole Out put

  Buff ered Open- Collector Out put

15 mA VCC = 5.25 V, IF = 0 mA(5)

  In verted Totem- Pole Out put

  In verted Open- Collector Out put 15 mA VCC = 5.25 V, IF = 15 mA

ICCH High Level Sup ply Cur rent:

  Buff ered Totem- Pole Out put

  Buff ered Open- Collector Out put

15 mA VCC = 5.25 V, IF = 15 mA

  In verted Totem- Pole Out put

  In verted Open- Collector Out put 15 mA VCC = 5.25 V, IF = 0 mA(5)

VOL Low Level Out put Volt age:

  Buff ered Totem- Pole Out put

  Buff ered Open- Collector Out put

0.4 V VCC = 4.75 V, IOL = 12.8 mA

IF = 0 mA(5)

  In verted Totem- Pole Out put

  In verted Open- Collector Out put
0.4 V VCC = 4.75 V, IOL = 12.8 mA

IF = 15 mA

VOH High Level Out put Volt age:

  Buff ered Totem- Pole Out put 2.4 V VCC = 4.75 V, IOH = -800 µA

IF = 15 mA

  In verted Totem- Pole Out put 2.4 V VCC = 4.75 V, IOH = -800 µA

IF = 0 mA(5)

IOH High Level Out put Cur rent:

  Buff ered Open- Collector Out put 100 µA VCC = 4.75 V, VOH = 30 V,

IF = 15 mA, TA = 25o C

  In verted Open- Collector Out put 100 µA VCC = 4.75 V, VOH = 30 V,

IF = 0 mA, TA = 25o C

IF(+) LED Positive- Going Thresh old Cur rent 15 mA VCC = 5.0 V, TA = 25o C

IF(+)/IF(-) Hys tere sis 2.0 VCC = 5.0 V

IOS Short Cir cuit Ou put Cur rent:

  Buff ered Totem- Pole Ou put

  “11” Se ries

-15
 
 -60 mA VCC = 5.25 V, IF = 15 mA 

Ou put = GND

  In verted Totem- Pole Ou put

   “11” Se ries
-30 -60 mA VCC = 5.25, IF = 0 mA

 Out put = GND
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Types OPB980, OPB990 Series 
Pack age N

Pack age P
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Types OPB980, OPB990 Se ries

PART NUM BER GUIDE
OPB 9 X X X X X

Op tek As sem bly Ap er ture Width In Front
of Sen sor
5 = 0.050"  1= 0.010" 

Pho tologic  Ap er ture Width In Front
Photo In te grated Cir cuit of Emit ter
Sen sor Fam ily 5 = 0.050"    1= 0.010"

Dis crete Shell Ma te rial Mount ing Con figu ra tions
Des ig na tion

8 - Base Mount IR Trans mis sive T - Both Mount ing Tabs
     Plas tic Dis crete Shell N - No Mount ing Tabs
     With Wire Ter mi na tion L - Sin gle Mount ing Tab 

      Emit ter Side
9 - Base Mount Opaque P - Sin gle Mount ing Tab
     Plas tic Dis crete Shell       Pho tologic  Side
     With Wire Ter mi na tion

       Elec tri cal Speci fi ca tion Varia tions

       0 - Buff ered Totem- Pole Out put

       1 - Buff ered Open- Collector Out put

       2 - In verted Totem- Pole Out put

       3 - In verted Open- Collector Out put
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Мы молодая и активно развивающаяся компания в области  поставок 

электронных компонентов. Мы поставляем  электронные  компоненты  

отечественного и импортного производства напрямую от производителей и с 

крупнейших складов мира. 

Благодаря сотрудничеству с мировыми поставщиками мы осуществляем 

комплексные и плановые поставки   широчайшего   спектра электронных 

компонентов. 

Собственная  эффективная  логистика и склад в обеспечивает надежную 

поставку продукции в точно указанные сроки по всей России. 

Мы осуществляем  техническую поддержку нашим клиентам и 

предпродажную проверку качества продукции. На  все поставляемые продукты 

мы предоставляем  гарантию . 

Осуществляем поставки продукции под контролем ВП МО РФ на 

предприятия военно-промышленного комплекса  России , а также работаем в 

рамках 275 ФЗ с открытием отдельных счетов в уполномоченном банке. Система 

менеджмента качества компании соответствует требованиям ГОСТ ISO 9001.  

Минимальные сроки поставки, гибкие цены, неограниченный 

ассортимент  и индивидуальный подход к клиентам являются основой для 

выстраивания долгосрочного и эффективного сотрудничества с предприятиями 

радиоэлектронной промышленности, предприятиями  ВПК и научно-

исследовательскими  институтами России. 

С нами вы становитесь  еще успешнее! 

 

 

 

 

 

Наши контакты: 

Телефон: +7 812 627 14 35 

Электронная почта: sales@st-electron.ru 

Адрес: 198099, Санкт-Петербург,  

Промышленная ул, дом № 19, литера Н,  

помещение 100-Н Офис 331 

mailto:sales@st-electron.ru

