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Please refer to page 158 for Knockout details.

AK 56+1
Ordering Dimensions mm (in) Std.
Information Cat. No. Type Length Width Height Pk.

Polystyrene
Enclosure 737-456 AK56+1 900 mm (35.43 in) 300 mm (11.81 in) 142 mm (5.59 in) 1

Polycarbonate
Enclosure 738-456 AKi56+1 900 mm (35.43 in) 300 mm (11.81 in) 142 mm (5.59 in) 1

Accessories 
Ordering Std.
Information Cat. No.             Type Pk.

Key Lock 706-102 KL2 1 
Mounting Plate – 240 x 112 mm 795-001 MPI 1 1
Mounting Plate – 240 x 240 mm 795-002 MPI 2 1
Mounting Plate – 240 x 390 mm 795-003 MPI 3 1
Mounting Plate – 240 x 540 mm 795-004 MPI 4 1
DIN Rail - 216 mm Surface Mounted 795-030 NS35-216/3 1
Hinge Kit Set 190-005 HK2 1
Mounting Tab Kit (metal) 793-004 MT2 1
Filler Strip 799-012 108 mm piece (6 divisions) 1
2x27 Pole Ground/Neutral Terminal Strip 790-327 AK28PE/N-SL 1
(6 screw clamps 2.5-16mm2, 21 spring clamps 1.5-4mm2 each)

AK 56+1 – Polystyrene and Polycarbonate – 900 x 300 mm (35.43 x 11.81 in.)

Standard Features
• Protection Level: IP65
• Technical: Fits 56 Circuit Breaker Poles (14 per section)

Knockout Sidewalls and installed double membrane seals
Tinted Transparent Door
Multiple Enclosure Combination Option

• UL Recognized
Enclosure Materials: Polystyrene or Polycarbonate

• Door Material: Polycarbonate
• Gasket Material: Polyurethane
• Material

Temperature Range: Polystyrene 
-40˚C to 70˚C (-40˚F to 158˚F)
Polycarbonate 
-40˚C to 120˚C (-40˚F to 248˚F)

• Color: Light Gray
• Included Accessories: (5) DIN Rails, Cable Shield, Filler Strips, (4) Label Strips,

(15) M20 Double Membrane Seals, (2) M25 Double Membrane Seals,
(1) M32 Double Membrane Seals, (1) M40 Entry Spout 

• Accessories: See section below

Please refer to pages 149-152 for additional accessories and detailed information.



 

 

 

Мы молодая и активно развивающаяся компания в области  поставок 

электронных компонентов. Мы поставляем  электронные  компоненты  

отечественного и импортного производства напрямую от производителей и с 

крупнейших складов мира. 

Благодаря сотрудничеству с мировыми поставщиками мы осуществляем 

комплексные и плановые поставки   широчайшего   спектра электронных 

компонентов. 

Собственная  эффективная  логистика и склад в обеспечивает надежную 

поставку продукции в точно указанные сроки по всей России. 

Мы осуществляем  техническую поддержку нашим клиентам и 

предпродажную проверку качества продукции. На  все поставляемые продукты 

мы предоставляем  гарантию . 

Осуществляем поставки продукции под контролем ВП МО РФ на 

предприятия военно-промышленного комплекса  России , а также работаем в 

рамках 275 ФЗ с открытием отдельных счетов в уполномоченном банке. Система 

менеджмента качества компании соответствует требованиям ГОСТ ISO 9001.  

Минимальные сроки поставки, гибкие цены, неограниченный 

ассортимент  и индивидуальный подход к клиентам являются основой для 

выстраивания долгосрочного и эффективного сотрудничества с предприятиями 

радиоэлектронной промышленности, предприятиями  ВПК и научно-

исследовательскими  институтами России. 

С нами вы становитесь  еще успешнее! 

 

 

 

 

 

Наши контакты: 

Телефон: +7 812 627 14 35 

Электронная почта: sales@st-electron.ru 

Адрес: 198099, Санкт-Петербург,  

Промышленная ул, дом № 19, литера Н,  

помещение 100-Н Офис 331 

mailto:sales@st-electron.ru

