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In our continuing strategy to deliver unparalleled circuit protection solutions,

technical expertise and application leadership, we proudly introduce the
WICKMANN Group and its products to the Littelfuse portfolio.
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Note: 1.00 means the number one with two decimal places. 1,000 means the number one thousand.
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Specificat ionsSpecificat ionsSpecificat ionsSpecificat ionsSpecificat ions
P a c k a g i n gP a c k a g i n gP a c k a g i n gP a c k a g i n gP a c k a g i n g

100 bulk (1000 pcs.)

M o u n t i n gM o u n t i n gM o u n t i n gM o u n t i n gM o u n t i n g
PC Board, 5.08mm pin spacing

M a t e r i a l sM a t e r i a l sM a t e r i a l sM a t e r i a l sM a t e r i a l s
Holder: Black Thermoplastic, UL94 V-0

Nylon 46
Terminals: Copper alloy; solderable

tinned

Electr ical  Data (23ºC)Electr ical  Data (23ºC)Electr ical  Data (23ºC)Electr ical  Data (23ºC)Electr ical  Data (23ºC)
Rated Voltage: 250V
Max. Current/Power:6.3A/1.6W

Minimum Cross Sect ionMinimum Cross Sect ionMinimum Cross Sect ionMinimum Cross Sect ionMinimum Cross Sect ion
Conducting path - 0.1mm2

Unit  WeightUnit  WeightUnit  WeightUnit  WeightUnit  Weight
0.12g

P a c k a g i n gP a c k a g i n gP a c k a g i n gP a c k a g i n gP a c k a g i n g
100 Tape/Reel (1500 pcs.)

Carrier tape width 16 mm
Reel diameter 33 cm

Order NumberOrder NumberOrder NumberOrder NumberOrder Number
Holder No. 564 0000 100

M o u n t i n gM o u n t i n gM o u n t i n gM o u n t i n gM o u n t i n g
PC Board, 5.08mm pad spacing

M a t e r i a l sM a t e r i a l sM a t e r i a l sM a t e r i a l sM a t e r i a l s
Holder: Black Thermoplastic, UL94 V-0

Nylon 46
Terminals: Copper alloy; solderable

tinned

Electr ical  Data (23ºC)Electr ical  Data (23ºC)Electr ical  Data (23ºC)Electr ical  Data (23ºC)Electr ical  Data (23ºC)
Rated Voltage: 250V
Max. Current/Power: 6.3A/1.6W

Minimum Cross Sect ionMinimum Cross Sect ionMinimum Cross Sect ionMinimum Cross Sect ionMinimum Cross Sect ion
Conducting path - 0.1mm2

Unit  WeightUnit  WeightUnit  WeightUnit  WeightUnit  Weight
0.44g

Holder / No.Holder / No.Holder / No.Holder / No.Holder / No.     562562562562562 PC Mount,PC Mount,PC Mount,PC Mount,PC Mount,
for TR5for TR5for TR5for TR5for TR5®®®®®/TE5/TE5/TE5/TE5/TE5®®®®®     FusesFusesFusesFusesFuses

Holder / No.Holder / No.Holder / No.Holder / No.Holder / No.     564564564564564 Surface Mount,Surface Mount,Surface Mount,Surface Mount,Surface Mount,
for TR5for TR5for TR5for TR5for TR5®®®®®/TE5/TE5/TE5/TE5/TE5®®®®® Fuses Fuses Fuses Fuses Fuses

recommended Pad Layout (mm)recommended Pad Layout (mm)recommended Pad Layout (mm)recommended Pad Layout (mm)recommended Pad Layout (mm)

Holes in PCBHoles in PCBHoles in PCBHoles in PCBHoles in PCB

OrderOrderOrderOrderOrder Q t y .Q t y .Q t y .Q t y .Q t y . Order-Order-Order-Order-Order- S e r i e sS e r i e sS e r i e sS e r i e sS e r i e s                    Packaging                   Packaging                   Packaging                   Packaging                   Packaging
I n f o r m a t i o nI n f o r m a t i o nI n f o r m a t i o nI n f o r m a t i o nI n f o r m a t i o n Number      Number      Number      Number      Number         562      0000      100

OrderOrderOrderOrderOrder Q t y .Q t y .Q t y .Q t y .Q t y . Order-Order-Order-Order-Order- S e r i e sS e r i e sS e r i e sS e r i e sS e r i e s                    Packaging                   Packaging                   Packaging                   Packaging                   Packaging
I n f o r m a t i o nI n f o r m a t i o nI n f o r m a t i o nI n f o r m a t i o nI n f o r m a t i o n Number      Number      Number      Number      Number         564      0000      100

Specifications are subject
to change without notice

Specifications are subject
to change without notice



 

 

 

Мы молодая и активно развивающаяся компания в области  поставок 

электронных компонентов. Мы поставляем  электронные  компоненты  

отечественного и импортного производства напрямую от производителей и с 

крупнейших складов мира. 

Благодаря сотрудничеству с мировыми поставщиками мы осуществляем 

комплексные и плановые поставки   широчайшего   спектра электронных 

компонентов. 

Собственная  эффективная  логистика и склад в обеспечивает надежную 

поставку продукции в точно указанные сроки по всей России. 

Мы осуществляем  техническую поддержку нашим клиентам и 

предпродажную проверку качества продукции. На  все поставляемые продукты 

мы предоставляем  гарантию . 

Осуществляем поставки продукции под контролем ВП МО РФ на 

предприятия военно-промышленного комплекса  России , а также работаем в 

рамках 275 ФЗ с открытием отдельных счетов в уполномоченном банке. Система 

менеджмента качества компании соответствует требованиям ГОСТ ISO 9001.  

Минимальные сроки поставки, гибкие цены, неограниченный 

ассортимент  и индивидуальный подход к клиентам являются основой для 

выстраивания долгосрочного и эффективного сотрудничества с предприятиями 

радиоэлектронной промышленности, предприятиями  ВПК и научно-

исследовательскими  институтами России. 

С нами вы становитесь  еще успешнее! 

 

 

 

 

 

Наши контакты: 

Телефон: +7 812 627 14 35 

Электронная почта: sales@st-electron.ru 

Адрес: 198099, Санкт-Петербург,  

Промышленная ул, дом № 19, литера Н,  

помещение 100-Н Офис 331 

mailto:sales@st-electron.ru

