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Product: 1031A =

Inst, 1 Tri #16 Str BC, PVC Ins E1, OS, Blk PVC Jkt, 300V PLTC-ER ITC-ER
CMG

&2 Request Sample

Product Description

UL Instrumentation, 1 Triad 16AWG (7x24) Bare Copper, PVC Insulation E1 Color Code, Overall Beldfoil® Shield, Black PVC Outer Jacket, PLTC-ER ITC-ER
CMG AWM 2464 SUN RES

Technical Specifications

Product Overview

Industrial Control, Raceways Cable trays and ducts, Digital Control, Instruments (4-20ma, 0-10v, ...),low voltage digital control (24v, ...),RTD, control circuits, distributed control

SRiebelipelicationsy system (DCS),programmable logic controller (PLC), Solenoids, Valves, actuators, positioners

Construction Details

Conductor

Triad(s) 1 16 7x24 BC - Bare Copper

Insulation

Triad(s) PVC - Polyvinyl Chloride 0.016 Black, White, Red

Outer Shield Material

Tape Alum/Poly 100% 18 AWG (7x26) TC

Outer Jacket Material

I s e

PVC - Polyvinyl Chloride 0.042 in 0.299in  Yes

Electrical Characteristics

Electricals

m Nom. Conductor DCR | Nom. Capacitance Cond-to-Cond | Nom. Capacitance Cond-to-Other (Conds + Shield) 1

Pair(s) 3.7 Ohm/1000ft 54.1 pFlft 97.3 pF/ft

Voltage

UL Voltage Rating

300 V (CMG, PLTC-ER, UL AWM 2464), 150 V (ITC-ER)

Mechanical Characteristics

Temperature

UL Rating Operating |

105°C -30°C to +105°C

Bend Radius

Stationary Min. |

29in


https://catalog.belden.com/index.cfm?event=pd&p=PF_1031A&tab=downloads
https://catalog.belden.com/index.cfm?event=pd&p=PF_1031A&tab=downloads
https://catalog.belden.com/index.cfm?event=pd&p=PF_1031A&rs

Max. Pull Tension: 61 Ibs
Bulk Cable Weight: 58.3 Ibs/1000ft

Standards and Compliance

Environmental Suitability: Indoor, Outdoor, Sunlight Resistance, Burial

Flammability / Fire UL1685 FT4 Loading, FT4, 1202
Resistance:

NEC / UL Compliance: Article 725, Article 800, CMG, PLTC-ER, ITC-ER
AWM Compliance: 2464
CEC / C(UL) Compliance: CMG

European Directive EU CE Mark, EU Directive 2011/65/EU (ROHS II), EU Directive 2012/19/EU (WEEE)
Compliance:
History
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Although Belden makes every reasonable effort to ensure their accuracy at the time of this publication, information and specifications described here in are subject to error or omission and to change without
notice, and the listing of such information and specifications does not ensure product availability.

Belden provides the information and specifications herein on an "ASIS" basis, with no representations or warranties, whether express, statutory or implied. In no event will Belden be liable for any damages
(including consequential, indirect, incidental, special, punitive, or exemplary damages) whatsoever, even if Belden has been advised of the possibility of such damages, whether in an action under contract,
negligence or any other theory, arising out of or in connection with the use, or inability to use, the information or specifications described herein.

All sales of Belden products are subject to Belden's standard terms and conditions of sale.

Belden believes this product to be in compliance with all applicable environmental programs as listed in the data sheet. The information provided is correct to the best of Belden's knowledge, information and belief
at the date of its publication. This information is designed only as a general guide for the safe handling, storage, and any other operation of the product itself or the one that it becomes a part of. The Product
Disclosure is not to be considered a warranty or quality specification. Regulatory information is for guidance purposes only. Product users are responsible for determining the applicability of legislation and
regulations based on their individual usage of the product.



CraHpapT
INeKTpPOoH
ﬂ CBAA3b

Mbl MOf04aA M aKTUBHO Pa3BMBAIOLLAACA KOMMAHWA B 061acTM  MOCTaBOK
3NEKTPOHHbIX KOMMOHEHTOB. Mbl NOCTAaBASEM  3/IEKTPOHHbIE  KOMMOHEHTbI
OTEYEeCTBEHHOIrO U MMMOPTHOIO NMPOWU3BOACTBA HAMPAMYIO OT NPOU3BOAMUTENEN U C
KpYMHEMLWKNX CKNaZ0B MUpa.

Enaro,a,apﬂ coTpygHn4ecTtesy C MMpPOBbIMU NOCTaBWMKaMWN Mbl OCYLLECTBIAEM
KOMMNNEKCHbIE N NN1aHOBblE MNMOCTABKU LumpoqaﬁLuero CNEeKTpa 3/1EKTPOHHbIX
KOMMOHEHTOB.

CobcTtBeHHan 3¢p@eKTUBHAA NOrMCTUKA M CKNag B obecneunBaeT HageKHYHo
MOCTaBKy MNPOAYKLMM B TOYHO YKa3aHHble CPOKM Mo Bcel Poccum.

Mbl ocyuiecTBisem TEXHUYECKYI0 MNOALEPKKY HAWWM  K/IMEHTaMm U
npeanpoaaxkHyto NPOBEPKY KayecTsa NpoayKumu. Ha Bce noctaBnsiemble NpoAyKTbl
Mbl MPEAOCTaBASEM TFAPaAHTUIO .

OcyuwiectBndem nNOCTaBKM NpoOAYKUMM nog, KoHTponem Bl MO PO Ha
npeanpuATUA BOEHHO-NPOMbIWIEHHOTO KoMnaekca Poccuun , a TakKe paboTtaem B
pamkax 275 ®3 c OTKpbITUEM OTAE/bHbIX CHETOB B YNONHOMOYEHHOM BaHKe. Cuctema
MeHeXMeHTa KayecTBa KomnaHum cooTBeTcTByeT TpeboBaHuam FOCT ISO 9001.

MWHUMaNbHbIE  CPOKM  MNOCTAaBKW, TMOKME  UeHbl, HeorpaHWYeHHbIN
aCCOPTUMEHT UM WHAMBMAYANbHbLIN MNOAXOA K KAMEHTaM ABAAIOTCA OCHOBOW ANA
BbICTPAMBaHMA A0FOCPOYHOIO M 3GPEKTUBHOIO COTPYAHMYECTBA C NPEeANPUATUAMM
PaANO3NEKTPOHHOMW NPOMBIWAEHHOCTU, NPEeanPUATUAMM BMNK u HayuHo-
nccnenoBaTeNbCKUMKU MHCTUTYTaMm Poccun.

C Hamu Bbl CTAaHOBMUTECH elle ycnewHee!

[HaLLIM KOHTAKTbI: \

TenedoH: +7 812 627 14 35

dNeKTpPOHHaA nouTa: sales@st-electron.ru

Appec: 198099, CaHkT-MNeTepbypr,
MpomblwneHHasa yn, gom Ne 19, nutepa H,
nometleHune 100-H Oduc 331
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