
www.recom-international.com 47July-2006

Part Input Output Output Output Efficiency
Number Voltage Voltage Voltage Current

SIP 7 (VDC) (V1VDC) (V2VDC) (mA) (%)

RU-xx1.81.8 1.8, 3.3, 5, 9, 12,  24 1.8 1.8 278/278 70

RU-xx3.33.3 1.8, 3.3, 5, 9, 12,  24 3.3 3.3 152/152 70

RU-xx053.3 1.8, 3.3, 5, 9, 12,  24 5 3.3 100/152 70

RU-xx0505 1.8, 3.3, 5, 9, 12,  24 5 5 100/100 70-78

RU-xx0509 1.8, 3.3, 5, 9, 12,  24 5 9 100/55 75

RU-xx0512 1.8, 3.3, 5, 9, 12,  24 5 12 100/42 75

RU-xx0515 1.8, 3.3, 5, 9, 12,  24 5 15 100/33 78

RU-xx0909 1.8, 3.3, 5, 9, 12,  24 9 9 55/55 75-80

RU-xx1212 1.8, 3.3, 5, 9, 12,  24 12 12 42/42 78-80

RU-xx1515 1.8, 3.3, 5, 9, 12,  24 15 15 33/33 80-82

RU-xx2424 1.8, 3.3, 5, 9, 12,  24 24 24 21/21 80-84
xx = Input Voltage
* add Suffix “P” for Continuous Short Circuit Protection, e.g. RU-050505/P
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1 Watt
SIP7  
Isolated
Dual Output

Derating-Graph
(Ambient Temperature)

ECONOLINE
DC/DC-Converter

RU
Series

● Twin Independent Outputs
● Output/Output Isolation 1kVDC
● Power Sharing on Outputs
● Input/Output Isolation 1kVDC
● No Heatsink Required
● UL94V-0 Package Material
● Optional Continuous Short Circuit Protected
● No External Components Required
● Custom Solutions Available
● Efficiency to 84%

Features

Unregulated
Converters

Input Voltage Range ±10%

Output Voltage Accuracy ±5%

Line Voltage Regulation 1.2%/1% of Vin typ.

Load Voltage Regulation 1.8V, 3.3V output types 20% max.
(10% to 100% full load) 5V output type 15% max.

9V, 12V, 15V, 24V output types 10% max.

Output Ripple and Noise (20MHz limited) 75mVp-p max.

Operating Frequency 50kHz min. / 100kHz typ. / 105kHz max.

Efficiency at Full Load 70% min. / 80% typ.

No Load Power Consumption 87mW min. / 130mW typ. / 220mW max.

Isolation Voltage 1) (tested for 1 second) 1000VDC min.
Rated Working Voltage 1) (long term isolation) see Application Notes

Isolation Capacitance 20pF min. / 94pF max.

Isolation Resistance 10 GΩ min.

Short Circuit Protection 1 Second
P-Suffix Continuous

Operating Temperature Range (free air convection) -40°C to +85°C (see Graph)

Storage Temperature Range -55°C to +125°C

Relative Humidity 95% RH

Package Weight 2.7g

MTBF (+25°C) using MIL-HDBK 217F 1012 x 103 hours

(+85°C) using MIL-HDBK 217F 151 x 103 hours

Selection Guide

Specifications (Core Operating Area)

1) Input/Output and Output V1/Output V2

}Detailed Information see 
Application Notes chapter "MTBF"



48 www.recom-international.comJuly-2006

Typical Characteristics

RU
Series

ECONOLINE
DC/DC-Converter
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RU-xx1212 RU-xx1515

RU-xx0505 RU-xx0909
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Package Style and Pinning (mm)

RU 
Series

ECONOLINE
DC/DC-Converter
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Recommended Footprint Details

7 PIN SIP Package

XX.X ± 0.5 mm
XX.XX ± 0.25 mm

Pin Connections

Pin # Single

1 +Vin

2 –Vin

4 +Vout 1

5 –Vout 1

6 +Vout 2

7 –Vout 2



 

 

 

Мы молодая и активно развивающаяся компания в области  поставок 

электронных компонентов. Мы поставляем  электронные  компоненты  

отечественного и импортного производства напрямую от производителей и с 

крупнейших складов мира. 

Благодаря сотрудничеству с мировыми поставщиками мы осуществляем 

комплексные и плановые поставки   широчайшего   спектра электронных 

компонентов. 

Собственная  эффективная  логистика и склад в обеспечивает надежную 

поставку продукции в точно указанные сроки по всей России. 

Мы осуществляем  техническую поддержку нашим клиентам и 

предпродажную проверку качества продукции. На  все поставляемые продукты 

мы предоставляем  гарантию . 

Осуществляем поставки продукции под контролем ВП МО РФ на 

предприятия военно-промышленного комплекса  России , а также работаем в 

рамках 275 ФЗ с открытием отдельных счетов в уполномоченном банке. Система 

менеджмента качества компании соответствует требованиям ГОСТ ISO 9001.  

Минимальные сроки поставки, гибкие цены, неограниченный 

ассортимент  и индивидуальный подход к клиентам являются основой для 

выстраивания долгосрочного и эффективного сотрудничества с предприятиями 

радиоэлектронной промышленности, предприятиями  ВПК и научно-

исследовательскими  институтами России. 

С нами вы становитесь  еще успешнее! 

 

 

 

 

 

Наши контакты: 

Телефон: +7 812 627 14 35 

Электронная почта: sales@st-electron.ru 

Адрес: 198099, Санкт-Петербург,  

Промышленная ул, дом № 19, литера Н,  

помещение 100-Н Офис 331 

mailto:sales@st-electron.ru

