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Related Products 
MLX90316 Tria isTM Rotary Position Sensor 

Related Documents 
Datasheet MLX90316 
Applications Note Back-End Calibration 
Applications Note Magnets for MLX90316 Rotary Position Sensor 
Applications Note Hall Applications Guide 

Related Tools 
PTC04 Programmer for Melexis PTC devices 

 
 

 

Ordering Information 
 
Part No. Description 
 
EVB_MLX90316DC Evaluation Board MLX90316xDC – SOIC-8 Package 
EVB_MLX90316GO Evaluation Board MLX90316xGO – TSSOP-16 Package 
DMB_MLX90316 Demonstration Board MLX90316 
 

1. Evaluation Board (EVB_MLX90316DC) 
 
1.1. Description 
 
The EVB_MLX90316DC consists into a Printed Circuit Board (PCB) and Magnetic Knob. 
 
•  The PCB implements the recommended application diagram from the MLX90316 datasheet. The 

MLX90316DC (SOIC-8) is mounted on the board. It also includes an aluminum ring in order to center 
the magnetic knob (see below) above the sensitive area of MLX90316. By default, the output transfer 
characteristic is programmed to get a 10%Vdd ... 90%Vdd analog output swing for 0 … 360 Degrees 
travel (complete revolution). 

 
•  The magnetic knob features a small SmCo magnet diametrally magnetized D6H2.5 (Diameter = 6 mm 

and Height = 2.5 mm). 
 
 
1.2. Application Diagram 
 
The Pin SCLK and /SS are left floating in order to enable the use of the EVB in Serial Protocol mode. If 
this mode is not activated, we recommend shorting those pins to GND through 0 Ohm resistor. It is 
mandatory to run EMI test. 
 
If the Serial Protocol mode is activated, the PCB allows the introduction of decoupling capacitor. 
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1.3. PCB Drawing 
 

 

 
Top – Copper Layer 

 

 
Top – Text Layer 

 

 
Bottom – Copper Layer 

 

 
Bottom – Text Layer 
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1.4. Magnetic Knob 
 
The magnetic knob features a small SmCo magnet diametrally magnetized D6H2.5 (Diameter = 6 mm 
and Height = 2.5 mm). 
 
 
1.5. Pictures 
 

 

 
Top 

 

 
Bottom 

 

 
Top & Magnetic Knob 

 

 
Bottom & Magnetic Knob 

 

2. Evaluation Board (EVB_MLX90316GO) 
 
2.1. Description 
 
The EVB_MLX90316GO consists into a Printed Circuit Board (PCB) and Magnetic Knob. 
 
•  The PCB implements the recommended application diagram from the MLX90316 datasheet. The 

MLX90316GO (Full Redundant Version – TSSOP-16) is mounted on the board. It also includes an 
aluminum ring in order to center the magnetic knob (see below) above the sensitive area of 
MLX90316. By default, the output transfer characteristics are programmed to get a 10%Vdd ... 
90%Vdd analog output swing for 0 … 360 Degrees travel (complete revolution). 

 
•  The magnetic knob features a small SmCo magnet diametrally magnetized D6H2.5 (Diameter = 6 mm 

and Height = 2.5 mm). 
 
 
2.2. Application Diagram 
 
The EVB_MLX90316GO does not feature the Serial Protocol Option. It however enables the evaluation of 
the full redundant version of the MLX90316 as there are not any common pins for both dies. 
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2.3. PCB Drawing 
 

 

 
Top – Copper Layer 

 

 
Top – Text Layer 

 

 
Bottom – Copper Layer 

 

 
Bottom – Text Layer 
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2.4. Magnetic Knob 
 
The magnetic knob features a small SmCo magnet diametrally magnetized D6H2.5 (Diameter = 6 mm 
and Height = 2.5 mm). 
 
 
2.5. Pictures 
 

 

 
Top 

 

 
Bottom 

 

 
Top & Magnetic Knob 

 

 
Bottom & Magnetic Knob 

 
 

3. Demonstration Board (DMB_MLX90316) 
 
3.1. Description 
 
The DMB_MLX90316 consists into a Printed Circuit Board (PCB), Magnetic Knob and a digital voltmeter 
(DVM). 
 
•  The PCB implements the same application diagram as the EVB_MLX90316DC. The PCB also features 

an aluminum ring in order to center the magnetic knob (see below) above the sensitive area of 
MLX90316.The part is programmed to get a 1 V … 4.6 V output swing for 0 … 360 Degrees travel (i.e. 
10 mV/Degree). This 3.6 V span is then further measured by the DVM (see below) after a resistive 
divider 1 ÷ 10 (final sensitivity = 1 mV/Degree). 

 
•  The magnetic knob features a small SmCo magnet diametrally magnetized D6H2.5 (Diameter = 6 mm 

and Height = 2.5 mm). 
 
•  The digital voltmeter: measures 10% (resistive divider 1 ÷ 10) of the output voltage and displays the 

value. The reading is in mV or in Degree given the sensitivity of 1 mV/Degree. 
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The board is either supplied from a 9 V battery or an external supply (+ 9 … + 12 V). 
 
 
3.2. Pictures 
 
 

 
 

 

 
 

 

 
 

 
 



 

 

 

Мы молодая и активно развивающаяся компания в области  поставок 

электронных компонентов. Мы поставляем  электронные  компоненты  

отечественного и импортного производства напрямую от производителей и с 

крупнейших складов мира. 

Благодаря сотрудничеству с мировыми поставщиками мы осуществляем 

комплексные и плановые поставки   широчайшего   спектра электронных 

компонентов. 

Собственная  эффективная  логистика и склад в обеспечивает надежную 

поставку продукции в точно указанные сроки по всей России. 

Мы осуществляем  техническую поддержку нашим клиентам и 

предпродажную проверку качества продукции. На  все поставляемые продукты 

мы предоставляем  гарантию . 

Осуществляем поставки продукции под контролем ВП МО РФ на 

предприятия военно-промышленного комплекса  России , а также работаем в 

рамках 275 ФЗ с открытием отдельных счетов в уполномоченном банке. Система 

менеджмента качества компании соответствует требованиям ГОСТ ISO 9001.  

Минимальные сроки поставки, гибкие цены, неограниченный 

ассортимент  и индивидуальный подход к клиентам являются основой для 

выстраивания долгосрочного и эффективного сотрудничества с предприятиями 

радиоэлектронной промышленности, предприятиями  ВПК и научно-

исследовательскими  институтами России. 

С нами вы становитесь  еще успешнее! 

 

 

 

 

 

Наши контакты: 

Телефон: +7 812 627 14 35 

Электронная почта: sales@st-electron.ru 

Адрес: 198099, Санкт-Петербург,  

Промышленная ул, дом № 19, литера Н,  

помещение 100-Н Офис 331 

mailto:sales@st-electron.ru

