
PowerStor is now 
part of Eaton
Same great  
products plus 
even more.

The PowerStor brand of 
supercapacitors (formerly 
of the Bussmann Division 
of Cooper Industries)  
is now part of  
Eaton’s Electrical Group, 
Electronics Division.

Technical Data 10339 Effective October 2014

PowerStor XL60 Series
2.7V Supercapacitor cells

Description

Eaton PowerStor supercapacitors are unique, 
ultra-high capacitance devices utilizing 
electrochemical double layer capacitor (EDLC) 
construction combined with new, high 
performance materials.This combination of 
advanced technologies allows Eaton to offer 
a wide variety of capacitor solutions tailored 
to specific applications. The XL60 Series 
supercapacitor cells offers high energy and 
power in a standardized form factor. Terminal 
design is optimized for high reliability and low 
contact resistance.

Features and benefits

• Long life energy storage, up to 20 years

• Ultra low ESR for very high power density

• Wide operating temperature range

• Maintenance free

• Cost effective backup power and large energy 
recapture

• Low operating costs

• High efficiency (>98%) under broad 
environmental conditions

• High reliability, green solution

Applications

• Backup power

• Peak power shaving, pulse power

• Engine starting

• Energy capture and re-use (Hybrids) for  
automotive, trucks, mining and construction, 
equipment, cranes

• Remote power for sensors, LEDs, switches
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Specifications

Capacitance 3000F

Maximum working voltage 2.7V

Surge voltage 2.85V

Capacitance tolerance -0% to +20%

Operating temperature range -40°C to 65°C @ 2.7V

Extended operating temperature range -40°C to 85°C (with voltage derating to 2.3V @ 85°C)

Standard Product

Capacitance (F) Part Number

Max. initial 
DC ESR (mΩ) 
(Equivalent Series 
Resistance)

Continuous 
current 15°C 
rise (A)1

Peak  
power  
(kW)2

Max  
leakage 
current 
(mA)3

Max cur-
rent (A)4

Stored 
energy 
(Wh)5

Typical  
thermal 
resistance 
(Rth - °C/W)

Typical 
mass (g)

3000 XL60-2R7308W-R 0.23 140 7.9 5.0 2400 3.0 3.2 525

3000 XL60-2R7308T-R 0.23 140 7.9 5.0 2400 3.0 3.2 535
 
1. Continuous Current =   ∆T/(DC ESR x Rth)
2. Peak Power = V2/ DC ESR / 4
3. After 72 hour charge and hold, 25°C
4. Max Current, 1 sec discharge = 1⁄2 C V / (1+DC ESRxC) 
5. Stored Energy = 1⁄2 C V2 / 3600

Performance

Parameter
Capacitance Change  
(% of initial value)

ESR  
(% of max. initial value)

Life — 1500 hours @ rated voltage and maximum operating temperature ≤ 20% ≤ 100%

Life — 10 years @ rated voltage and 25°C ≤ 20% ≤ 100%

Shelf life, uncharged, up to 35°C — 3 years ≤ 5% ≤ 10%

Charge/discharge cycling1 — 1,000,000 ≤ 20% ≤ 100%

1. Cycling between 2.7V and 1.35V, 100A, 3s rest

Standards and Certifications

Agency information UL Recognized, Guide BBBG2, File MH46887

Shock and vibration IEC 61373 Category 1, Class B, IEC 60068-2-6

Safety UL 810A

Environmental RoHS compliant, lead free, halogen free

Altitude, Operating 10,000 ft

Altitude, Non-operating 40,000 ft
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Dimensions (mm)

Part Number D0 (±0.3) D1 (±0.7) D2 (±0.1) D3 (±0.1) H (±0.125) L (±0.5)

XL60-2R7308W-R 60.3 60.7 25.0 Ø14.0 3.18 138.0

XL60-2R7308T-R 60.3 60.7 25.0 M12, P1.75 14.0 138.0
 

Packaging Information

• Standard packaging: 20 pieces per box
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Part Marking

• Manufacturer
• Capacitance (F)
• Nominal Working Voltage (V) 
• Series code (or part number) 
• Polarity



 

 

 

Мы молодая и активно развивающаяся компания в области  поставок 

электронных компонентов. Мы поставляем  электронные  компоненты  

отечественного и импортного производства напрямую от производителей и с 

крупнейших складов мира. 

Благодаря сотрудничеству с мировыми поставщиками мы осуществляем 

комплексные и плановые поставки   широчайшего   спектра электронных 

компонентов. 

Собственная  эффективная  логистика и склад в обеспечивает надежную 

поставку продукции в точно указанные сроки по всей России. 

Мы осуществляем  техническую поддержку нашим клиентам и 

предпродажную проверку качества продукции. На  все поставляемые продукты 

мы предоставляем  гарантию . 

Осуществляем поставки продукции под контролем ВП МО РФ на 

предприятия военно-промышленного комплекса  России , а также работаем в 

рамках 275 ФЗ с открытием отдельных счетов в уполномоченном банке. Система 

менеджмента качества компании соответствует требованиям ГОСТ ISO 9001.  

Минимальные сроки поставки, гибкие цены, неограниченный 

ассортимент  и индивидуальный подход к клиентам являются основой для 

выстраивания долгосрочного и эффективного сотрудничества с предприятиями 

радиоэлектронной промышленности, предприятиями  ВПК и научно-

исследовательскими  институтами России. 

С нами вы становитесь  еще успешнее! 

 

 

 

 

 

Наши контакты: 

Телефон: +7 812 627 14 35 

Электронная почта: sales@st-electron.ru 

Адрес: 198099, Санкт-Петербург,  

Промышленная ул, дом № 19, литера Н,  

помещение 100-Н Офис 331 

mailto:sales@st-electron.ru

