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Model 732 Electromechanical Totally Sealed Hour Meter

Models Description

Specifi cations

Features Options

Description

The Redington Model 732 provides a DC Hour Meter with an operating range of 10-80VDC.  Models are available in the standard industry housings, 
3-Hole Round, Flush-Rectangular, Flush-Round and 2-Hole Rectangular.  Models 732-0002 and 732-0004 fi t a panel opening of 1.45” X 0.95” [36.8mm 
X 24.1mm].  The Flush-Round Model 732-0003 and 3-Hole Model 732-0001 fi t a panel opening of 2.0” [50.6mm].  Its quartz time base insures accurate 
long-term time keeping.  The Totally Sealed case protects against the environment and provides years of reliable service.  The 3-Hole Round housing 
is NEMA 4X,12 rated when mounted with optional gasket.

• Operating voltage 10-80VDC
• Totally sealed    
• UL/CSA Recognized, CE Compliant  
• 6 Figure, 99999.9
• Quartz accuracy

• Wire leads
• 3-hole mount gasket kit (part# 5003-007S)
  (for NEMA 4X, 12 rating)

Figures: 6 - digits, 0.125” [3.2mm] 99999.9  
 Hours - white on black
 Tenths - red on white
Reset: Non-reset
Voltage: 10-80VDC
Power: 0.3 watts @ 12VDC
Mounting: Clip or mounting holes
Termination: ¼” [6.3mm] spade terminals
Weight: 2.0 oz [57 g]

732-0001 3-Hole Round,  10-80VDC, ¼” [6.3mm] spade terminals, hours & 1/10’s
732-0002 Flush-Rectangular,  10-80VDC,  ¼” [6.3mm] spade terminals,  hours & 1/10’s
732-0003 Flush-Round,  10-80VDC,  ¼” [6.3mm] spade terminals,  hours & 1/10’s
732-0004 2-Hole Rectangular,  10-80VDC,  ¼” [6.3mm] spade terminals,  hours & 1/10’s

5003-007S NEMA 4X, 12 Gasket kit and hardware for 3-Hole Round model (732-0001)

* All items are normally in factory stock.

Accuracy: ± 0.02 over entire range
Case Material: Black polymer
Agency Approvals: UL/CSA Recognized, CE Compliant
Environmental: Totally sealed (all models)

Front Panel: Model: 732-0001, NEMA 4X, 12 rated
 with optional gasket (part# 5003-007S)
Temperature: -40°F to +185°F [-40°C to + 85°C]
Vibration: 10-75 Hz @ 1 to 8g’s
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Applications

Medical Equipment Outdoor power equipment Utility Vehicles

Dimensions
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Мы молодая и активно развивающаяся компания в области  поставок 

электронных компонентов. Мы поставляем  электронные  компоненты  

отечественного и импортного производства напрямую от производителей и с 

крупнейших складов мира. 

Благодаря сотрудничеству с мировыми поставщиками мы осуществляем 

комплексные и плановые поставки   широчайшего   спектра электронных 

компонентов. 

Собственная  эффективная  логистика и склад в обеспечивает надежную 

поставку продукции в точно указанные сроки по всей России. 

Мы осуществляем  техническую поддержку нашим клиентам и 

предпродажную проверку качества продукции. На  все поставляемые продукты 

мы предоставляем  гарантию . 

Осуществляем поставки продукции под контролем ВП МО РФ на 

предприятия военно-промышленного комплекса  России , а также работаем в 

рамках 275 ФЗ с открытием отдельных счетов в уполномоченном банке. Система 

менеджмента качества компании соответствует требованиям ГОСТ ISO 9001.  

Минимальные сроки поставки, гибкие цены, неограниченный 

ассортимент  и индивидуальный подход к клиентам являются основой для 

выстраивания долгосрочного и эффективного сотрудничества с предприятиями 

радиоэлектронной промышленности, предприятиями  ВПК и научно-

исследовательскими  институтами России. 

С нами вы становитесь  еще успешнее! 

 

 

 

 

 

Наши контакты: 

Телефон: +7 812 627 14 35 

Электронная почта: sales@st-electron.ru 

Адрес: 198099, Санкт-Петербург,  

Промышленная ул, дом № 19, литера Н,  

помещение 100-Н Офис 331 
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