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HDC enclosures
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Weidmüller Interface GmbH & Co. KG
Klingenbergstraße 16
D-32758 Detmold
Germany
Fon: +49 5231 14-0
Fax: +49 5231 14-292083
www.weidmueller.com

General ordering data

 
Order No. 1082760000
Type HDC IP68 16B TOS 1PG29
Version HDC enclosures, Size: 6, Protection degree: IP 68,

Plug housing, Screw plug, Standard, Size of cable
entries: PG 29

GTIN (EAN) 4032248846245
Qty. 1 pc(s).
 

 

 

The new RockStar® enclosures are resistant to seawater
and offer a high degree of shock resistance, meet IP
68 and IP 69K, and have been developed for use under
extreme environmental conditions and designed for the
high vibration requirements acc. to DIN EN 61373 cat.
2 (bogie). As such, this housing family is ideally suited
for fault- and maintenance-free operation of heavy-duty
connectors in transport and traffic engineering as well as
in power engineering and in applications with extreme
requirements. During development, measures were also
implemented to make the enclosures extremely EMC-
resistant.

http://catalog.weidmueller.com/catalog/Start.do?localeId=en_DE&ObjectID=1082760000
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Dimensions and weights
 
Net weight 125 g    
 

Temperatures
 
Continuous operating temp., min. -50 °C   Continuous operating temp., max. 125 °C
 

Dimensions
 
Total length housing 110.5 mm   Width housing C 58 mm
Height of housing B 164 mm   Cable entry w. threading
 

General data
 
Housing main material diecast aluminium    
 

Version
 
Design of housing Plug housing   Size 6
Design Standard   Top part/bottom part/lid upper part
Design of locking system Screw plug   Cable entry w. threading
Size of cable entries PG 29   Number of cable entry on top 1
Number of cable entry sideways 0    
 

Classifications
 
eClass 6.2 27-14-34-19   eClass 7.1 27-44-05-15
 

Approvals
 
Approvals

ROHS Conform
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Мы молодая и активно развивающаяся компания в области  поставок 

электронных компонентов. Мы поставляем  электронные  компоненты  

отечественного и импортного производства напрямую от производителей и с 

крупнейших складов мира. 

Благодаря сотрудничеству с мировыми поставщиками мы осуществляем 

комплексные и плановые поставки   широчайшего   спектра электронных 

компонентов. 

Собственная  эффективная  логистика и склад в обеспечивает надежную 

поставку продукции в точно указанные сроки по всей России. 

Мы осуществляем  техническую поддержку нашим клиентам и 

предпродажную проверку качества продукции. На  все поставляемые продукты 

мы предоставляем  гарантию . 

Осуществляем поставки продукции под контролем ВП МО РФ на 

предприятия военно-промышленного комплекса  России , а также работаем в 

рамках 275 ФЗ с открытием отдельных счетов в уполномоченном банке. Система 

менеджмента качества компании соответствует требованиям ГОСТ ISO 9001.  

Минимальные сроки поставки, гибкие цены, неограниченный 

ассортимент  и индивидуальный подход к клиентам являются основой для 

выстраивания долгосрочного и эффективного сотрудничества с предприятиями 

радиоэлектронной промышленности, предприятиями  ВПК и научно-

исследовательскими  институтами России. 

С нами вы становитесь  еще успешнее! 

 

 

 

 

 

Наши контакты: 

Телефон: +7 812 627 14 35 

Электронная почта: sales@st-electron.ru 

Адрес: 198099, Санкт-Петербург,  

Промышленная ул, дом № 19, литера Н,  

помещение 100-Н Офис 331 

mailto:sales@st-electron.ru

