
Recommended Panel Cutout
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Receptacle Assembly Kit
with Metalized Plastic Housing

+ Shielded Cat. 5e RJ45 PCB Jack Version-II

17K1A360

SEE PART NUMBER TABLE

Tolerance
Unless otherwise specified

0   PLC     `0.50

1   PLC     `0.38

2   PLC     `0.25

3   PLC     `0.10

ANGLES    `3~

Notes:

1. Electrical Specifications:
   - Meets EIA/TIA-568-B.2 Cat.5e Specification
   - Contact Resistance: 20mOhm max.
   - Insulation Resistance: 500MOhm min. @ 100 VDC

   - Current Rating: 1.2A max. at 25~C
   - Working Voltage: 100 VDC
   - DWV: 1000 VDC/60s Contact to Contact, 1500 VDC/60s Contact to Metal Shell

   - Operating Temperature: -40~C to +85~C
2. Material and Finish:
   - Receptacle Housing: ABS, Nickel Plated, UL94 V-0
   - Panel Nut: Brass, Finish: Nickel Plated
   - Panel Gasket: Silicon, Color: White
   - Cat.5e RJ45 PCB Jack Metal Shell: Copper Alloy, Nickel Plated
   - Cat.5e RJ45 PCB Jack Plastic Housing: Glass filled PBT UL94 V-0, Color: Black
   - Cat.5e RJ45 PCB Jack Contacts: Phosphor Bronze, Finish: 50u" Gold min. over Nickel
3. Connector can be front or rear mounted to a maximum panel thickness of 3.2mm.
4. IP67 rated when covered or fully mated with the appropriate mating connector
5. Recommaned Mounting Panel Nut torque is 20 to 25 lb-inch 

28.00n `0.05

2
6
.5

0
`

0
.0

5

Panel Nut

( M28 x 1.5)

Panel Gasket

Receptacle Housing

(Metalized Plastic Version
 Bayonet Locking Style)

Panel Flange

Shielded Cat.5e RJ45 PCB Jack

with Metal Shell Grounding

accepts both Solid and Stranded 
AWG 24 to 26 Wires
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Sealed with Sealing Compound,

provides IP67 even when uncovered

(For potted version only) 
 

Directive 2002/95/EC RoHS Compliant

Grounding Connection

Part  Number

17-110384

17-110394

Description

Metalized Plastic Version

Potted Metalized Plastic Version



 

 

 

Мы молодая и активно развивающаяся компания в области  поставок 

электронных компонентов. Мы поставляем  электронные  компоненты  

отечественного и импортного производства напрямую от производителей и с 

крупнейших складов мира. 

Благодаря сотрудничеству с мировыми поставщиками мы осуществляем 

комплексные и плановые поставки   широчайшего   спектра электронных 

компонентов. 

Собственная  эффективная  логистика и склад в обеспечивает надежную 

поставку продукции в точно указанные сроки по всей России. 

Мы осуществляем  техническую поддержку нашим клиентам и 

предпродажную проверку качества продукции. На  все поставляемые продукты 

мы предоставляем  гарантию . 

Осуществляем поставки продукции под контролем ВП МО РФ на 

предприятия военно-промышленного комплекса  России , а также работаем в 

рамках 275 ФЗ с открытием отдельных счетов в уполномоченном банке. Система 

менеджмента качества компании соответствует требованиям ГОСТ ISO 9001.  

Минимальные сроки поставки, гибкие цены, неограниченный 

ассортимент  и индивидуальный подход к клиентам являются основой для 

выстраивания долгосрочного и эффективного сотрудничества с предприятиями 

радиоэлектронной промышленности, предприятиями  ВПК и научно-

исследовательскими  институтами России. 

С нами вы становитесь  еще успешнее! 

 

 

 

 

 

Наши контакты: 

Телефон: +7 812 627 14 35 

Электронная почта: sales@st-electron.ru 

Адрес: 198099, Санкт-Петербург,  

Промышленная ул, дом № 19, литера Н,  

помещение 100-Н Офис 331 

mailto:sales@st-electron.ru

