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CRYSTAL CONTROLLED OSCILLATORS

The Connor-Winfield 5112, 5122,
5132 are 2.5V LVCMOS, Surface
Mount, Fixed Frequency Crystal
Oscillators (XO) designed for use
in all applications requiring
precision clocks. This oscillator
features low stand-by current
(10uA) when the output is
disabled. The surface mount
package is designed for high-
density mounting and is optimum
for mass production.
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5112 - 050.0M

CLOCK
SERIES

CENTER
FREQUENCY

1.8 to 80 Mhz

2.5V OPERATION

TRI-STATE ENABLE / DISABLE FUNCTION

OVERALL FREQUENCY TOLERANCE:
5112 ±25ppm
5122 ±50ppm
5132 ±100ppm

TEMPERATURE RANGE: -10 to 70°C

POWER SAVING STAND-BY CURRENT

CERAMIC SURFACE MOUNT PACKAGE

TAPE AND REEL PACKAGING

RoHS COMPLIANT / LEAD FREE

2.5V LVCMOS SURFACE MOUNT 7.5x5mm

CRYSTAL CLOCK OSCILLATOR
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ORDERING INFORMATION

FEATURES

DESCRIPTION
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5112, 5122, 5132

Dimensional Tolerance: ±.02” (.508mm)

±.005” (.127mm)

PAD CONNECTION

1 ENABLE/DISABLE

2 GROUND

3 OUTPUT
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ABSOLUTE MAXIMUM RATINGS TABLE 1.0

PARAMETER UNITS MINIMUM NOMINAL MAXIMUM UNITS NOTE

Storage Temperature -55 - 125 °C

Supply Voltage (Vcc) -0.5 - 7.0 Vdc

MODEL SPECIFICATIONS: TABLE 2.0

MODEL 5112

Frequency Range (Fo) 1.8 - 50 MHz

Frequency Tolerance: -25 - 25 ppm 1

MODEL 5122

Frequency Range (Fo) 1.8 - 50 MHz

Frequency Tolerance: -50 - 50 ppm 1

MODEL 5132

Frequency Range (Fo) 1.8 - 50 MHz

Frequency Tolerance: -100 - 100 ppm 1

OPERATING SPECIFICATIONS TABLE 3.0

PARAMETER MINIMUM NOMINAL MAXIMUM UNITS NOTE

Operating Temperature Range -10 - 70 °C

Supply Voltage (Vdd) 2.375 2.5 2.625 Vdc

Supply Current 1.8 to 31.999 MHz (Icc) - - 10 mA

32 to 50 MHz (Icc) - - 12 mA

INPUT CHARACTERISTICS TABLE 4.0

Enable Voltage (Vih) 70%Vcc - - Vdc 2

Disable Voltage (Vil) - - 30%Vcc Vdc

Enable Time - - 10 ms

Disable Time - - 150 ns

Output Disable Current (Icc) - - 10 uA

LVCMOS OUTPUT CHARACTERISTICS TABLE 5.0

PARAMETER MINIMUM NOMINAL MAXIMUM UNITS NOTE

LOAD - - 15 pF

Voltage (High) (Voh) 2.14 - - Vdc

(Low) (Vol) - - 0.26 Vdc

Current (High) (Ioh) -4 - - mA

(Low) (Ioh) - - 4 mA

Duty Cycle at 50% of Vcc 45 50 55 %

Rise / Fall Time 10% to 90% - - 5 ns

Start-Up Time - - 10 ms

Period Jitter - 3 5 ps RMS

Phase Jitter (BW=12kHz to 20MHz) - 0.5 1 ps RMS

Note:
1) Inclusive of calibration @ 25°C, frequency vs. temperature stability, supply voltage change, load change, shock

and vibration, 10 years aging.

PACKAGE CHARACTERISTICS TABLE 6.0

Package Hermetically sealed ceramic package and metal cover

Soldering Process RoHS Compliant, lead free. See solder profile on page 2.
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CRYSTAL CONTROLLED OSCILLATORS
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Dimensional Tolerance: ±.02” (.508mm)

±.005” (.127mm)
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SOLDER PROFILE



 

 

 

Мы молодая и активно развивающаяся компания в области  поставок 

электронных компонентов. Мы поставляем  электронные  компоненты  

отечественного и импортного производства напрямую от производителей и с 

крупнейших складов мира. 

Благодаря сотрудничеству с мировыми поставщиками мы осуществляем 

комплексные и плановые поставки   широчайшего   спектра электронных 

компонентов. 

Собственная  эффективная  логистика и склад в обеспечивает надежную 

поставку продукции в точно указанные сроки по всей России. 

Мы осуществляем  техническую поддержку нашим клиентам и 

предпродажную проверку качества продукции. На  все поставляемые продукты 

мы предоставляем  гарантию . 

Осуществляем поставки продукции под контролем ВП МО РФ на 

предприятия военно-промышленного комплекса  России , а также работаем в 

рамках 275 ФЗ с открытием отдельных счетов в уполномоченном банке. Система 

менеджмента качества компании соответствует требованиям ГОСТ ISO 9001.  

Минимальные сроки поставки, гибкие цены, неограниченный 

ассортимент  и индивидуальный подход к клиентам являются основой для 

выстраивания долгосрочного и эффективного сотрудничества с предприятиями 

радиоэлектронной промышленности, предприятиями  ВПК и научно-

исследовательскими  институтами России. 

С нами вы становитесь  еще успешнее! 

 

 

 

 

 

Наши контакты: 

Телефон: +7 812 627 14 35 

Электронная почта: sales@st-electron.ru 

Адрес: 198099, Санкт-Петербург,  

Промышленная ул, дом № 19, литера Н,  

помещение 100-Н Офис 331 

mailto:sales@st-electron.ru

