
Silicon Photodarlington
SD1410

DESCRIPTION

FEATURES
Compact metal can coaxial package•

24¡ (nominal) acceptance angle•

High output currents•

Wide sensitivity ranges•

Wide operating temperature range 
(55¡C to +125¡C)

•

Mechanically and spectrally matched to SE1450 
and SE1470 infrared emitting diodes

•

The SD1410 is an NPN silicon photodarlington mounted 
in a glass lensed metal can coaxial package. The 
package may have a tab or second lead welded to the 
can as an optional feature (SD1410XXXL). Both leads 
are flexible and may be formed as required to fit various 
mounting configurations.
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SD1410-XXXL

Honeywell reserves the right to make 
changes in order to improve design and 
supply the best products possible.
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Silicon Photodarlington
SD1410

ELECTRICAL CHARACTERISTICS

UNITS TEST CONDITIONSMINPARAMETER SYMBOL TYP MAX

ABSOLUTE MAXIMUM RATINGS
(25¡C Free-Air Temperature unless otherwise noted)

Collector-Emitter Voltage 15 V
Emitter-Collector Voltage 5 V

Power Dissipation 75 mW [À] 
Operating Temperature Range -55¡C to 125¡C
Storage Temperature Range -65¡C to 150¡C

Soldering Temperature (10 sec) 260¡C

Notes
 1.  Derate linearly from 25¡C free-air temperature at the rate of 
0.71 mW/¡C.

SCHEMATIC

Honeywell reserves the right to make 
changes in order to improve design and 
supply the best products possible.
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Silicon Photodarlington
SD1410

SWITCHING TIME TEST CIRCUIT
cir_016.cdr

SWITCHING WAVEFORM
cir_004.cdr

Responsivity vs
Angular Displacement gra_057.ds4
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Fig. 1 Spectral Responsivity
 gra_036.ds4
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Fig. 2

Non-Saturated Switching Time vs
Load Resistance gra_049.ds4
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Fig. 3

All Performance Curves Show Typical Values

Honeywell reserves the right to make 
changes in order to improve design and 
supply the best products possible.
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Honeywell reserves the right to make 
changes in order to improve design and 
supply the best products possible.
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Мы молодая и активно развивающаяся компания в области  поставок 

электронных компонентов. Мы поставляем  электронные  компоненты  

отечественного и импортного производства напрямую от производителей и с 

крупнейших складов мира. 

Благодаря сотрудничеству с мировыми поставщиками мы осуществляем 

комплексные и плановые поставки   широчайшего   спектра электронных 

компонентов. 

Собственная  эффективная  логистика и склад в обеспечивает надежную 

поставку продукции в точно указанные сроки по всей России. 

Мы осуществляем  техническую поддержку нашим клиентам и 

предпродажную проверку качества продукции. На  все поставляемые продукты 

мы предоставляем  гарантию . 

Осуществляем поставки продукции под контролем ВП МО РФ на 

предприятия военно-промышленного комплекса  России , а также работаем в 

рамках 275 ФЗ с открытием отдельных счетов в уполномоченном банке. Система 

менеджмента качества компании соответствует требованиям ГОСТ ISO 9001.  

Минимальные сроки поставки, гибкие цены, неограниченный 

ассортимент  и индивидуальный подход к клиентам являются основой для 

выстраивания долгосрочного и эффективного сотрудничества с предприятиями 

радиоэлектронной промышленности, предприятиями  ВПК и научно-

исследовательскими  институтами России. 

С нами вы становитесь  еще успешнее! 

 

 

 

 

 

Наши контакты: 

Телефон: +7 812 627 14 35 

Электронная почта: sales@st-electron.ru 

Адрес: 198099, Санкт-Петербург,  

Промышленная ул, дом № 19, литера Н,  

помещение 100-Н Офис 331 

mailto:sales@st-electron.ru

