
Digitizers

Ordering Information
■ PCIe-9842
 1-CH 14-Bit 200 MS/s High-Speed PCI Express Digitizer

■ PXIe-9842
 1-CH 14-Bit 200 MS/s High-Speed PXI Express Digitizer

PXIe-9842

PCIe-9842

Introduction
The ADLINK PCIe/PXIe-9842 is a 1-CH 14-bit 200 MS/s digitizer designed for applications such as LIDAR testing, 
optical fiber testing, and radar signal acquisition. The 100 MHz bandwidth analog input with 50 ohm impedance is 
designed to receive ±1 V high speed signal. With this simplified front-end design and high stable onboard reference, 
the PCIe/PXIe-9842 not only provides high accuracy measurement results but also delivers high dynamic perfor-
mance. 

For applications that require data to be acquired and transferred in real time, the PCIe/PXIe-9842 utilizes the PCI 
Express x4 bus as its interface. When signals are converted from analog to digital data, data transfer to host system 
memory is continuous, enabled by the PCI Express’ increased bandwidth.

Features
■ PXI Express specification Rev. 1.0 compliant (PXIe-9842)
■ Up to 200 MS/s sampling rate
■ High resolution 14-bit ADC
■	 ±1	V	Input	range	with	50	Ω	input	impedance	and	DC	couple
■ Up to 100 MHz bandwidth for analog input
■ High speed PCI Express Gen 1 x4 bus interface
■ Scatter-Gather DMA data transfer for high speed
 data streaming
■ One external digital trigger input
■ One digital trigger output to stimulate external 
 instruments
■ Full auto-calibration

■	OS Information

	 •	Windows XP/7/8, x64/x86

■	Software Compatibility

	 •	LabVIEW, MATLAB, Visual Studio, Visual Studio.NET

1-CH 14-Bit 200 MS/s High-Speed PCI Express /PXI Express Digitizers
PCIe/PXIe-9842

 Trigger
 ■ Trigger Source
  •	Software
  •	External digital
  •	PXI STAR (PXIe version)
  •	PXI trigger bus [0..7] (PXIe version)	
 ■ Trigger Mode
  •	Post-Trigger
 ■ External Digital Trigger Input
  •	Compatibility: 3.3 V TTL
  •	Trigger condition: Rising edge or falling edge, software programmable
  •	Minimum pulse width: 20 ns
 ■ Digital Trigger Output
  •	Compatibility: 3.3 V TTL
  •	Trigger Condition: Positive or negative, software programmable

 General Specifications 
 ■ Ambient temperature (Operational): 0°C to 55°C (32˚F to 122˚F)
 ■ Ambient temperature (Storage): -20˚C to 80˚C (-4˚F to 176˚F) 
 ■ Relative humidity: 10% to 90% non-condensing
 ■ Physical
  •	Dimensions (not including connectors)
	 	 	 -	PCIe-9842: 175 mm (W) x 107 mm (H) (6.82" x 4.17")
	 	 	 -	PXIe-9842: 160 mm (W) x 100 mm (H) (6.24" x 3.9")
 ■ IO Connector
  •	SMA x 1 for analog input
  •	SMA x 2 for external trigger input and trigger output
 ■ Bus Interface
  • PCI Express Gen 1 x4

 Certifications
 ■ EMC/EMI: CE, FCC Class A

  Timebase
 ■ Sample Clock Source: onboard oscillator
 ■ Timebase Frequency: 200 MHz

 Auto Calibration 
 ■ Reference Voltage: +5.000 V
 ■ Reference Temperature drift: < 5.0 ppm/℃
 ■ Recommended warm-up time: 15 minutes

Specifications
 Analog Input

 ■ Number of Channels: One single-ended channel
 ■ Input Impedance: 50 Ω ± 2%
 ■ Input Coupling: DC
 ■ Input Signal Range: ±1.0 V
 ■ Overvoltage Protection: ±5 V
 ■ ADC Resolution: 14 bits, 1 in 16384
 ■ Offset Error: ±1 mV
 ■ Gain Error: ±0.5% of input
 ■ -3dB Bandwidth: 100 MHz 
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Мы молодая и активно развивающаяся компания в области  поставок 

электронных компонентов. Мы поставляем  электронные  компоненты  

отечественного и импортного производства напрямую от производителей и с 

крупнейших складов мира. 

Благодаря сотрудничеству с мировыми поставщиками мы осуществляем 

комплексные и плановые поставки   широчайшего   спектра электронных 

компонентов. 

Собственная  эффективная  логистика и склад в обеспечивает надежную 

поставку продукции в точно указанные сроки по всей России. 

Мы осуществляем  техническую поддержку нашим клиентам и 

предпродажную проверку качества продукции. На  все поставляемые продукты 

мы предоставляем  гарантию . 

Осуществляем поставки продукции под контролем ВП МО РФ на 

предприятия военно-промышленного комплекса  России , а также работаем в 

рамках 275 ФЗ с открытием отдельных счетов в уполномоченном банке. Система 

менеджмента качества компании соответствует требованиям ГОСТ ISO 9001.  

Минимальные сроки поставки, гибкие цены, неограниченный 

ассортимент  и индивидуальный подход к клиентам являются основой для 

выстраивания долгосрочного и эффективного сотрудничества с предприятиями 

радиоэлектронной промышленности, предприятиями  ВПК и научно-

исследовательскими  институтами России. 

С нами вы становитесь  еще успешнее! 

 

 

 

 

 

Наши контакты: 

Телефон: +7 812 627 14 35 

Электронная почта: sales@st-electron.ru 

Адрес: 198099, Санкт-Петербург,  

Промышленная ул, дом № 19, литера Н,  

помещение 100-Н Офис 331 

mailto:sales@st-electron.ru

