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Operating instructions

Electrical connections by 250 (1/4”) push-on connectors.
1 – Common
2 – N.C. opens on pressure rise
3 – N.O. closes on pressure rise

The switch is factory set to operate within +/- 1 PSI at 10 PSI on rising
pressure.

Pressure connection

1/8” NPT base entry.

Pressure range

Four springs are supplied with the switch, colour coded and offering the
following ranges:
*INSTALLED SPRING                                 10-40 PSI

    RED                       30-125 PSI
  DARK BLUE                       60-170 PSI         SPRING KIT
        YELLOW                       125-250 PSI      49-0002-A-00

*fitted as standard

Adjustment of the setpoint is provided by an adjustment screw and
compression spring, acting against the force of the diaphragm.  Media
pressure acting against the diaphragm causes the pressure disc to push up
against the operator button of the microswitch.  The disc has a stop to prevent
overtravel of the operator button of the microswitch.

Because of the snap action, of the microswitch, the switches do have a
“deadband” or “hysterisis” which most designers utilise in their logic circuit.

Before attempting to change the pressure spring, disconnect the
electrical supply from the microswitch and pressure hose from the pressure
port.

To change the pressure range spring, unscrew the pressure
adjustment screw and withdraw only the operating spring from the body.  If
the operating pin is also removed, replace it before replacing the spring.
Select the new spring and insert into the switch and replace the adjustment
screw.



Technical specification
Pressure range:                                                10-250 PSI (using four springs)
Electrical:                                                                               SPDT(N/O or N/C)
Contact Rating                                                                            5 Amp, 250Vac
Fluid Medium                                                                     Wide range of media
Burst pressure                                                                                       500 psig
Mechanical Life                                                                             1.0x106 cycles
Operating temp                                                                                 -40 to 85oC
Contacts                                                                                             Silver alloy
Diaphragm                                                                                     Polyurethane
Case material                                                                          Die Cast Housing
Weight                                                                                                   57 grams



 

 

 

Мы молодая и активно развивающаяся компания в области  поставок 

электронных компонентов. Мы поставляем  электронные  компоненты  

отечественного и импортного производства напрямую от производителей и с 

крупнейших складов мира. 

Благодаря сотрудничеству с мировыми поставщиками мы осуществляем 

комплексные и плановые поставки   широчайшего   спектра электронных 

компонентов. 

Собственная  эффективная  логистика и склад в обеспечивает надежную 

поставку продукции в точно указанные сроки по всей России. 

Мы осуществляем  техническую поддержку нашим клиентам и 

предпродажную проверку качества продукции. На  все поставляемые продукты 

мы предоставляем  гарантию . 

Осуществляем поставки продукции под контролем ВП МО РФ на 

предприятия военно-промышленного комплекса  России , а также работаем в 

рамках 275 ФЗ с открытием отдельных счетов в уполномоченном банке. Система 

менеджмента качества компании соответствует требованиям ГОСТ ISO 9001.  

Минимальные сроки поставки, гибкие цены, неограниченный 

ассортимент  и индивидуальный подход к клиентам являются основой для 

выстраивания долгосрочного и эффективного сотрудничества с предприятиями 

радиоэлектронной промышленности, предприятиями  ВПК и научно-

исследовательскими  институтами России. 

С нами вы становитесь  еще успешнее! 

 

 

 

 

 

Наши контакты: 

Телефон: +7 812 627 14 35 

Электронная почта: sales@st-electron.ru 

Адрес: 198099, Санкт-Петербург,  

Промышленная ул, дом № 19, литера Н,  

помещение 100-Н Офис 331 

mailto:sales@st-electron.ru

