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TOP CAP

SIDE PANELSPLIT SIDE PANEL

REV DATE BY CHK APR DESCRIPTION ECN

TITLE

NET-ACCESS S TYPE UTILITY 
CABINET 600mm WIDE X 1200mm DEEP FAMILY

CUSTOMER DRAWING
ITEM REVISION NAME

DATASET FILE NAME

MATERIAL:

N/A

DRAWING NUMBER:
THIRD ANGLE
PROJECTION 12V352BT-DC

DRAWN BY DATE CHK SCALE SIZE

PBS 6-06-13 JDW NONE SHT 1 OF 5 A

KNOCK-OUTS FOR
PDU POWER CORD

FRONT
PERFORATED
SINGLE HINGE
DOOR 

REAR
PERFORATED
SPLIT
DOORS

JDW JDWE

 1. VISIT OUR ON-LINE CATALOG AT
    WWW.PANDUIT.COM FOR A LIST OF
    CURRENT PARTS APPLICABLE FOR
    USE WITH THIS PRODUCT.
 2. PRIMARY DIMENSIONS ARE IN MILLIMETERS.
 3. FACTORY SETTINGS:
    -FRONT FACE OF FRONT E-RAILS ARE 175mm
     [6.89in] FROM FRONT FACE OF FRAME.
    -FRONT FACE OF REAR E-RAILS ARE 412.75mm
     [16.25in] FROM FRONT FACE OF FRONT E-RAILS.
 4. ADJUSTMENTS:
    RAIL ADJUSTMENT MEASUREMENTS ARE TAKEN
    FROM THE FRONT FACE OF EACH EQUIPMENT RAIL.
    -FRONT E-RAILS CAN ADJUST AS FAR FORWARD AS
     74mm [2.9in] FROM FRONT FACE OF FRAME.
    -WHEN FRONT E-RAILS ARE 74mm [2.9in] FROM
     FRONT FACE OF FRAME, REAR E-RAILS CAN ADJUST
     FROM 62mm [2.44in] TO 420mm [16.53in] AND
     FROM 568mm [22.36in] TO 904mm [35.59in]
     (1050mm [41.34in] WITHOUT PDU's)
 5. CAN BE USED WITH ANY 19" EIA
    STANDARD COMPONENT IN ADDITION
    TO ALL PANDUIT HORIZONTAL
    CABLE MANAGEMENT AND PATCH
    PANEL PRODUCTS.
 6. EIA UNIVERSAL STANDARD HOLE
    PROGRESSION ON EQUIPMENT RAILS
    15.88mm [.625in], 15.88mm [.625in], 
    12.70mm [.5in], 15.88mm [.625in],
    15.88mm [.625in], 12.7mm [.5in]...ETC.
 7. PARTS SUPPLIED:
    -BASE CABINET
    -FRONT PERFORATED SINGLE HINGE DOOR 
     (SEE CHART ON SHEET 2)
    -REAR PERFORATED SPLIT DOOR 
     (SEE CHART ON SHEET 2)
    -SPLIT SIDE PANELS (SEE CHART ON SHEET 2)
    -CAGE NUT UTILITY STYLE EQUIPMENT RAILS 
     FRONT & REAR (SEE CHART ON SHEET 2)
    -CASTERS (SEE CHART ON SHEET 2)
    -CABLE MANAGEMENT FINGERS (SEE CHART
     ON SHEET 2)
    -CABINET HARDWARE KIT    
    -INSTRUCTION SHEET
 8. RACK UNIT SPACING NUMERALS ARE CLEARLY
    PRINTED ON EQUIPMENT MOUNTING RAILS.
 9. FULLY BONDED STRUCTURE WHEN ASSEMBLED
    PER INSTRUCTIONS.
10. STATIC LOAD RATING. 1360 Kg(3000 LBS)
11. ROLLING LOAD RATING. 1133 Kg (2500 LBS)
12. SINGLE POINT GROUND LOCATIONS AT TOP
    AND BOTTOM OF CABINET.
13. ALL CABINET RAILS ARE INSTALLED
    NUMBERS UP.   

01A 12-01-14 MDCA ADP TCN FLOOR MOUNT DIMENSIONS UPDATED V09000BX
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PART NO. DESCRIPTION
SINGLE
HINGE
FRONT
DOOR

SPLIT
REAR
DOOR

SPLIT
SIDE

PANEL

ADJUSTABLE
 FRONT
UTILITY
E-RAILS

REAR
CAGE NUT

FINGER
MGMT

E-RAILS

STANDARD
PDU

BRACKETS
CASTERS

CABLE
MGMT

FINGERS
CABINET WEIGHT

FULLY UNPACKAGED
CABINET WEIGHT

SHIPPING WEIGHT

S6222*A NET-ACCESS S-TYPE CABINET
600mm X 42RU X 1200mm DEEP 01 01 02 02 02 00 04 01 128 Kg/EACH

282 LBS/EACH
148 Kg/EACH

327 LBS/EACH

S6522*A NET-ACCESS S-TYPE CABINET
600mm X 45RU X 1200mm DEEP 01 01 02 02 02 00 04 01 132 Kg/EACH

292 LBS/EACH
153 Kg/EACH

337 LBS/EACH

S6822*A NET-ACCESS S-TYPE CABINET
600mm X 48RU X 1200mm DEEP 01 01 02 02 02 00 04 01 137 Kg/EACH

302 LBS/EACH
157 Kg/EACH

347 LBS/EACH

S6229*A NET-ACCESS S-TYPE CABINET
600mm X 42RU X 1200mm DEEP 01 01 00 02 02 00 04 01 92 Kg/EACH

202 LBS/EACH
112 Kg/EACH

247 LBS/EACH

S6529*A NET-ACCESS S-TYPE CABINET
600mm X 45RU X 1200mm DEEP 01 01 00 02 02 00 04 01 94 Kg/EACH

207 LBS/EACH
114 Kg/EACH

252 LBS/EACH

S6829*A NET-ACCESS S-TYPE CABINET
600mm X 48RU X 1200mm DEEP 01 01 00 02 02 00 04 01 96 Kg/EACH

212 LBS/EACH
116 Kg/EACH

257 LBS/EACH

TITLE

NET-ACCESS S TYPE UTILITY 
CABINET 600mm WIDE X 1200mm DEEP FAMILY

CUSTOMER DRAWING
ITEM REVISION NAME

DATASET FILE NAME

MATERIAL:

N/A

DRAWING NUMBER:
THIRD ANGLE
PROJECTION 12V352BT-DC

DRAWN BY DATE CHK SCALE SIZE

PBS 6-06-13 JDW NONE SHT 2 OF 5 AREV DATE BY CHK APR DESCRIPTION ECN

* DENOTES COLOR
"B" = BLACK
"W" = WHITE

JDW JDWE
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TILE COVERAGE
DEPTH

1220 48.0

598

23.5

1269 50.0

HEIGHT
WITH

CASTERS

42RU
2026

[79.8]

45RU
2159

[85.0]

48RU
2292

[90.2]

RIGID
FRONT
CASTERS

SWIVEL
REAR
CASTERS

JDW JDWE

LEFT VIEW FRONT VIEW RIGHT VIEW REAR VIEW
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TOP VIEW

FRONT DOOR, REAR DOOR,
AND SIDE PANELS NOT SHOWN

(9) LOCATIONS
TAPPED FOR M10
THREADED ROD

(14) CABLE
OPENINGS
(33mm X 120mm)
[1.3in] [4.7in]
WITH BEZELS
AND COVERS
COMPATIBLE
W/ COOL BOOT
P/N: CTGN1X5

RACK UNITS ARE
NUMBERED AND
INDEXED FOR
IDENTIFICATION

(2) UTILITY
EQUIPMENT
RAILS

SEE NOTES ON
SHEET 1 FOR
REAR EQUIPMENT
RAIL ADJUSTMENT
RANGE

VERTICAL CABLE
MANAGEMENT FINGERS
WITH BEND RADIUS
CONTROL CAN BE ASSEMBLED
TO CABLE MANAGEMENT TYPE
RAILS BY CUSTOMER. FRONT
AND REAR.
(NOT SHOWN)

(2) VERTICAL CABLE
MANAGEMENT TYPE
REAR EQUIPMENT RAILS

(2) 165mm X 165mm
  [6.5in] [6.5in]
KNOCKOUTS FOR PDU
POWER CORDS 
COMPATIBLE
W/COOL BOOT 
P/N: CTGN6X6

JDW JDWE

FRONT

FRONT

REAR

REAR
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2X

FLOOR MOUNT

159 6.3

FLOOR
MOUNT

864 10.0

34.0 .39

LEVELING
LEGS

1155

45.5

2X

FLOOR MOUNT

280 11.0

2X

LEVELING LEGS

457 18.0

2X 71 2.8

FRAME WIDTH

598 23.5

FRAME
LENGTH

1196

47.1

REAR OF CABINET
BOTTOM VIEW

FLOOR MOUNTING HOLE LOCATIONS-
SOME PARTS REMOVED FOR CLARITY
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WIDE SLOT
4X
13

.5

DIA

FLOOR
MOUNT

166

6.5
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Мы молодая и активно развивающаяся компания в области  поставок 

электронных компонентов. Мы поставляем  электронные  компоненты  

отечественного и импортного производства напрямую от производителей и с 

крупнейших складов мира. 

Благодаря сотрудничеству с мировыми поставщиками мы осуществляем 

комплексные и плановые поставки   широчайшего   спектра электронных 

компонентов. 

Собственная  эффективная  логистика и склад в обеспечивает надежную 

поставку продукции в точно указанные сроки по всей России. 

Мы осуществляем  техническую поддержку нашим клиентам и 

предпродажную проверку качества продукции. На  все поставляемые продукты 

мы предоставляем  гарантию . 

Осуществляем поставки продукции под контролем ВП МО РФ на 

предприятия военно-промышленного комплекса  России , а также работаем в 

рамках 275 ФЗ с открытием отдельных счетов в уполномоченном банке. Система 

менеджмента качества компании соответствует требованиям ГОСТ ISO 9001.  

Минимальные сроки поставки, гибкие цены, неограниченный 

ассортимент  и индивидуальный подход к клиентам являются основой для 

выстраивания долгосрочного и эффективного сотрудничества с предприятиями 

радиоэлектронной промышленности, предприятиями  ВПК и научно-

исследовательскими  институтами России. 

С нами вы становитесь  еще успешнее! 

 

 

 

 

 

Наши контакты: 

Телефон: +7 812 627 14 35 

Электронная почта: sales@st-electron.ru 

Адрес: 198099, Санкт-Петербург,  

Промышленная ул, дом № 19, литера Н,  

помещение 100-Н Офис 331 

mailto:sales@st-electron.ru

