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FEATURES: 

Kit allows users to make their own adapters combinations, such as SMA to BNC or BNC to double banana 

plugs.  Adapter’s ends are joined with coupling nuts.  Simply choose your combination.  All connectors feature 

gold plated center contacts and silver plated bodies  

 

RATINGS: 
Operating Temperature: 

Items 1 through 9: 

-67°F to +302°F (-55°C to +150°C). 

Items 10 and 11: 

+122°F (+50°C) 

Nominal Impedance: 

Items 1 through 9: 50 Ohms. 

VSWR:  

Items 1 through 9: 1.2:1 (DC-1GHz) 

Frequency Range:  

Items 1 through 9: DC-1GHz  

Items 10 and 11: DC-300 MHz 

 
Order Example:  5698 

  (Universal Adapter Kit) 
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Item Description Model Material 

1 “N”  male 5734 Center Contact: Gold Plated Brass, Dielectric: Teflon, Shell: Sliver Plated Brass 

2 BNC male 5735 Center Contact: Gold Plated Phosphor Bronze, Dielectric: Teflon, Shell: Sliver Plated Brass 

3 TNC male 5736 Center Contact: Gold Plated Phosphor Bronze, Dielectric: Teflon, Shell: Sliver Plated Brass 

4 SMA male 5737 Center Contact: Gold Plated Phosphor Bronze, Dielectric: Teflon, Shell: Sliver Plated Brass 

5 “N” female 5738 Center Contact: Gold Plated Phosphor Bronze, Dielectric: Teflon, Shell: Sliver Plated Brass 

6 BNC female 5739 Center Contact: Gold Plated Phosphor Bronze, Dielectric: Teflon, Shell: Sliver Plated Brass 

7 TNC female 5740 Center Contact: Gold Plated Phosphor Bronze, Dielectric: Teflon, Shell: Sliver Plated Brass 

8 SMA female 5741 Center Contact: Gold Plated Phosphor Bronze, Dielectric: Teflon, Shell: Sliver Plated Brass 

9 Coupler 5742 Center Contact: Gold Plated Phosphor Bronze, Dielectric: Teflon, Shell: Sliver Plated Brass 

10 
Double 

Banana Plug 
5743 

Spring:               Beryllium copper ASTM B194, alloy 172 cond. Ht. 

Plug Body:        Brass per QQ-B-626, alloy 360, ½ hard. 

Finish:               Nickel plated per QQ-N-290, class2, 200/300 microinches 

Insulation:         ABS. Color: Black 

Center Contact: Gold plated brass 

Dielectric:          Teflon 

Shell:                 Silver plated brass 

11 
Double 

Binding Post 
5744 

Body:                   Brass per QQ-B-626, alloy 360, ½ hard 

Finish:                  Nickel plated per QQ-N-290, class 2, 200/300 microinches 

Insulation:            Polycarbonate. Color: one black, one red 

Insulation, Body: ABS. Color: Black 

Center Contact:   Gold plated phosphor bronz 

Dielectric:            Teflon 

Shell:                    Silver plated brass 
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FEATURES: 

• Universal Adapter Cable used with 

Pomona Universal Adapter Kits, 

models 5698 and 5748. 

 

MATERIALS: 

Coupler Shell (each end):  Brass, Nickel 

Plated 

Coupler Conductor:  Phosphor Bronze, Gold 

Plated 

Strain Relief Boot:  PVC Black 

Cable:  RG58C/U, O.D.: 0.195” 

Frequency: DC – 1.2GHz. 

Impedance:  50 Ohms 

 

 

 

RATINGS: 
Operating Voltage: Hands free usage in controlled voltage environments: 500 Vrms maximum.  For CE compliance: not 

intended for hand-held use at voltages above 33 Vrms/70 Vdc. 
 

Operating Temperature:  +122°F (+50°C) Max. 

 

ORDERING INFORMATION:  Model 5749-Length 

Length =: 24” (60,96cm), 36” (91,44cm), 48” (121,92cm), 60” (152.40cm) & 72” (182,88cm) 

 

Order Example:  5749-48 (Cable ONLY, 48”) 



 

 

 

Мы молодая и активно развивающаяся компания в области  поставок 

электронных компонентов. Мы поставляем  электронные  компоненты  

отечественного и импортного производства напрямую от производителей и с 

крупнейших складов мира. 

Благодаря сотрудничеству с мировыми поставщиками мы осуществляем 

комплексные и плановые поставки   широчайшего   спектра электронных 

компонентов. 

Собственная  эффективная  логистика и склад в обеспечивает надежную 

поставку продукции в точно указанные сроки по всей России. 

Мы осуществляем  техническую поддержку нашим клиентам и 

предпродажную проверку качества продукции. На  все поставляемые продукты 

мы предоставляем  гарантию . 

Осуществляем поставки продукции под контролем ВП МО РФ на 

предприятия военно-промышленного комплекса  России , а также работаем в 

рамках 275 ФЗ с открытием отдельных счетов в уполномоченном банке. Система 

менеджмента качества компании соответствует требованиям ГОСТ ISO 9001.  

Минимальные сроки поставки, гибкие цены, неограниченный 

ассортимент  и индивидуальный подход к клиентам являются основой для 

выстраивания долгосрочного и эффективного сотрудничества с предприятиями 

радиоэлектронной промышленности, предприятиями  ВПК и научно-

исследовательскими  институтами России. 

С нами вы становитесь  еще успешнее! 

 

 

 

 

 

Наши контакты: 

Телефон: +7 812 627 14 35 

Электронная почта: sales@st-electron.ru 

Адрес: 198099, Санкт-Петербург,  

Промышленная ул, дом № 19, литера Н,  

помещение 100-Н Офис 331 

mailto:sales@st-electron.ru

