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Model Ihold ITrip Vmax. dc Imax. max. time to trip  Pd max.                    Resistance  Approvals   
  (A) (A) (V) (A) (s @ A) (W)  R min.( ) R max.( ) RI max.( )  

 Order Qty. Order- Model Packaging
 Information  Number                                        

 VTD170 1.70 3.40 15 100 3.0 @ 8.5 1.40 0.030 0.052 0.105 • • 
 VTD170XS 1.70 3.40 15 100 3.0 @ 8.5 1.40 0.030 0.052 0.105 • • 
 VTD175 1.75 3.80 15 100 3.0 @ 8.5 1.40 0.025 0.045 0.045 • •
 VTD175S 1.75 3.80 15 100 3.0 @ 9.0 1.40 0.025 0.045 0.090 • • 
 VTD175L 1.75 3.80 15 100 3.0 @ 9.0 1.40 0.025 0.045 0.090 • • 
 VTD175XL 1.75 3.80 15 100 5.0 @ 8.75 1.40 0.029 0.051 0.102 • • 
 VTD200 2.00 4.50 15 100 4.0 @ 10.0 1.50 0.021 0.039 0.080 • • 
 VTD200 2.00 4.50 15 100 4.0 @ 10.0 1.50 0.021 0.039 0.080 • •
 VTD210 2.10 4.70 15 100 5.0 @ 10.0 1.50 0.018 0.030 0.060 • •
 VTD210S 2.10 4.70 15 100 5.0 @ 10.0 1.50 0.018 0.030 0.060 • • 
   VTD210SS 2.10 4.70 15 100 5.0 @ 10.0 1.50 0.018 0.030 0.060 • • 
 VTD210L 2.10 4.70 15 100 5.0 @ 10.0 1.50 0.018 0.030 0.060 • • 
 VTD210LS 2.10 4.70 15 100 5.0 @ 10.0 1.50 0.018 0.030 0.060 • • 
 VTD240 2.40 5.40 15 100 4.0 @ 12.0 1.50 0.015 0.026 0.052 • •

Dimensions (mm)

S: one slot
SS: two slots
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 Permissible continuous operating current is ≤ 100 % at ambient temperature of 20 ºC (68 ºF).

Specifi cations
Packaging

A small pack
D standard

Materials
Insulating material: Polyester Tape
Terminals: Nickel

Max. Device Surface Temperature in Tripped State
110 °C

Operating / Storage Temperature
-40 ºC to +85 ºC  (consider derating)

Humidity Ageing
 +60 °C, 95 % R.H., 1000 hours, ± 10 % typical
 resistance change
Vibration
 MIL-STD-883C, Condition A, no change
Thermal Shock

MIL-STD-202F, Method 107G
+85 °C to -40 °C 10 times ±5 % typical resistance
change

Marking 
“P”, Part Code, identifi cation, lot number

Strap Type, 16 V
Standard
 UL 1434 1st Edition
 CSA C22.2  No. 0 CSA TIL No. CA-3A

Approvals
cULus Recognition 
TÜV 

Features
The new VTD product series feature a slim, low 
profi le and low resistance design. These devices 
are ideal to be installed directly onto the latest 
generation batteries including cylindrical and 
prismatic cells. The VTD product offers protec-
tion against both overcurrent and overtempera-
ture fault conditions. 

VTD

 Dimensions (mm)
Model   A   B   C  D  E  F  pack ag ing quantity 
 Fig Min  Max Min  Max Min  Max Min Min  Max Min small pack  standard

VTD170 1 15.4  17.5 7.0  7.4 0.5  0.8 4.0 3.9  4.1  500 10,000
VTD170XS 2 20.9  22.9 4.9  5.3 0.5  0.8 4.0 3.9  4.1  500 10,000
VTD175 1 20.9  22.2 3.5  3.8 0.5  0.7 4.0 2.9  3.1  500 10,000
VTD175S 2 20.9  22.2 3.5  3.8 0.5  0.7 4.0 2.9  3.1  500 10,000
VTD175L 1 26.0  28.0 3.5  3.8 0.5  0.8 6.5 2.9  3.1  500 10,000
VTD175XL 4 25.5  28.2 3.5  3.9 0.5  0.8 8.7 2.4  2.6 5.7 500 10,000
VTD200 1 20.9  23.1 3.8  4.3 0.6  0.7 4.0 2.9  3.1  500 10,000
VTD200S 2 20.9  23.1 3.8  4.3 0.6  0.7 4.0 2.9  3.1  500 10,000
VTD210 1 20.9  23.1 4.9  5.3 0.6  0.8 4.1 3.9  4.1  500 10,000
VTD210S 2 20.9  23.1 4.9  5.3 0.6  0.8 4.1 3.9  4.1  500 10,000
VTD210SS 3 20.9  23.1 4.9  5.3 0.6  0.8 4.1 3.9  4.1  500 10,000
VTD210L 1 24.0  26.0 4.9  5.3 0.6  0.8 5.0 3.9  4.1  500 10,000
VTD210LS 2 24.0  26.0 4.9  5.3 0.6  0.8 5.0 3.9  4.1  500 10,000
VTD240 1 24.2  26.2 4.9  5.3 0.6  0.8 5.0 3.9  4.1  500 10,000

NOTE:
I hold = Hold current: maximum current device will pass without tripping in 20 °C still air. 
I trip = Trip current: minimum current at which the device will trip in 20 °C still air.
Vmax = Maximum voltage device can withstand without damage at  rated current (I max) 
I max = Maximum fault current device can withstand without damage at rated voltage (Vmax)

Pd = Power dissipated from device when in the tripped state at 20 °C still air.
R min= Minimum resistance of device in initial (un-soldered) state.        
R 1max= Maximum resistance of device at 20 °C measured one hour after tripping for 20 s.
Caution: Operation beyond the specifi ed rating may result in damage and possible arcing and fl ame.
Specifi cations are subject to change without notice



Thermal Derating Chart

 Model Ambient Operation Temperature - Ihold (A)

  -40 °C -20 °C 0 °C 23 °C 40 °C 50 °C 60 °C 70 °C 85 °C

 VTD170 3.20 2.70 2.20 1.70 1.30 1.00 0.80 0.50 0.10 
 VTD170XS 3.20 2.70 2.20 1.70 1.30 1.00 0.80 0.50 0.10 
 VTD175 3.20 2.70 2.20 1.75 1.30 1.00 0.80 0.50 0.10 
 VTD175S 3.20 2.70 2.20 1.75 1.30 1.00 0.80 0.50 0.10 
 VTD175L 3.20 2.70 2.20 1.75 1.30 1.00 0.80 0.50 0.10 
 VTD175XL 3.20 2.70 2.20 1.75 1.30 1.00 0.80 0.50 0.10 
 VTD200 3.70 3.20 2.60 2.00 1.50 1.20 0.90 0.50 0.10 
 VTD200S 3.70 3.20 2.60 2.00 1.50 1.20 0.90 0.50 0.10 
 VTD210 4.10 3.50 2.90 2.10 1.60 1.30 1.00 0.70 0.10 
 VTD210S 4.10 3.50 2.90 2.10 1.60 1.30 1.00 0.70 0.10 
 VTD210SS 4.10 3.50 2.90 2.10 1.60 1.30 1.00 0.70 0.10 
 VTD210L 4.10 3.50 2.90 2.10 1.60 1.30 1.00 0.70 0.10 
 VTD210LS 4.10 3.50 2.90 2.10 1.60 1.30 1.00 0.70 0.10 
 VTD240 4.40 3.70 3.10 2.40 1.80 1.50 1.20 0.90 0.10 

A: VTD170
B: VTD210
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Further Time-Current-Curves on request



 

 

 

Мы молодая и активно развивающаяся компания в области  поставок 

электронных компонентов. Мы поставляем  электронные  компоненты  

отечественного и импортного производства напрямую от производителей и с 

крупнейших складов мира. 

Благодаря сотрудничеству с мировыми поставщиками мы осуществляем 

комплексные и плановые поставки   широчайшего   спектра электронных 

компонентов. 

Собственная  эффективная  логистика и склад в обеспечивает надежную 

поставку продукции в точно указанные сроки по всей России. 

Мы осуществляем  техническую поддержку нашим клиентам и 

предпродажную проверку качества продукции. На  все поставляемые продукты 

мы предоставляем  гарантию . 

Осуществляем поставки продукции под контролем ВП МО РФ на 

предприятия военно-промышленного комплекса  России , а также работаем в 

рамках 275 ФЗ с открытием отдельных счетов в уполномоченном банке. Система 

менеджмента качества компании соответствует требованиям ГОСТ ISO 9001.  

Минимальные сроки поставки, гибкие цены, неограниченный 

ассортимент  и индивидуальный подход к клиентам являются основой для 

выстраивания долгосрочного и эффективного сотрудничества с предприятиями 

радиоэлектронной промышленности, предприятиями  ВПК и научно-

исследовательскими  институтами России. 

С нами вы становитесь  еще успешнее! 

 

 

 

 

 

Наши контакты: 

Телефон: +7 812 627 14 35 

Электронная почта: sales@st-electron.ru 

Адрес: 198099, Санкт-Петербург,  

Промышленная ул, дом № 19, литера Н,  

помещение 100-Н Офис 331 

mailto:sales@st-electron.ru

