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General Note  
TT Electronics reserves the right to make changes in product specification without 
notice or liability.  All information is subject to TT Electronics’ own data and is 
considered accurate at time of going to print. 

 

Features: 
 Dust-proof construction protects the interior from dust, which 

maintains stable characteristics 

 High accuracy and long life over 1 million cycles 

 Stable output characteristics can be secured for external noise and 
temperature changes 

Electrical Specifications 

Total resistance 500Ω—1MΩ 

Total resistance tolerance ±20% 

Resistance taper B taper 

Rated voltage DC 5V, AC 50V 

Rated power 0.01W 

Linearity tolerance Less than ±2% 

Insulated resistance More than 100MΩ at DC 250V for 1 minute 

Withstand voltage 250V AC for 1 minute 

Mechanical Specifications 

Total rotational angle 360° continuous 

Rotational torque Less than 50 gf .com 

Pull strength of rotational shaft 500gf min 

Environmental Specifications 

Storage temperature -40°C to +70°C 

Operating temperature -10°C to +70°C 

Dry heat 70±2°C, 240±2h, ∆TR+5%/-30% 

Cold -30±2°C, 300±5h, without load, ∆TR±20% 

Damp heat 70±2°C, 85% RH, 300±5h, ∆TR+35/-5% 

Temperature cycles -10°C-+70°C, 5 cycles, ∆TR ±10% 

Rotational life Standard life: 500,000 cycles min.; Long life: 1,000,000 cycles min. 

Temperature characteristic 70±3°C, 5H, ∆TR+5%/-20% 

Soldering condition Wave soldering: 260±5°C sec max.; Manual soldering: 350°C±10°C 3 sec max. 

Operating temperature range -10°C—+70°C 
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How to Order 

PHS07- H 1 B 5K E180 1 

Model Series 

Terminal Configuration 
V—side adjust, PC pins 
H—top adjust, PC pins 

Terminal Length 
1—2.1 mm, top adjust 
2—6.4 mm, top adjust 
3—9.5 mm, top adjust 
1—11.8 mm, side adjust 

Resistance Taper 

Total Resistance 
1K, 2K, 5K, 10K, 20K, 50K, 100K, 200K, 500K, 1MEG 

Electrical Angle Code 
180°, 200°, 220°, 280°, 300°, 310° 

Operation Life 
Blank—std. life w/o anti-sulfur 
1—std. life w/ anti-sulfur 
6—long life w/ anti-sulfur 
7—long life w/o anti-sulfur 
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Drawings 

PHS07-H1 

PHS07-H2 

PHS07-H3 



 

 

 

Мы молодая и активно развивающаяся компания в области  поставок 

электронных компонентов. Мы поставляем  электронные  компоненты  

отечественного и импортного производства напрямую от производителей и с 

крупнейших складов мира. 

Благодаря сотрудничеству с мировыми поставщиками мы осуществляем 

комплексные и плановые поставки   широчайшего   спектра электронных 

компонентов. 

Собственная  эффективная  логистика и склад в обеспечивает надежную 

поставку продукции в точно указанные сроки по всей России. 

Мы осуществляем  техническую поддержку нашим клиентам и 

предпродажную проверку качества продукции. На  все поставляемые продукты 

мы предоставляем  гарантию . 

Осуществляем поставки продукции под контролем ВП МО РФ на 

предприятия военно-промышленного комплекса  России , а также работаем в 

рамках 275 ФЗ с открытием отдельных счетов в уполномоченном банке. Система 

менеджмента качества компании соответствует требованиям ГОСТ ISO 9001.  

Минимальные сроки поставки, гибкие цены, неограниченный 

ассортимент  и индивидуальный подход к клиентам являются основой для 

выстраивания долгосрочного и эффективного сотрудничества с предприятиями 

радиоэлектронной промышленности, предприятиями  ВПК и научно-

исследовательскими  институтами России. 

С нами вы становитесь  еще успешнее! 

 

 

 

 

 

Наши контакты: 

Телефон: +7 812 627 14 35 

Электронная почта: sales@st-electron.ru 

Адрес: 198099, Санкт-Петербург,  

Промышленная ул, дом № 19, литера Н,  

помещение 100-Н Офис 331 
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