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FEATURES

RoHS compliant

Primary current rating 10A

20 to 200 turn variants

Primary to secondary isolation 500Vrms

50kHz-500kHz frequency range

Surface mount

Industry-standard footprint

UL94 V-0 package materials

J-STD-020C reflow

PRODUCT OVERVIEW
The 5300 series of current sense 
transformers are designed to monitor AC 
currents. The transformers can be used 
for high frequency current sensing in 
applications such as switched-mode power 
supplies, motor control, and electronic 
lighting ballasts.

SELECTION GUIDE

Order 
Code

Turns Ratio

Min. 
Secondary  
Inductance

Max. DC Resistance Isolation 
Voltage1

Terminating Resistance
to produce 1VOUT/1AIN

Primary (8-7) Secondary (1-3)
mH mΩ Ω Vrms Ω

53020C 1:20 0.08 7.0 0.55 500 20
53030C 1:30 0.18 7.0 0.85 500 30
53040C 1:40 0.32 7.0 1.10 500 40
53050C 1:50 0.50 7.0 1.75 500 50
53060C 1:60 0.72 7.0 2.20 500 60
53070C 1:70 0.98 7.0 4.50 500 70
53100C 1:100 2.00 7.0 5.60 500 100
53125C 1:125 3.00 7.0 7.50 500 125
53150C 1:150 4.50 7.0 17.50 500 150
53200C 1:200 8.00 7.0 34.00 500 200

ABSOLUTE MAXIMUM RATINGS

Operating free air temperature range  -40°C to 125°C

Storage temperature range -40°C to 155°C

SOLDERING INFORMATION2

Peak reflow solder temperature 250˚C

Pin finish Tin

Moisture sensitivity level 1

PACKAGE SPECIFICATIONS

Mechanical Dimensions

Weight = 0.34g Typ.  
Unless otherwise stated, all dimensions in mm (inches) ±0.25 (0.010).
* True dimension before tin dipping.

Recommended Footprint Details Schematic

Unless otherwise stated, all dimensions in mm (inches) ±0.25 (0.010).

Specifications typical at TA = 25°C
1 Flash tested for 1 second.
2 For further information, please visit www.murata-ps.com/rohs
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Murata Power Solutions, Inc. makes no representation that the use of its products in the circuits described herein, or the use of other 
technical information contained herein, will not infringe upon existing or future patent rights. The descriptions contained herein do not imply 
the granting of licenses to make, use, or sell equipment constructed in accordance therewith. Specifications are subject to change without 
notice.          © 2018 Murata Power Solutions, Inc.

This product is subject to the following operating requirements 

and the Life and Safety Critical Application Sales Policy:  

Refer to: http://www.murata-ps.com/requirements/

PACKAGE SPECIFICATIONS

Reel Dimensions

 

Tape Outline Dimensions
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Reel quantity: 1,000
All dimensions in mm (inches)

22.4
(0.882) 

Max.†

15.9-19.4*
(0.626-0.764)

16.3-16.7 
(0.642-0.657)†

13.50
12.50

0.531
0.492

Ø Ø

1.50 (0.059) Min.

49.75 (1.96) Min.

Ø21.1 (Ø0.83) Min.

100 (3.937)
Min.

Leader Section
400 (15.748) Min.

Goods
Enclosure
Section

Trailer Section
160 (6.299) Min.

Ø331 (13.031) Max.

All dimensions in mm (inches) 
* Includes flange distortion at outer edge
† Measured at hub



 

 

 

Мы молодая и активно развивающаяся компания в области  поставок 

электронных компонентов. Мы поставляем  электронные  компоненты  

отечественного и импортного производства напрямую от производителей и с 

крупнейших складов мира. 

Благодаря сотрудничеству с мировыми поставщиками мы осуществляем 

комплексные и плановые поставки   широчайшего   спектра электронных 

компонентов. 

Собственная  эффективная  логистика и склад в обеспечивает надежную 

поставку продукции в точно указанные сроки по всей России. 

Мы осуществляем  техническую поддержку нашим клиентам и 

предпродажную проверку качества продукции. На  все поставляемые продукты 

мы предоставляем  гарантию . 

Осуществляем поставки продукции под контролем ВП МО РФ на 

предприятия военно-промышленного комплекса  России , а также работаем в 

рамках 275 ФЗ с открытием отдельных счетов в уполномоченном банке. Система 

менеджмента качества компании соответствует требованиям ГОСТ ISO 9001.  

Минимальные сроки поставки, гибкие цены, неограниченный 

ассортимент  и индивидуальный подход к клиентам являются основой для 

выстраивания долгосрочного и эффективного сотрудничества с предприятиями 

радиоэлектронной промышленности, предприятиями  ВПК и научно-

исследовательскими  институтами России. 

С нами вы становитесь  еще успешнее! 

 

 

 

 

 

Наши контакты: 

Телефон: +7 812 627 14 35 

Электронная почта: sales@st-electron.ru 

Адрес: 198099, Санкт-Петербург,  

Промышленная ул, дом № 19, литера Н,  

помещение 100-Н Офис 331 

mailto:sales@st-electron.ru

